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TYPE V CONSTRUCTION IS A CLASSIFICATION OF BUILDINGS BY CONSTRUCTION MATERIALS AND METHODS. IT IS THE LEAST RESTRICTIVE PERMITTED BY THE LA COUNTY
BUILDING CODE AND INCLUDES LIGHT WOOD-FRAME CONSTRUCTION. THIS SHEET IS FOR INFORMATION AND REFERENCE ONLY AND IS NOT A SUBSTITUTE FOR ACCURATE
DRAWINGS PREPARED FOR PROPOSED CONSTRUCTION PROJECT.
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1. APPROVED COLUMN CAP
nore: INSTALLED PER MANF. SPECS, OR
FORPROPOSED CARPORTS NO
FORTION OF LANDING AND: 2. APPROVED T-STRAP BOTH
STAIRS SHALL ENCROAGH INTO ‘SIDES INSTALLED PER MANF.
REQURED PARKING SPACE. ShEcs, OR

3. APPROVED POST CAP
INSTALLED PER MANF. SPECS
BOTH WITH KNEE BRACES AT

30" MIN.CIR 10" MIN. AT EACH CORNER
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70" MMM

70" MINIMUM
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'SCREEN DOOR SWINGS, ETC.

SIDE CLEARANCE PER
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O ADEPTH OF 18" PRIOR TO PLACING OF CONCRETE,
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