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GL 80W LED Cut-off Wall Pack Lighting(Adjustable CCT)

GL-WP-80WCH-MC

Features

 ETL certified to U.S.and Canadian standards. DLC qualified product.

 Sealed die-casted profile for indoor and outdoor applications.

 Suitable for Canadian full voltage design LED driver: 120-347Vac.

 Adjustable multi color temperature:3000K,3500K,4000K,5000K and 5700K.

 Comes in a standard dark bronze finish to match any area. IP65 Suitable for wet locations.

 80W,120lm/W,0-10V dimming.

 Dusk to Dawn Sensor Photoelectric Switch - sold separately

Application

This LED Wall pack is ideal for outdoor applications, including landscapes, residential,

commercial and retail complexes, alleys, loading docks, pathways, entrances and parking areas.

Also great for public buildings, including hospitals, universities and schools.
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GL Vanity light G360

GL YX-328 Specification

Input:AC120V 60Hz

Bulb type :LED E26 2 *12W CCT:3000K included,

Finishing:Brushed Nickle ,Materials:Steel +Glass 

Mounting:Wall Mounted , Damp Rated

Certification : cETL 5000384，3 years warranty.

Installation Drawing:
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GL LED Flush Mount Ceiling
GL-FMCI50-9/12 IN-30

Specification

Model Number ： GL-FMCI50-9/12IN-30

Dimensions ：

Main Material : Iron+PC Cover

Voltage: 120V /60Hz,, Dimmable triac,

CCT:3000K,CRI >80;16W 1360lm ;25W 2150lm

Damp listed ,Certification : cETL 4001147,Warranty: 3 Year Limited

Finish: White,Black,Golden,optional

9 inch -16W D9.5"XH2.2" （D240mm x H55mm)

12 inch-25W D12.6"XH2.2"（D320mm x H55mm)



Ground Wire <3>

Junctor<7>

LED Source Module<9>

Acrylic Sheet <10>

Supply Ground Wire <14>

1. Open the box, take out all of parts and put them on a flat surface;
2. Screw in the junction box screw <5> and connect it to the junction box <1> don't tightening it in place first;
3. Use the terminal cap <4> to connect the power wire <2> and the power wire <13>,
   and then seal it with insulating glue;
4. Connect the ground wire <3> and the ground wire <14> with the wiring cap <4>;
   then insert all the wires into the junction box <1>;
5. Align the screw holes of the decorative canopy <6> with the junction box screws <5>
   and pass through the decorative   canopy <6>,Rotate the decorative canopy <6>
   and then tighten the junction box screw <5> to fix the decorative canopy <6>;
6. Align the light source module <9> with the slot of the module connector <7>,
   and then rotate the light source module <9> into the module connector <7>.
   Put the light source module  <9> into the anti-dropping slot <17> of the module connector;

7. As shown in Figure (1), squeeze the acrylic sheet<10> slightly in the direction of the arrow to deform it,
                     
                       
                       
         

After the LED light
module is installe

then insert one end into the canopy<6> obliquely, and then slowly push the acrylic sheet<10> up into the canopy<6>.
If you want to remove the acrylic sheet<10>, first push one end of the acrylic sheet<10> up, and the other end
will leak out of the edge of the canopy<6>, hold the edge of the acrylic leaking canopy<6> and slowly pull down,
then the acrylic sheet<6> can be removed.

d

Before installing
the LED light module

Installation procedure figure(1)
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GL IP65 18W Ceiling Fixture Lighting

Picture

Specification

1,Voltage:AC110-130V 50~60Hz.,Optional motion sensor + light sensor

2,Operating temperature:-20-45°C

3,Material：Fixture Body ABS+PC Cover， Light life:30,000hrs/70%.

4, Available color∶ 3000K，4000K，6000K.

5,Color rendering: Ra>80. Energy efficiency: 80Lm/W.

6, IP65. 3 years warranty.

Dimension
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GL LED 2 Light Wall Light
GL-BL442BNSD

Specification Part Number ：BL442BNSD

Dimensions ：W12 ''*H8''*E6''

Main Material : Metal + Frosted Glass

Finish: Brushed Nickel

Voltage: 120V

Lamp Type :LED E26 *2 12 W ,3000K(2 Year Warranty)

Damp LIST
Certification : cETL 5012870

Warranty: 3 Year Limited

Dimensions:

Installation























http://sharkward.com/EnProduct.asp?PID=3
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Knuckle Slip Fitter and Adaptor
Knuckle Slip Fitter GL-KSF60

Slip Fitter Adaptor
Round Pole Side Tenon Adapter（RA｝GL-KSF-RA

Square Pole Side Tenon Adapter(SA) GL-KSF-SA




	Twist Lock Photocell Sensor
	Auto On Off Photocell Sensor Switch, Dawn Photocel

