Baftten
LED Strip

Features

-Up to 130LM/W
<4ft & 8ft, Min 20w,Max 90w
-AC120-277V,120-347V or 200-240V

-Installation:V-Hook Chain & Surface Mounted @ Y
-0-10v dimming, Flicker free intertek ﬁ C

5013243

-Smart,Sensor,Emergency Optional
-5 years warranty

Dimensions

Power L w H
20w/25w/30w/35w 48" 2.6" 2.79"
30w/35w/40w/45w 48" 2.6" 2.79"
60w/70w/80w/90w 96" 2.6" 2.79"
35w 48" 2.6" 2.79"
64w 96" 2.6" 2.79"
90w 96" 2.6" 2.79"

TCS Series Specification

I B e B e e

RDS-TCS35-4FT-CCT  20w/25w/30w/35w  2600-4550 Im 130 Im/w  48*2.6*2.79"  3000K-4000K-5000K ~ AC120-277V,120-347V
RDS-TCS45-4FT-CCT = 30w/35w/40w/45w  3900-5850 Im 130 Im/w  48*2.6*2.79"  3000K-4000K-5000K ~AC120-277V,120-347V 0-10v Sensor

- - 5y L% " . ~
, , :‘“{ VN ‘?,l ) Q)’ 3m§ ) R [apl| [= RDS-TCS90-8F-CCT  60W/70w/80w/90w  7800-117001m  130Im/w  96°2.62.79" 3000K-4000K-5000K AC120-277V,120347V  O-10v  Emergency
N AN e no * - w == . RDS-TCS35-4FT 35w 4550Im  130Imiw  48'2.6%279"  4000K/S000K  ACI20277V,120347V  O-10v St

Beam Angl Ra 80+ 5 Years Pover selectable

RDS-TCS64-8FT 64w 8320 Im 130 Im/w 96*2.6*2.79" 4000K/5000K AC120-277V,120-347V 0-10v
RDS-TCS90-8FT 0w 11700 Im 130 Im/w 96*2.6*2.79" 4000K/5000K ACI120-277V,120-347V 0-10v
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