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AN LED Pot Light - PC125

101-108mm (4" to41/4")

125mm(5")

4inch

" Adjustable

CCT.
- IC RATED
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Plastic Tim
Model Size LEDChips  Watt(W) InputVoltage  Efficacylmiw  BeamAngle CRI  ColorTemp(K)  Lifespan (hrs) Dimmable
100-130V
PC125 4inch SMD 9 100-277V 90 110°  Ra80/Ra90 2700-6000 50000 Yes
100-347V
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« Trim Finish: White,Black,Brush Nickel. +1C Rated Junction Box-UL Isolated Driver(Aluminum/Iron,Metal Junction Box Optional)
Chrome (Aluminum Body ) + 3CCT Adiusted by DIP Switch: 30K/40K/50K
- Air Tight & IC Rated - 5CCT Adjusted by DIP Switch: 27K/30K/40K/50K/60K
- High Efficiency - 3CCT Adjusted by DIP Switch and Wall Switch Control: 30K/40K/50K
+ Driver Type: Constant Current + 5CCT Adiusted by DIP Switch and Wall Switch Control: 27K/30K/35K/40K/50K
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128mm (5")
- 4inch
Edge-lit
Model Size LEDChips Watt0W) InputVoltage  Efficacylm/w  BeamAngle CRI  Color Temp(K)
100-130v
P021  4inch SMD 9 100-277v 90 120°  Ra80/Ra90 2700-6000
100-347v
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123mm{5")
4inch

LED Pot Light - P021

108mm (4 1/4")

Lifespan (hrs)

50000
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Dimmable

68mm
(2 5/8")

Model Size LEDChips  WattW) InputVoltage  Efficacylm/w  BeamAngle CRI  ColorTemp(K)  Lifespan (hrs) Dimmable

100-130V
P021  4inch SMD 9 100-277V 90 120°  RaB0/Ra%0 2700-6000 50000 Yes

100-347V

Size: 4inch (123mm) Driver Type: Constant Current

Power: 9w Available Color Temperature: 2700K-6500K

Power Factor: >0.9 IP Grade: Damp Location / Wet Location

ColorQuality CRI: >80 />90 AirTight: Yes

Beam Angle: 120 Material: Aluminum+PC

LED Chips: SMD Operating Temperature: Farenfeit:-4°F to + 104°F

Luminous Efficacy: 90-100LM/W Celcius:-20°Cto +40°C

Default Driver Input: AC:100-130V/100-277V IC Rated Fixture And Driver: Yes

(Dimmable) 100-347V60Hz (Contact With Insulation Allowed)

Triac/0-10V DIM

- Trim Finish: White,Black,Brush Nickel. Chrome ( Aluminum Body ) AT =

- Air Tight & IC Rated @Nﬂﬂl

 High Efficiency AIRTIGHT e Wall Switch s

- Driver Type: Constant Current
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