APRS on TM-D710G

BASIC SETTINGS [600]: Callsign; APRS; Frequency & PTT
INTERNAL TNC [601]: A-Band; 1200; D or RxD band; 200ms
GPS PORT [602]: 9600; GPS; way point

WAYPOINT [603]: Kenwood; 9 -; All

COM PORT [604]: ON

MY POSITION [605]: *SKIPPED*

BEACON INFORMATIon [606]: ON; ON; OFF

POSITION COMMENT [607]: special

STATUS TEXT [608]: *SKIPPED*

PACKET FILTER [609]: *SKIPPED*

STATION ICON [610]: *SKIPPED*

BEACON TX ALGORITHM [611]: Smart Beaconing; 3min; ON; ON
PACKET PATH: [612]: New-N; Paradigm; ON; 2; Wide1-1, wide2-1
NETWORK [613]: *SKIPPED*

VOICE ALERT [614]: OFF; 100

WEATHER STATION [615]: OFF; 5min

DIGIPEAT [616]: OFF

UICHECK [617] *SKIPPED*

UIDIGI [618] *SKIPPED*

UIFLOOD [619] *SKIPPED*

UITRACE [620] *SKIPPED*

USER PHRASES [621] *SKIPPED*

AUTO MESSAGE REPLY [622] *SKIPPED*

GROUP FILTERING [623] *SKIPPED*

SOUND [624]: Message Only; OFF; __; PTT

INTERRUPT DISPLAY [625]: Half; ON; ON; 3sec

DISPLAY UNIT 1 & 2 [626-627]: *SKIPPED*

NAVITRA GROUP [628] *SKIPPED*

NAVITRA MESSAGE [629] *SKIPPED*

SMARTBEACONING 1 & 2 [630-631]: 5; 70; 30min; 120sec; 28deg; 26deg; 30sec
QSY (FREQUENCY) [632]: ON; OFF; Off




