TRAILER ANLES

TRAILER TIRES

KENDA LOADSTAR K399 SERIES

{ R
The Loadstar K399 computer-designed tread features a Radial tire appearance with Bias tire's durability
Advanced rubber compound gives longer tread wear and low rolling resistance.
Flatter tread profile allows for increased towing stability.
Kenda / Loadstar Worry-Free Warrenty for High-Speed Trailer Tires
. L/
Rim Overall  Section Max Load
AR TIRE SIZE LR Width Dia. Width @psi Single
165/65-8 C PLY " " ;
K399-165658C K399 LDSTR Ref 1HP22 C/6 5.375| 16.50 6.60 800 @ 70psi
215/60-8 C PLY " " .
K399-215608C K399 LDSTR Ref 1HP26 C/6 7 18.30 8.90 935 @ 50psi
205/65-10 C PLY " " .
K399-2056510C K399 LDSTR Ref 1HP52 C/6 6 20.50 8.30 1100 @ 50psi
205/65-10 D PLY " " .
K399-2056510D K399 LDSTR Ref 1HP54 D/8 6 20.50 8.30 1320 @ 70psi
205/65-10 E PLY " " .
K399-2056510E K399 LDSTR Ref 1HP56 E/10 6 20.40 8.40 1650 @ 90psi
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TRAILER ANLES

Picture for tread design only RIM not Incl,

TRAILER TIRES

KENDA LOADSTAR K550 SERIES

- Kenda / Loadstar Worry-Free Warrenty for High-Speed Trailer Tires

With the low rolling resistance design of the Kenda Loadstar K550, you'll enjoy improved handling and
enhanced ride characteristics of your towed vehicle. The Loadstar K550 provides dependable and durable
bias-ply construction with the great looks of a radial tire.

These tires are continually tested to ensure that they exceed the Department of Transportation requirements.
- Longer tread wear

- Advanced rubber compound gives longer tread wear and low rolling resistance.
- Flatter tread profile allows for increased towing stability.

Rim Overall Section Max Load Max Load
ek TIRE SIZE LR Width Dia. Width  @psi Single @psi Dual
KR550- ST205/75D-14 D PLY D/8 5.50 6.3 78
20575D-14D | KR550 Ref 15793234 6.0 ) ) 2040@65psi | 1820@65psi
KR550- ST205/75D-15 D PLY D/8 5.50 273 77
20575D-15D | KR550 Ref 1ST95 6.0 ’ ) 2150@65psi | 1870@65psi
KR550- ST225/75D-15 D PLY
22575D-15D | KR550 Ref 1ST96 b/8 6.00 28.4 8.4 2540@65psi | 2200@65psi
KR550- ST225/75D-15 E PLY
22575D-15E | KR550 Ref 1ST97 E/10 6.00 28.4 8.6 2830@80psi | 2470@80psi
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TRAILER ANLES

TRAILER TIRES

KENDA KRO3 SERIES

The Kendra Karrier 5T radial is one of the best trailer tires on the market today. The Karrier offers double steel
belts with full nylon plies for a heavy-duty applications and increased tire life. The computer-generated tread
design in conjunction with a new tread rubber compound provides superior traction on wetn or dry conditions.
Karrier radial tires are continually tested to ensure a smoother ride while providing additional stability at
highway speeds.

- Designed for improved handlingand ride characteristics

- Radial construction disperses heat more efficiently

- Exceeds DOT requirements for performance you can depend on.

- Kenda / Loadstar Worry-Free Warranty for High-Speed Trailer Tires

Picture for tread design only RIM not Incl.
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TRAILER TIRES

TRAILER KING [1

- OPTIMIZED TREAD COMPOUND FOR IMPROVED WEAR AND LONGER MILEAGE

- COMPUTER DESIGHNED TIRE PROFILE TO IMPROVE RESISTANCE TO HEAT BUILD LUP
- MYLOM ON 15" AMD 16" SIZES FOR SUPERIOR STREMGTH AND DURABILITY

- NATIONWIDE LIMITED WARRENTY

Picture for tread design only RIM not Incl.

Max Load
Load Speed Rim  Overall . . Max Load
G TIRE SIZE SR Index Index Width Dia. GElt: S(ﬁ)";cle @psi Dual

TKS13T | ST175/80R13 | C/6 91/87 5.00 24.0 16 1360@50 1200@50

TKS14T | ST175/80R13 | D/8 97/93 5.00 24.0 18 1610@65 | 1430@65

TKS15T | ST185/80R13 | C/6 94/89 6.00 24.6 17 1480@50 | 1280@50

TKS16T | ST185/80R13 | D/8 99/95 6.00 24.6 19 1710@65 | 1520@65

TKS36T | ST205/75R14 | C/6 100/96 5.50 26.1 21 1760@50 | 1570@50

TKS37T | ST205/75R14 | D/8 | 105/101 5.50 26.1 22 2040@65 | 1820@65

TKS38T | ST215/75R14 | C/6 102/98 6.00 26.7 23 1870@50 | 1650@50

TKS39T | ST215/75R14 | D/8 | 108/103 6.00 26.7 23 2200@65 | 1930@65

TKS48T | ST205/75R15 | C/6 101/97 5.50 27.1 22 1820@50 | 1610@50

TKS49T | ST205/75R15 | D/8 | 107/102 5.50 27.1 24 2150@65 | 1870@65

TKS51T | ST225/75R15 | D/8 | 113/108 6.00 28.3 28 2540@65 | 2200@65

TKS53T | ST225/75R15 | E/10 | 117/112 6.00 28.3 29 2860@80 | 2470@80

TKS24T | ST235/80R16 | E/10 | 124/120 6.50 30.8 35 3520@80 | 3080@80

TKS25T | ST235/80R16 | F/12 | 127/122 6.50 30.8 37 3860@100 | 3300@100

TKS17T | ST235/85R16 | E/10 | 125/122 6.50 31.7 37 3640@80 | 3305@80

< | —|IZ | | <Z |||l || || = |

TKS18T | ST235/85R16 | F/12 | 128/124 6.50 31.7 37 3960@95 | 3520@95
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