Legacy Volt Residential Elevator

Standard Features:

- 2 Stops (10 feet of travel) to a maximum travel of 32 ft. (9.75 m)
- Inverter controlled winding drum unit utilizing (2) 3/8” x 7 x 19 steel core aircraft wire rope
- 950 lbs. (431 kg) rated load (750 lbs. optional)
- 36” x 48” Cab Size (Many other sizes available)
- 84” Cab Height Maximum
- 36 fpm.
- Choice of Unfinished MDF, Unfinished Maple or Unfinished Oak cab panels
- Solid Ceiling with 2 LED Lights
- Stainless Steel Car Operating Panel
- Stainless Steel Illuminated Hall Stations
- 1 1/2” Round Stainless Steel Handrail
- Manual Accordion Gate with Infrared Light Curtain
- 8” Pit Depth Minimum Required
- Overhead Minimum Requirements: 103” for overhead drum unit, 96” bottom drum unit
- Automatic Timed ON/OFF Cab Lighting
- Digital Floor Indicator in Cab

Safety Features:

- Emergency Battery Powered Lowering with Overspeed Governor
- Emergency Battery Powered Lighting
- Emergency Stop Button in Cab
- Emergency Alarm Button in Cab
- Interlocks at Every Landing Door
- Infrared Light Curtain (Applicable to accordion doors)
- Telephone in Cab (Optional)