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Abstract 
 
Distortion has been cited as a primary problem for all heat 
treaters in many surveys of the industry, and remains a 
primary concern. Consequently, metallurgical and 
manufacturing engineers continue to face the challenge of 
minimizing part distortion through the prudent application of 
process controls during the various steps in the heat treatment 
process. Such process engineering requires foundational 
understanding of process variation relative to corresponding 
variation in part response. This study reports on the use of a 
simple coupon shape to assess sensitivity of a steel alloy 
during quenching in terms of its residual stress and distortion 
responses. Using a rectangular test bar that has a series of 
notches machined on one face, a series of carburization and 
quench hardening trials were conducted.  Local distortion was 
measured along the length of the bar, as well as residual stress 
using both X-RAY diffraction and Barkhausen noise methods.  
The analyses were supplemented by use of heat treatment 
modeling to study the interaction of thermal and 
transformation strains on resulting distortion and residual 
stress in the coupons. The data were finally differentiated by 
the quenching process conditions. This permitted process 
sensitivity analyses linking local dimensional and measured 
residual stress changes to the method and consistency of the 
quench practice. The procedure demonstrates the utility of 
using a simple steel coupon in a standardized procedure for 
heat treatment process assessment.  
 
 

Introduction 
 
Heat treatment of steel is accomplished through application of 
controlled heating and cooling to drive solid-state 
modification of the steel’s metallurgical structure. In quench 
hardening, the typical structural changes involve 
transformation from a face centered cubic (fcc) austenitic 
structure and high temperature to body centered tetragonal 
(bct) martensitic or mixed body centered cubic (bcc) 
bainitic/pearlitic structures. Variations in steel alloy content, 
cooling rates and part geometry all contribute to potential 
variation in heat treatment response – some desired (e.g. alloy 
or cooling adjustment to facilitate greater hardening response), 
and others not  (e.g. non-uniform quench application causing 
localized variation in properties or distortion).  
 
Accompanying these metallurgical modifications are 
dimensional and residual stress changes driven by volumetric 
expansion and contraction of the steel microstructure.  Again 

such changes may be desirable (e.g. residual compression to 
improve fatigue life) or detrimental (e.g. excessive 
dimensional change or cracking from residual tension).   
 
One of the principle responsibilities for the heat treating 
engineer is management and control of the processes affecting 
these responses in the steel. Such engineering is typically 
accomplished through application of experience, prototyping, 
and production trials.  As typical production parts may contain 
differing geometric features and be made from different steel 
alloys, the complexity of heat treatment analysis can greatly 
expand. Recently, more analytical engineering techniques 
such as simulation and modeling have also begun to be used 
for heat treatment to help address these complexities. [1-4] 
 
For many complex steel parts such as gears and shafts,   
important process sensitivity data can be obtained through 
process trials using combinations of more simple shapes. 
Physical testing and process modeling of these shapes have 
been shown to provide sound data for direct application to 
process control in the more complex corresponding part. For 
example, both keyed shafts and notched bars have been used 
in process control work to characterize distortion and residual 
stress response in quenching. (cf. Figure 1). [5-7]  
 
 
 
 
 
 
 
 
 
 
a)  Keyed shafts                        b)  Notched bar (copper plated  
                                                       for carburization masking)  
 
Figure 1:  a) Keyed shafts; and b) notched-bars used in heat 
treatment process analyses.  
 
As part of a larger project to improve helicopter transmission 
gear fatigue performance for the US Army rotorcraft fleet, 
DCT is currently investigating the multiple effects of heat 
treatment, shot peening, laser shock peening and cavitation 
peening on residual stress in Pyrowear 53 steel.  With the 
large number of process variables, volume of required testing, 
and high cost of this aerospace steel it was imperative to 
develop a small and relatively simple test coupon for the 
initial process assessments. This paper will focus on the heat 
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Following this step the samples were solution annealed before 
being separated into two groups for the quenching sensitivity 
analysis. A photograph of a machined sample, copper masked 
prior to carburization, is shown in Figure 3.  

treatment aspect of this work, and describe how a simple 
coupon shape was used to assess the sensitivity of carburized 
Pyrowear 53 steel in two different quenching operations. Heat 
treatment process sensitivity was characterized in terms of 
residual stress, distortion response, and Barkhausen noise. 
Process modeling was then validated against the coupon 
physical data, permitting future use of the model in additional 
process variation studies. 

 
 
 
 
  
  

Test Coupons   
  
 To begin the process sensitivity study required for the 

helicopter transmission gears, DCT developed a triple-notched 
bar design to help characterize the effects of multiple notched 
geometries and carburized surfaces typically encountered in 
these parts.  A schematic of the triple-notch bar design is 
shown in Figure 2.  

 
 
 
 
 
Figure 3:Machined Test Coupon Prior to Heat Treatment, 
showing Copper Masking for directional Carburization  

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Figure 2: Schematic of Triple-Notched 
 Bar Test Coupon Sensitivity  Analyses  
 
 
 
As used in rotorcraft transmission gears, Pyrowear 53 is 
subjected to a six (6) step heat treating practice involving case 
carburizing, quench hardening, deep freezing, and a double 
temper. This processing sequence is summarized in Table 1.  
  
Table 1: Heat Treat Process Routing used for Pyrowear 53 
Transmission Gears 
 
Steps 1 2 3 4 5 6 
Heat 
Treat  

Case 
Carburize 

Stress 
Relief 

Aust & 
Quench 

Deep 
Freeze 

1st

Temper 
2nd 

Temper 
 
For the sensitivity analysis, six (6) specimens were first 
machined, and then directionally carburized on the notched 
side only and around of the bar end radius to a depth of 
0.040”.   
  

 
 

Heat Treatment 
 
For the process sensitivity testing, three (3) of the notched  
samples were processed via the convention route using a 
150ºF oil quench, and three (3) specimens were processed 
using an alternative intensive quenching procedure in which 
water flow as directed at 14 m/sec within a specialized fixture 
directly onto the notched face.  The quenching fixture for the 
intensive quench is shown in Figure 4.  

R=7.0 mm 

14 mm 

14 mm 

65 mm 
4.5 mm R=1.16 mm 3 mm 

2 mm 

12 mm 12 mm 12 mm 

3 mm 

8 mm 4 mm 

3 mm 

5 mm 5 mm 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Figure 4: Triple Notched Test Bar in Intensive Quenching 
Heat Treating Fixture 
 
With the requred fixture, the intensive quench operation was  
performed individually on each of the three specimens 
designated in the test matrix. The oil quench was performed as 
a batch operation, with all three of its designated specimens 
quenched together in a basket. Following their respective 
quench operations, all of the samples were again processed 
together in a -100ºF deep freeze to remove retained austenite, 
and then received a final double tempering at 450ºF.    
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Testing and Sensitivity Analysis  
 
In heat treated steel parts, several quantitative measures of 
heat treating response include hardness, dimensional change 
and residual stress.  It is these attributes which were  
comparatively examined in the six notched and heat treated 
samples.  
 
The processing and testing of the notched specimens was 
augmented by heat treatment simulation using the DANTE® 

computer model. The carbuzing, quenching, deep freeze and 
double temper were simulated in a 3-D finite element model 
of the notched bar for both oil and intensive quenching 
process routes. Comparison of the predicted heat treatment 
response from the simulation with the actual results from 
multiple samples was then used as an additional gage of 
process sensitivity.  
 
Sample Reference Positions  
Using the triple-notched bar shown in Figures 2 and 3 as a 
standard for the sensitivity analysis, surface reference 
positions were designated for the flat regions adjacent to the 
notches. Additionally, the zero reference for deflection was 
defined as the line connecting both surface endpoints along the 
notched side of the sample. The reference positions and 
deflection reference line for the distortion measurments are 
shown in Figure 5.  
 
 
 
 
 
 
 
 
 
 
 
 
Figure 5: Surface Location Reference Positions for Surface 
and Deflection Measurements in the Heat Treated, Triple- 
Notched-Bar 
 
 
Carburized Layer  
The base carbon of Pyrowear 53 is 0.10%. For the sensitivity 
analysis, each sample was selectively carburized on the 
notched face and around the radial end to an effective case 
depth of 0.040”.   The heat treatment simulation provides an 
informative means of visualizing the carburized layer. Figure 
6 shows a contour map of the carbon profile through the bar 
cross section.  Simulation accuracy has been verified in a 
number of prior studies with the Pyrowear 53 material. [8] 
 
 
Hardness 
Hardness is often used as an indicator of sound and uniform 
heat treatment. As an initial measure of variability and 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Carbon, 
wt. fraction 

Figure 6:  Simulation Predicted Carbon Profile (0.040” Case) 
through Sample Cross Section  
 
 
sensitivity, hardenss was measured on the carburized flat 
surfaces adjacent to the notches.  Measured hardness at the 
four reference positions (cf. Figure 5) for each of the six 
samples is summarized in Table 2.      
 
 
Table 2: Surface Hardness Comparison for the Six Heat 
Treated Samples, Including Predicted Hardness from 
Simulation  
 

 
 
The data show the respective hardness measurments to vary 
within within +/- 1 HRC for both processes across all samples 
and positions. Also, the hardness for the oil quenched samples 
is on average 1 HRC higher than in the IQ samples. 
Interestingly, the simulation predicts the opposite scenario, 
though in the simulation the overall hardness is underpredicted 
by 1.5 HRC. These variations are however minor. Based on 
the hardness measurments alone, one cannot make any 
diffinitive comparision with respect to process sensitivity and 
corresponding material response  
 

HARDNESS (HRC) 
AT POSITION  

SAMPLE CONDITION A B C D 
1 Int. Quench 59 60 60 59.5 
2 Int. Quench 59 60 60 58 
3 Int. Quench 60 61 61 60 
4 Oil Quench 59.5 61 61 60.5 
5 Oil Quench 60 61 61 61 
6 Oil Quench 61 61.5 61 61.5 

MODEL IQ Sim. IQ 58.0 58.0 58.0 58.0 
MODEL OIL Sim. Oil  57.8 57.8 57.8 57.8 

58mm 

A B C D 

Zero Positions for Deflection 
Measurement 
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Distortion  The distortion response of the carburized, notched sample to 
heat treatment showed a marked difference between the oil 
and intensive quenching processes that was not reflected in the 
hardness measurments. This difference correlated directly with 
the distrotion predictions obtained from the DANTE heat 
treatment model. A laser light profilometer was used to gage 
the distortion in the physical specimens along the bottom and 
large notch surfaces. This data was then compared with the 
results predicted by simulation. Since each of the six samples 
was independently tested with the profilometer, this provided 
an additional measure of process variability for each quench 
practice.  

With three notches of varied dimensions and an associated 
carburized case on a single side, the notched bar bar should be 
particularly sensitive to localized distortion. During quench 
hardening, size and shape changes in the steel occur due to 
non-uniform thermal expansion and contraction, as well as 
volumetric changes in the crystal structure due to phase 
changes.[9]  For example, during quenching the face centered 
cubic structure of austenite typically transforms to martensitic, 
bainitic or mixed ferritic structures. These transformations are 
accompanied by a corresponding volumetric expansion which 
acts counter to the thermal contraction. For steels with 
complex shapes the associated thermal gradients introduce 
non-uniformities in transformation which can result in part 
distortion. Additionally, chemistry variation in the steel (e.g. 
from a carburized case or alloy segregation) also produces 
variation in the phase transformations occuring during 
quenching. Like  thermal gradients, the phase transformation 
variation from chemical gradients can also produce non-
uniform dimensional response during heat treating. [10]   By 
introducing a controlled and repeatable thermal and chemical 
variation in a test coupon, variation in test coupon dimensional 
change can be used as one measure of process sensitivty.  

 
A general comparison between the observed distortion  
response for the two quench practices is shown in Figure 8. 
The figures illustrate a 10X magnified view of the general 
distortion response seen in the physical samples and predicted 
by the simulations.  For the oil quench process, the bars bowed 
upward in the direction of the notches. The intensively 
quenched bars bowed in the opposite direction.   
 

 
For the triple notched-bar in this study, two primary measures 
of distortion were quantified: 1) Bow of the bottom surface 
along the axial direction; and 2) Bulge along the transverse 
dirction on the bottom surface of the large notch.  These 
measures are illustrated schematically in Figure 7.  

 
a)  Oil Quenched Specimen 
  

 
b) Intensively Quenched Specimen 
  

a)  Specimen Bow along Axial Direction Figure 8: Distortion Response for the Notched Bars as seen in 
the Physical Samples and Predicted by the Heat Treatment 
Computer Model. Distortion magnified 10X. 

 
 
  
  
 Additionally, one can see a bulge in the bottom of the large 

notch for both processes. Physically present in the physical 
samples after heat treatment, this bulge was also predicted by 
the DANTE models.  

 
 
 
  
 Use of the laser profilometer enables a quantitative assessment 

of the distortion response, both in terms of variation between 
processes as well as from sample to sample for the same 
process. Figure 9 shows a comparison of the predicted to 
measured bottom surface deflections for all of the specimens. 
As predicted in the DANTE models, the intensively quenched 
samples all bowed downward (shown as a ‘-’ displacement in 
the plot), while the oil quenched samples bowed upwards ( ‘+‘ 
displacement in the plot). For the intensive quenched 
simulation, the prediction varied between 0 to +10μm of the 

 
 
 
b) Bulge on Bottom Surface of Large Notch 
 
Figure 7: Schematic Illustration of Distortion Metrics used in 
the Heat Treat Sensitivity Analysis of the Triple Notched-Bar  
 

118



measured values. For the oil quench, the direction and general 
magnitude of the distortion was correctly predicted, the 
simulation had a wider variation (0 to +25μm). This is likely 
due to application of an over estimated heat transfer 
coefficient in the oil model, as well as the fact that the oil 
quench was a batch practice with greater inherent heat transfer 
variability in the process itself. Such variation is more clearly 
evident when examining the processes individually.  

Variation in Bottom Surface Displacement 
Intensive Quenched Samples
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Figure 11: Measured Variation in Bottom Surface 
Displacement for the Intensive Quenched Specimens.  
 
samples showed essentially the same hardness, timing and 
sequence of the martensitic phase transformation as clearly 
different for the two quench processes. This is evident from 
the markedly differing bowing behavior, and should be 
reflected in the internal residual stresses.  

+

- 
 
Another distortion metric investigated for this sample was the 
bulge in the bottom of the large notch (see Figure 7b). Both 
samples exhibited a central bulge on the notch bottom, which 
was also predicted by the DANTE heat treatment simulation. 
The measured and predicted bulge for each specimen and the 
two models are summarized in Table 3. The data indicate a 
greater amount of bulge for the intensive quenched samples, 
indicative of the sharp thermal gradient in the notch during the 
initial stages of the intensive quench.  Figure 12 shows 
comparative contour plots of the notch bulge for the two 
processes, and provides a clear view of the bulge morphology. 
The predicted bulge was within 0.001mm to 0.003mm of the 
measured values.  

Figure 9: Comparison of Predicted and Measured Distortion 
(Bow) along Length of Sample Bottom Surface. 
 
For the batch oil quench, samples #4 and 6 showed strong 
consistency in the magnitude of measured distortion (cf. 
Figure 10). Measured distortion between these specimens 
varied to within +/- 5.0μm. Sample #5 however showed 
marked variation, differing in bowing by as much as 20μm.  
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 Table 3: Measured and Predicted Bulge on the Bottom 
Surface on the Large Notch  
 
SAMPLE PROCESS BULGE, mm 

1 Int. Quench 0.060mm 
2 Int. Quench 0.070mm 
3 Int. Quench 0.060mm 
4 Oil Quench 0.040mm 
5 Oil Quench 0.060mm 
6 Oil Quench 0.045mm Figure 10: Measured Variation in Bottom Surface 

Displacement for the Oil Quenched Specimens.  IQ Model Int. Quench 0.057mm 
Oil Model Oil Quench 0.039mm  

For the three intensively quenched specimens, bar-to-bar 
consistency was improved to +/- 8 to 10μm. The magnitude of 
the bow however was about 2.3x’s greater, and occurred in the 
opposite direction (cf. Figures 10 and 11).  

 
Additional insight into the differences in observed distortion 
behavior was obtained through assessment of the third 
sensitivity attribute -- residual stress.  

   
The bar-to-bar consistency for each process indicates greater 
heat transfer inconsistency in the batch process. And while all 
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Figure 12: Comparison of Simulation Predicted Bulging in the 
Bottom of the Large Notch for the Oil and Intensive Quenched 
Specimens (Mag. 10X).  
 
 
Residual Stress  
The thermal and transformation strains from heat treatment 
may also impart residual stresses into the steel. Coupled with 
the predicted and observed distortion, the residual stress 
variations can provide another measure of material process 
sensitivity.  
 
Surface residual stresses  were calculated from X-RAY 
diffraction measurements (XRD) for surfaces A, B, C and D 
(cf. Figure 5) for each of the six heat treated test pieces. 
Measurements were obtained using an    LXRD goniometer 
(cf. Figure 13) at Proto Mfg. Ltd. The comparative stress 
values are given in Table 4.   

 
 
 

Table 4: Measured and Predicted Surface Residual Stress 
(Axial) at Four Reference Locations on the Sensitivity 
Specimens  

1 cf. Figure 5 
2 Surface residual stress predicted in simulation 
 
 
A comparison of the stress variation by location and process 
(sample) is plotted in Figure 14.   
 

 
Figure 14: Comparison of Surface Residual Stress Variation 
at Three Locations on the Notched Specimens 
 
The data show two distinct trends for the six specimens: 

1. The intensive quenched specimens show an average 
increase in surface compression of 50.2 ksi over the 
corresponding average oil quench results: 

 
                      Intensive Quench                  Oil Quench
                x = -74.8 ksi                         x = -24.6 ksi 
                σ = 10.57                              σ = 3.30 
 
  2.   The 3σ spread (99% variation) for the intensive 

quench  process is +/- 31.7 ksi, vs. +/- 9 ksi for the oil 
quench.  

 
Given the small sample population, the variance seen in  the 
intensive quench process was strongly influenced by some 
type of end effect for samples #1 and #3. However, the 
dataprovides important indicators to potential fixturing 
sensitivity for the applied intensive quench practice.  
 

RESIDUAL STRESS (ksi);  
SURFACE LOCATION1

SAMPLE PROCESS A B C D 
1 IQ -74 -85 -58 -74 
2 IQ -72 -88 -75 -81 
3 IQ -68 -82 -56 -74 
4 OQ -19 -33 -25 -26 
5 OQ -21 -22 -24 -23 
6 OQ -18 -22 -23 -21 
Model IQ2 IQ -84.1 -84.5 -84.8 -80.9 
Model Oil2 OQ -39.8 -34.5 -36.1 -34.9 
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Figure 13:  LXRD Goniometer with Carburized Triple 
Notched Bars for  Surface X-RAY Testing  of Heat 
Treatment induced Residual Stress. Photo courtesy of 
Proto Mfg. Ltd.  

120



As XRD to determine residual stress is both expensive and 
time consuming, it is not a practical means of assessing 
residual stress in a production setting. Consequently an 
alternative, rapid and nondestructive method using 
Barkhausen noise (BN) was also investigated for assessing 
variation in residual stress response. Barkhausen noise is 
created by changes in a materials magnetization response 
under an ac magnetizing field.[11] Variations in Barkhausen 
response are known to be affected by both residual and 
applied stress. For steels of the same composition and 
geometry, measuring BN provides a means of gaging residual 
stress variability. The use of this technique in quality control 
for critical heat treated steel parts has been increasing. [12]  
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Figure 16: Comparison of Residual Stress Calculated from 
XRD and BN Measurements by Location on IQ Coupon #2  

For this study, a Rollscan300® BN unit was calibrated for the 
Pyrowear 53 material and sample geometry according to 
published guidelines and standard practice. Using an applied 
voltage of 4.5V, with a magnetizing frequency of 80 Hz, BN 
response on surfaces A, B and C (cf. Figure 5) were obtained 
on each of the six specimens.  Figures 15 – 20 show 
comparative plots of the residual stress calculated from XRD 
and the measure BN response (magnetic power) at each 
position for each of the six test coupons. Though not 
numerically exact, a correlation is clearly evident between the 
two measurements.  The non-destructive Barkhousen noise 
technique therefore appears to show important potential in 
production heat treat quality control where a gage of process 
variability is required. The BN measurements shown in 
Figures 15 – 20 also provide additional confirmation of the  
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Figure 17: Comparison of Calculated X-Ray and Measured 
BN Response by Location on IQ Coupon #3 
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localized process variability seen in the intensively quench 
coupons.  
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Figure 18: Comparison of Calculated X-Ray and Measured 
BN Response by Location on OQ Coupon #4 
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Figure 15: Comparison of Residual Stress Calculated from 
XRD and BN Measurements by Location on IQ Coupon #1 
 
Heat Treat Simulation 
As discussed with the presentation of the distortion and 
residual stress results, heat treatment computer modeling was 
used to augment the sensitivity analysis. The model provides 
key information relating to the sequence of transformation 
strains relative to thermal gradient changes during the 
respective heat treatments. It is the variation in this sequence 
that produces the distortion and residual stress differences, 
even with nearly identical final hardness and microstructure. 

 
Figure 19: Comparison of Calculated X-Ray and Measured 
BN Response by Location on OQ Coupon #5   

121



3) For intensive quenching, sensitivity is driven 
primarily by the gradient during quenching. 
Distortion and residual stress foundations are 
established principally during the first 5 seconds of 
quenching.  
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Table 5: Time, Temperature, Transformation and Residual 
Stress behavior at 3 Locations in the Notched Coupon during 
Oil Quenching  

OIL QUENCH  
LOC.  TIME 

(sec) 
TEMP 
ºC 

MART % STRESS 
(ksi)  

Figure 20: Comparison of Residual Stress Calculated from 
XRD and BN Measurements by Location on OQ Coupon #6 Carb Surface     

 0 905ºC 0 0 ksi   1 814ºC 0 3.1 ksi   6 414ºC 0 -15.3 ksi Figure 21 shows a comparison of the predicted temperature, 
martensite fraction and residual stress profiles for the two 
processes at four (4) stages of the heat treatment. From the 
simulation, one can see the direction of bowing being 
established early in the quench for both processes. For the oil 
quench, the martensite transformation in the non-carburized 
matrix begins at about 5 seconds, with the bulk of the coupon 
at a temperature range of 380ºC - 490ºC. For the intensive 
quenched bar, martensite transformation initiates much earlier 
(0.5 sec.) with the bar having a gradient of 380ºC - 910ºC. At 
2.5 seconds only the core and carburized surface remain 
untransformed. The higher thermal gradient permits greater 
relative shrinking of the hotter core relative to the surface in 
the intensive quenched coupon, and thus greater retention of 
the compressive surface stresses at the end of quenching. The 
transformation of retained austenite during the deep freeze 
increases the surface residual compression slightly in both 
cases, with a small corresponding increase in the subsurface 
tensile stresses.  

 24 179ºC 0 39.5 ksi 
 215 53ºC 75% -32.7 ksi 
 1800 50ºC 77% -32.4 ksi 
 Final 20ºC 98% -46.1 ksi 
Core     
 0 905ºC 0 0 ksi 
 1 877ºC 0 -9.7 ksi 
 6 486ºC 0 32.0 ksi 
 24 186ºC 98% -60.0 ksi 
 215 53ºC 99% -50.8 ksi 
 1800 50ºC 100% -50.8 ksi 
 Final 20ºC 100% -48.9 ksi 
Btm Surf     
 0 905ºC 0 0 ksi 
 1 814ºC 0 4.0 ksi 
 6 414ºC 72% -24.7 ksi 
 24 179ºC 100% 14.1 ksi 
 215 53ºC 100% 14.1 ksi   1800 50ºC 100% 14.1 ksi Tables 5 and 6 provide numeric data from the models for 

temperature, martensite and stress evolution during quenching 
and after the deep freeze/double temper. Locations for the data 
are referenced in Figure 22. Key contrasts between the two 
practices relating to heat treatment response include:  
 

1) For the oil quench, there is virtually no thermal 
gradient between surface and core when the 
carburized surface transforms to martensite at ~200 
seconds. In the intensive quenched coupon the 
gradient is 92ºC (166ºF) when the surface begins 
transforming at ~5 seconds into the quench.  

 
2) In the oil quenched coupon, residual stress remains 

constant on the non-carburized bottom surface after 
~24 seconds into the oil quench, which corresponds 
to completion of martensite transformation in this 
region. Part distortion is relatively fixed at this time, 
changing only after the deep freeze transforms 
retained austenite at the opposite, carburized surface 
(cf. Figure 21). 

 

 
 Final 20ºC 100% 11.4 ksi 

 

 
 
Figure 22: Reference Locations for Quantitative Model Data 
shown in Tables 5 and 6.  
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Oil Quench 

Intensive Quench 

Time=5 sec 

Time=24 sec 

Time = 1800 sec (end of quench) 

Time = 0.5 sec 

Time = 2.5 sec 

Time = 5 sec (end of quench)  

Final  

Final 

Temp C Stress, ksi Mart. Fract. 
70.0 
53.2 
36.3 
19.3 
0 
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-31.5 
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-116.0 

Time=5 sec Time=5 sec 

Time=24 sec Time=24 sec 

Time = 1800 sec (end of quench) 

Final Final 

Time = 0.5 sec Time = 0.5 sec 

Time = 2.5 sec Time = 2.5 sec 

Time = 5 sec (end of quench)  Time = 5 sec (end of quench)  

Final  Final  

Figure 21: Time Sequence of Temperature, Martensite Fraction and Axial Stress Profiles predicted by the Computer     
Model for both Heat Treatment Practices. Coupon Distortion is Magnified 10X.  
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Table 6: Time, Temperature, Transformation and Residual 
Stress behavior at 3 Locations in the Notched Coupon during 
Intensive Quenching  
INTENSIVE QUENCH  
LOC.  TIME 

(sec) 
TEMP 
ºC 

MART 
% 

STRESS 
(ksi) 

Carb Surface     
 0 905 ºC 0 0 ksi 
 0.5 405 ºC 0 -16.8 ksi 
 2.5 216 ºC 0 -21.5 ksi 
 5.0 84 ºC 86% -50.6 ksi 
 Final 20 ºC 100% -84.4 ksi 
Core     
 0 905 ºC 0 0 ksi 
 0.5 872 ºC 0 -11.2 ksi 
 2.5 505 ºC 0 11.5 ksi 
 5.0 176 ºC 99% -111.7 ksi 
 Final 20 ºC 100% -69.6 ksi 
Btm  Surface     
 0 905 ºC 0 0 ksi 
 0.5 430 ºC 90% -32.6 ksi 
 2.5 216 ºC 99% -4.5 ksi 
 5.0 90 ºC 99% -3.2 ksi 
 Final 20 ºC 100% -35.4 ksi 
 
 

 
Conclusions 

 
Dimensional and residual stress response during heat 
treatment can vary significiantly based on the sensititity of a 
steel part to thermal and transformation strains. Using a simple 
notched coupon and heat treatment modeling, it is possible to 
quantify this sensitivity with respect to different heat treatment 
processes as well as vaitiation within a single heat treating 
practice.  
 
For Pryowear 53 steel, high hardenability makes use of 
traditional hardenss and microstructual investigation 
ineffective as indicators in assessing dimensional change and 
residual stress differences due to process variation. However,  
the combined use of a simple notched coupon in combination 
with heat treat simulation and NDT Barkhausen methods can 
provide key descriptors of process variation. Such indicators 
include:  
 

• Part-to-part variability within a given process 
• Barkahausen noise variation within a given part 

incicative of unstable process conditions 
• Correlation of thermal/stress simulations with 

Barkhausen and distortion data, providing “quasi in 
stitu” data on the driving metallurigical mechanisms 
of the process 

 
 

 

Acknowledgements 
 
The authors wish to acknowledge the support of G. 
Coubrough of Twin Analytical, Ltd. and J. Pineault of Proto 
Manufacturing Ltd. for their support in distortion measurment 
and x-ray analysis. Appreciation is also expressed to IQ 
Technologies in Akron, Ohio for their assistance with heat 
treatment. Finally, DCT acknowledges the additional support 
of the US Army AATD for continued recognition of the need 
for heat treatment sensitivity assessment. Partial support of 
this work was provided through AATD SBIR project 
#W911W6-06-C-0062. 
 
 
 
  

References 
 
1. P. Stratton, Validating the Modeling of a Gas-jet 

Quenched Carburized Gear, Proceedings of the 5th 
International Conference and European Conference 
on Heat Treatment, Assoc., Berlin, Germany 21-30, 
(2007) 

2. Z. Guo, N. Saunders, P. Miodownik, J. Shille, 
Modeling Phase Transformations and Material 
Properties Critical to Prediction of Distortion during 
Heat Treatment of Steels, Proceedings of the 5th 
International Conference and European Conference 
on Heat Treatment, Assoc., Berlin, Germany 183-
190, (2007) 

3. A. M. Freborg, B. L. Ferguson, Z. Li, D. Schwam 
and B. J. Smith, Engineered Heat Treatment for 
Stronger Aerospace Gears, Gear Solutions, 24-50, 
July (2006) 

4. B. L. Ferguson, A. M. Freborg and Z. Li, Residual 
Stress and Heat Treatment – Process Design for 
Bending Fatigue Strength Improvement of 
Carburized Aerospace Gears, Proceedings of the 5th 
International Conference and European Conference 
on Heat Treatment, Assoc., Berlin, Germany 95-104, 
(2007) 

5.  M. Teodorescu, J. Demurger and J. Wendenbaum, 
Deformation Forecasting during the Cooling of a 
Test Part, Proceedings of the 23rd Heat Treating 
Conference, 203-210, ASM International, Materials 
Park, Ohio (2005)  

6. Z. Li, B. L. Ferguson, X. Sun and P. Bauerle, 
Experiment and Simulation of Heat Treatment 
Results of C-Ring Test Specimen, Proceedings of the 
23rd Heat Treating Conference, 245-252, ASM 
International, Materials Park, Ohio (2005) 

7. A. M. Freborg, B. L. Ferguson, Z. Li and D. 
Schwam, Bending Fatigue Strength Improvement of 
Carburized Aerospace Gears, Proceedings of the 23rd 
Heat Treating Conference, 186-195, ASM 
International, Materials Park, Ohio (2005) 

8. B. L. Ferguson and A. M. Freborg, “Software to 
Predict Distortion of Heat Treated Components,” US 

124



Army SBIR - Phase II Final Report, USAAMCOM TR 
02-D-46, (2002). 

9. G. Krauss, Steels: Processing, Structure and 
Performance, pp. 417-418, ASM International, 
Metals Park, Ohio (2005) 

10. G. Parrish, Carburizing: Microstructures and 
Properties, pp. 177-195, ASM International, Metals 
Park, Ohio (1999) 

11 K. Titto, Use of Barkhausen Effect in Testing for  
Residual Stresses and Material Defects, Residual  
Stress in Design, 27-36, ASM International,  
Materials Park, Ohio (1987) 

12.  J. Grum, P. Zerovnik and D Fefer, Use of Barkhausen 
Effect in Measurement of Residual Stresses in Steel 
after Heat Treatment and Grinding, Proceedings of 
the 15th WCNDT Conference, Rome, Italy (2000) 

 

125


	MAIN MENU
	Go to Previous Document
	CD-ROM Help
	Search CD-ROM
	Search Results
	Print


<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Error
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /CMYK
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments true
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /Description <<
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e9ad88d2891cf76845370524d53705237300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc9ad854c18cea76845370524d5370523786557406300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /DAN <>
    /DEU <>
    /ESP <>
    /FRA <>
    /ITA <>
    /JPN <FEFF9ad854c18cea306a30d730ea30d730ec30b951fa529b7528002000410064006f0062006500200050004400460020658766f8306e4f5c6210306b4f7f75283057307e305930023053306e8a2d5b9a30674f5c62103055308c305f0020005000440046002030d530a130a430eb306f3001004100630072006f0062006100740020304a30883073002000410064006f00620065002000520065006100640065007200200035002e003000204ee5964d3067958b304f30533068304c3067304d307e305930023053306e8a2d5b9a306b306f30d530a930f330c8306e57cb30818fbc307f304c5fc59808306730593002>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020ace0d488c9c80020c2dcd5d80020c778c1c4c5d00020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken die zijn geoptimaliseerd voor prepress-afdrukken van hoge kwaliteit. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /PTB <>
    /SUO <>
    /SVE <>
    /ENU (Use these settings to create Adobe PDF documents best suited for high-quality prepress printing.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /ConvertToCMYK
      /DestinationProfileName ()
      /DestinationProfileSelector /DocumentCMYK
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure false
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles false
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /DocumentCMYK
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /UseDocumentProfile
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice




