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CLM Products 2 CLM  PPC FiltraƟon System
    Product Features

    Filter SchemaƟc Diagram

CLM Products CLM2 PPC is a compact, contemporary-looking, well-designed filtraƟon system 
that effecƟvely removes impuriƟes and harmful substances. It is independently cerƟfied to 
NSF/ANSI 42 standards, giving you peace of mind while you enjoy the clean, crisp water you 
deserve.

The FiltraƟon System is supercharged by a CLM Premium PPC filter, which provides single-
stage filtraƟon that effecƟvely removes chlorine, taste, and odor from the water.

• The CLM2 features a sturdy PP plasƟc hanging bracket and high-performance, BPA-free, food-
grade PP and clear PET filter enclosures. It features double O-ring housings, an anƟ-back-off 
safety lock, and double O-ring 1/2” NPT male water ports, providing a durable, deformaƟon-
resistant structure and significantly reducing the risk of water leakage from extended use, 
wear, and tear.

• The CLM2 Series housing is tested and cerƟfied to NSF/ANSI standard 42 by NSF InternaƟonal 
for materials and structural integrity requirements.

• The CLM Premium PPC filter is tested and cerƟfied by NSF InternaƟonal against NSF/ANSI 
Standard 42 for the reducƟon of Chlorine, Taste and Odor.

• The CLM Premium PPC filter is made of (modified) acƟvated carbon powder, a thermoplasƟc 
binder, and other addiƟves according to the sintering raƟo. It has a porous structure, an 
adjustable filter pore size, strong adsorpƟon capacity, various modificaƟon features, and 
other fine characterisƟcs. It is a new type of water treatment filtraƟon technology.

• Through sophisƟcated material 
selecƟon and process-molding 
innovaƟon, CLM Products Inc's filter 
manufacturing facility has achieved a 
unique point-to-point binding mode 
for carbon powder using a 
thermoplasƟc binder. This 
overcomes the drawbacks of binder 
over-coverage in the tradiƟonal 
carbon block technique and delivers 
a superior performance-to-cost raƟo.
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CLM Products 2 CLM  PPC FiltraƟon System
    Product Details

1. Integrated sturdy PP wall-mounƟng bracket
2.BPA-free PP double O-ring 1/2” NPT male fiƫngs
3.BPA-free PP filter head
4.AnƟ-back-off safety lock
5.BPA-free PET double O-ring clear housing/canister (you can see the system works hard for you)
6.PPC filter insert- 0.22-micron, chlorine, taste and odor removal & scale inhibiƟon
7.Filter insert changing wrench

• Scale inhibiƟon efficiency ≥ 90%@3L/min, 250ppm hardness spiked water**
• Turbidity removal rate ≥60%@3L/min, 15NTU A2 powder spiked water**
• Chlorine removal rate ≥95%@3L/min, 2±0.2ppm residual chlorine spiked water**
• Capacity ≥ 1320 Gallon/5000L (Water quality varies from place to place)

Choose from other NSF-cerƟfied 
genuine CLM Premium PPC, CTO, 
or LCB Series replacement filters 
for your specific applicaƟon.


