
Vehicle type  Tyical Body dimensions Typical payload Loading restrictions
L x W x H  Standard Pallets (1.2x1.0) / Euro pallets (1.2x0.8)

Small Van 1.8mtr x 1.3 x 1.3 (*excl wheelarch) 400 kgs / 1 pallet rear load

SWB Van 2.5mtr x 1.5 x 1.5 (*excl wheelarch) 800 kgs  / 2 pallets rear load

LWB Sprinter 4 mtr x 1.7 x 1.8 (excl wheelarch) 1000 kgs / 3 pallets rear & side door

Luton Box tial lift van 4 mtr x 1.8 x 1.8 1000 kgs / 4 pallets rear load with tail lift

Luton Curtain sider 4mtr x 2.0 x 1.8 1200 kgs / 4 pallets side or rear load

7.5t Curtain sider 6mtr x 2.4 x 2.2 2500 kgs /  10 pallets side or rear load

18t Curtain sider 7.5 mtr x 2.4 x 2.4 9500 kgs / 14 pallets side or rear load

26t Curtain sider 8 mtr  x 2.4 x 2.4 14500 kgs / 16 pallets side or rear load

44T Curtainside 13.6 mtr x 2.5mtr x 2.5 mtr 28,000 kgs / 26 pallets side or rear load

Box 13.6 mtr x 2.4mtr x 2.3 mtr 24,000 kgs / 26 pallets rear load

Flatbed 13.6 mtr x 2.5mtr   28,000 kgs   side / rear / crane on or off



Specialist Vehicles Description Uses Notes

Moffett  (18t/26t/Artic) Rear mounted fork truck Where no fork available on delivery / collection

Attracts a price premium of 20-40% 
over standard curtainsider /  limited 
availability & significantly reduces 

payload

Hi-Ab (7.5t/18t/26t/Artic) body mounted crane loading bulky items on / off

Attracts a price premium of 20-40% 
over standard curtainsider /  limited 
availability & significantly reduces 

payload


