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KP-400M Professional Digital Mini scales

Counterfeits exist buy direct            Author ized  Tanita  Distr ibutor

Dimensions:  5.1” x 7.1” x 0.5”

Display: .05” x 1.8” LCD
  
Unit Weight: 9.5 oz  

Power: 2x CR2032 lithium batteries 
   (included)

Can’t be beat on Quality! Won’t be beat on Price!

Precision Scales for Gems, Minerals, 
Fossils, Meteorites, Jewelry and Beads

8166 304th Ave. SE  | Preston, WA 90805 
Phone: (866) 679-3343 | www.miniscale.us  

Trusted by customers for more than 25 years, the Tanita mini scales, by which all others are 
measured. It is THE STANDARD in the industry, no one else even comes close!

Mode Range Capacity Graduation
Gram
Gram

0-200
200-400

200.00
400.00

0.1
0.2

Ounce
Ounce

0-7.05
7.05-14.1

7.05
14.1

0.005
0.01

Troy Ounce
Troy Ounce

0-6.43
6.43-12.86

6.430
12.86

0.005
0.01

Penny Weight 
Penny Weight

0-128.6
128.6-257.2

128.6
257.2

0.1
0.2

2  400 gram Capacity, 0.2 gram Graduation

2  4 Modes of Operation (g, oz, ozt, dwt)

2  Oversize platform, thin design

2  Extra-large easy to read LCD display

2  Includes tare function, stability indicator, and auto-off

Tanita’s KP-400M features an oversized, thin platform and strain gauge weighing mechanism to provide a 
high level of precision to many weighing needs. This scale is ideal for any application requiring larger weight 
capacities while still maintaining a high level of accuracy.  Features a tare function with a large (0.5”) 4-digit LCD 
display and 4 different modes of measurement: Gram, Ounce, Troy Ounce, and Penny Weight.  Measurement 
accuracy of 0.1 gram is achieved up to 200 grams, and 0.2 gram accuracy from 200 to 400 grams.  

Includes a soft case.


