
Battery powered provides quiet，zero-emis-
sion and long battery duty cycle.

Proportional control ensures smooth driving, 
precise positioning and comfortable opera-
tion.

Self-leveling platform together with hydrau-
lic platform rotation delivers exceptional 
productivity.

Intelligent self-diagnostic system for quick 
troubleshooting.

Lead-acid battery, lithium battery（A45JE-Li）
two options.



STANDARD FEATURES

OPTIONAL

Telematics

Solid tires AC power to platform 

Biodegradable hydraulic oil 

Proportional control

Horn/Hour meter

Tilt alarm with lift cut-out

Emergency stop button

Anti-collision protection

Platform auto-leveling system

On-board diagnostic system

Over tilt protection system

Rear-wheel drive and breakFull-height drive

Overload sensing system

Descent alarm with flashing beacon

Telematics connector

Solid non-marking tires

Platform tool box Solid non-marking tires 

Please contact LGMG or a local dealer for more details.
LGMG reserves the right to change technical data without prior notice. All photos and pictures in this brochure are for promotional purposes only.
This brochure comes into effect in May, 2023.

MODELS A45JE (A14JE)
Measurements Metric

PRODUCTIVITY

POWER

HYDRAULIC SYSTEM

WEIGHT

48V 390AhLead-acid Battery

48V 280AhLithium Battery (A45JE-Li)

Hydraulic Oil Capacity

Machine Weight

B Stowed Width
C Stowed Height

D

E

Wheelbase 

Ground Clearance

15.8m

13.8m

7.81m

7.26m

6.66m

1.8m

1.98m

2.03m

0.24m

Max. Platform Occupancy

Platform Capacity

Turning Radius-Inside 

Turning Radius-Outside 

Turntable Rotation 

Max.Slope

Gradeability 

Tire Size

Max. Drive Speed (Stowed)

Max. Drive Speed (Raised)

Tire Type

Work Height Max.

Platform Height Max.

2

30%30%

355°

3°/3°

355°

3°/3°

Foam-filled

230kg

1.83m

4.1m

4.8km/h

30L

7500kg

1km/h

9-14.5

Horizontal Outreach

Up and Over Height

A Stowed Length

Imperial
51’10’’

45’3’’

25’7’’

23’10’’

21’10’’

5’11’’

6’6’’

Platform Length

Platform Width

1.83m

0.76m

6’

2’6’’

6’8’’

9’’

510 lbs

6’

13’5’’

16535 lbs

3mph

0.62mph

7.9gal

Height-Transport

5.67m18’7’’

2.54m8’4’’

Length-Transport (jib tucked）

Address: No. 2676, Kejia Road, Jinan, Shandong, China      
Email: sales@lgmg.com.cn       Tel: +86  531 6787 9283

Address: Donker Duyvisweg 301, 3316 BL Dordrecht, The Netherlands
Email: sales@lgmgeurope.com       Tel: +31  850 642 777

A45JE Working Range

(230kg)
510 Ibs
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A46JE/A46JRT
ARTICULATED BOOM LIFTS

• Class-leading articulated
boom lifts

• Choose from electric or rough
terrain diesel models

• Highly maneuverable with
tight turning radius

• Superb working envelope
with zero tailswing

• Robust, reliable and easy
to operate

WWW.BEREQUIPMENT.COM
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STANDARD FEATURES

• Snorkel Guard™ secondary guarding system

• Multi-function proportional controls

• Oscillating front axle (A46JRT only)

• Tri-entry platform

• Foam filled lug tires (A46JRT only)

• Power line to platform

• Hour meter & on-board diagnostics display

• Tilt alarm

• Horn

• Battery charge indicator (A46JE)

• Drive motion alarm

• Flashing amber light

• 2 year parts & labor, 5 year structural warranty

• ANSI compliant

OPTIONS

• Special paint colors

• Airline to platform

• Non-marking tires (A46JRT only)

• Pneumatic tires (A46JRT only)

• 5’ aluminum platform with swing gate

• AC generator 110V/240V 2kW (A46JRT only)

• Dual fuel

• Aircraft package

• Deluxe aircraft package

• Cold weather package

• Extreme cold weather package (A46JRT only)

• Extreme environmental package

• Light package

• Utility package (A46JRT)

• Environmental hydraulic oil

• Tool tray (A46JRT)

ARTICULATED BOOM LIFTS

WORKING ENVELOPE

A46JE/A46JRT

www.berequipment.com

282 Hudson Street 
Hackensack, NJ 07601
 Tel: 1 (201) 342-8020  
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DIMENSIONS	 A46JE A46JRT 

Max. working height	 52 ft 3 in	 52 ft 11 in

Max. platform height 46 ft 3 in	 46 ft 11 in

Max. horizontal reach 24 ft 11 in	 24 ft 11 in

Clearance height at max. outreach	 24 ft 6 in	 25 ft 2 in

Platform size 39 in x 72 in	 39 in x 72 in

Chassis width (A)	 5 ft 8 in	 6 ft 10 in

Overall length (B)	 18 ft 4 in	 18 ft 8 in

Stowed height (C)	 6 ft 7 in	 7 ft 2 in

Ground clearance	 6 in	 13 in 

PERFORMANCE

Platform capacity (SWL)	 500 lbs	 500 lbs

Max. wind speed	 28 mph	 28 mph

Max. drive height	 46 ft 3 in	 46 ft 11 in

Max. drive speed (stowed)	 3.2 mph	 3.2 mph

Max. drive speed (elevated)	 0.5 mph	 0.8 mph

Jib length 5 ft	 5 ft

Jib arc	 140º	 140º

Platform rotation	 160º	 160º

Superstructure rotation	 360º non-continuous	 360º non-continuous

Tailswing	 0 in	 0 in

Raise/lower time	 99/92 seconds	 101/98 seconds

Gradeability 30% 45%

Inside turning radius	 2 ft 2 ft 8 in

Outside turning radius	 9 ft 10 in	 10 ft 5 in

Tires	 non-marking, foam	 foam filled lug 
filled IN240/55D 17.5	  355/55D625

Controls proportional proportional

Drive system	 2 wheel drive	 4 wheel drive 

POWER

Power source	 8 x 6V 360Ah	  Kubota V1505 
batteries	 24.9hp diesel Tier 4 Final

WEIGHT

Weight	 14,690 lbs	 16,620 lbs

ANSI Specification 
©Snorkel 2020

02/2020Specifications subject to change without notice. Photos and diagrams in this brochure are for promotional purposes only. 
Refer to appropriate Snorkel operators manual for detailed instructions on the proper use and maintenance.
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