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Magnetic Showcase Lighting
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Attached by simple magnetic contact to a track equipped with low voltage conductors, this minispot 
is extremely easy to install, position, move, and replace. This Piccolo minispot has a magnetic ball joint 
and provides high-efficiency precision lighting. It is particularly popular among commercial architects and 
stage designers for its high-precision, high-intensity luminous flux, elegant design, and small size.  It offers 
fully flexible lighting and a wide choice of optical characteristics, colour temperatures, and finishes, and 
can therefore be installed in multiple configurations.
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Includes a calibrator that mechanically adjusts its 
individual intensity on a scale from 5 to 100 percent. 
Piccolo Track colours: black or white.
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Attached by simple magnetic contact to a track equipped with low voltage conductors, this minispot 
is extremely easy to install, position, move, and replace. This Piccolo minispot has a magnetic ball joint 
and provides high-efficiency precision lighting. It is particularly popular among commercial architects and 
stage designers for its high-precision, high-intensity luminous flux, elegant design, and small size.  It offers 
fully flexible lighting and a wide choice of optical characteristics, colour temperatures, and finishes, and 
can therefore be installed in multiple configurations.

2700K 3000K 4000K3500K 5000K

COLOUR TEMPERATURE

COLOUR RENDERING INDEX

POWER SUPPLY

DEGREES

OUTPUT / LUMENS

COLOURS

STANDARDS, COMPLIANCE

SPECIFICATIONS
Includes a calibrator that mechanically adjusts its 
individual intensity on a scale from 5 to 100 percent. 
Piccolo Track colours: black or white.
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Attached by simple magnetic contact to a track equipped with low voltage conductors, this minispot 
is extremely easy to install, position, move, and replace. This Piccolo minispot has a magnetic ball joint 
and provides high-efficiency precision lighting. It is particularly popular among commercial architects and 
stage designers for its high-precision, high-intensity luminous flux, elegant design, and small size.  It offers 
fully flexible lighting and a wide choice of optical characteristics, colour temperatures, and finishes, and 
can therefore be installed in multiple configurations.
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SPECIFICATIONS
Includes a calibrator that mechanically adjusts its 
individual intensity on a scale from 5 to 100 percent. 
Piccolo Track colours: black or white.
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