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Order No. Unit price Description

B05036-00 1.486,00 STRATOS Modulaser Minimum Display Module

ť�▪ The minimum display module can manage a 
group of 4 detector modules side by side.

ť�▪ 2IX[SVOMRK�SJ�YT�XS���7XVEXSW�GSQTSRIRXW��HIXIGXSV�QSHYPIW�
decentralised and connected via RS485 bus (1.2km)

ť�▪ The minimum display module has USB connections type A and B
ť�▪ Slot for Interface Card (APIC)
ť�▪ external power supply 24 VDC

8IGLRMGEP�WTIGMƤGEXMSRW
Data-Bus RS485 Length max. 1.200 m
Current consumption 204mA  (24V DC)
Alarm relay/threshold ���-RJS��TVI�EPEVQ��*MVI����*MVI��

Data memory 20000 each module
Measurement memory 1 Month to 5 years / module
Programmable via USB Type B
Operating temperature -10°C to +60°C
Humidity 0 – 95% not condensing
Housing PMKLX�KVI]��-4���
Dimensions HxBxT ����\�������\�������QQ
Weight ����OK
'IVXMƤGEXMSRW
VdS-No. G 219077
)'�'IVXMƤGEXI 0832-CPR-F2416 (EN54-20)

B05035-00 1.350,00 STRATOS Modulaser detector module, based on laser 
technology

ť�▪ Intelligent smoke detector to set up a highly sensitive 
EWTMVEXMRK�WQSOI�HIXIGXMSR�W]WXIQ�JSV�IEVP]�ƤVI�HIXIGXMSR�

ť�▪ The adjustable sensitivity scale ranges from 
„hypersensitive“ to „low sensitivity“

ť�▪ Sensitivity range particles (0.0003 - 10 microns)
ť�▪ 8LMW�TVSHYGX�YWIW�E�QSHIVR�EVXMƤGMEP�MRXIPPMKIRGI�W]WXIQ�ORS[R�

as ClassiFire-3D® to automatically adjust the sensitivity
ť�▪ Networking up to 4/8/127 Stratos components
ť�▪ external power supply 24 VDC

8IGLRMGEP�WTIGMƤGEXMSRW
Data-Bus RS485 Length max. 1.200 m
Current consumption 260mA rotational speed 1;

940mA rotational speed 16 
(at 24V DC)

pipe (max. 3 T-Pieces) ������Q������Q
drillings ���'PEWW�'�����'PEWW�&��

20 Class A
Alarm relay/threshold ���-RJS��TVI�EPEVQ��*MVI����*MVI��

Data memory 20000 each module
Measurement memory 1 Month to 5 years / module
Programmable via USB Type B
Operating temperature -10°C ro +60°C
Humidity 0 – 95% not condensing
Housing PMKLX�KVI]��-4���
Dimensions HxBxT ����\�������\�������QQ
Weight ����OK
'IVXMƤGEXMSRW
VdS-No. G 219077
)'�'IVXMƤGEXI 0832-CPR-F2416 (EN54-20)

Aspirating Smoke Detectors „Stratos - ModuLaser“
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Order No. Unit price Description

B05038-00 2.848,00 STRATOS Modulaser Command Display Module

ť�▪ The Command Display Module can manage up to 
127 participants in a SenseNET network.

ť�▪ The Command Display Module has Type A + B USB ports
ť�▪ The Command Display Module has controls
ť�▪ Slot for Interface Card (APIC)
ť�▪ external power supply 24 VDC

8IGLRMGEP�WTIGMƤGEXMSRW
Power supply 24V DC
Current consumption 232mA 
Alarm-relay/threshold ���-RJS��TVI�EPEVQ��*MVI����*MVI��

Data memory 20000 each module
Measurement memory 1 Month to 5 years / module
Programmable via USB Type B
Operating temperature -10°C to +60°C
Humidity 0 – 95% not condensing
Housing PMKLX�KVI]��-4���
Dimensions HxBxT ����\�������\�������QQ
Weight ����OK
'IVXMƤGEXMSRW
VdS-No. G 219077
)'�'IVXMƤGEXI 0832-CPR-F2416 (EN54-20)

B05037-00 1.678,00 STRATOS Modulaser Display Module

ť�▪ The minimum display module can manage a 
group of 4 detector modules side by side.

ť�▪ 2IX[SVOMRK�SJ�YT�XS���7XVEXSW�GSQTSRIRXW��HIXIGXSV�QSHYPIW�
decentralised and connected via RS485 bus (1.2km)

ť�▪ The minimum display module has USB connections type A and B
ť�▪ The display module has controls
ť�▪ Slot for Interface Card (APIC)
ť�▪ external power supply 24 VDC

8IGLRMGEP�WTIGMƤGEXMSRW
Data-Bus RS485 Length max. 1.200 m
Current consumption 232mA  (24V DC)
Alarm relay/threshold ���-RJS��TVI�EPEVQ��*MVI����*MVI��

Data memory 20000 each module
Measurement memory 1 Month to 5 years / module
Programmable via USB Type B
Operating temperature -10°C to +60°C
Humidity 0 – 95% not condensing
Housing PMKLX�KVI]��-4���
Dimensions HxBxT ����\�������\�������QQ
Weight ����OK
'IVXMƤGEXMSRW
VdS-No. G 219077
)'�'IVXMƤGEXI 0832-CPR-F2416 (EN54-20)
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Aspirating Smoke Detectors „Stratos“

B05050-00 3.580,00 STRATOS HSSD2 Laser detector, steel enclosure, 4 pipes, 1 zone

ť�▪ Intelligent Aspirating Smoke Detector for  high 
sensitive smoke detection

ť�▪ Unique Laser based detection system
ť�▪ Controlled by software algorithms to achieve the 

highest signal to dust ratio in the market
ť�▪ Laser Dust Discrimination technology
ť�▪ Network with up to 127 nodes possible
ť�▪ External PSU 24VDC needed

8IGLRMGEP�WTIGMƤGEXMSRW
Operating voltage ������������:�('
Current consumption 280 -750 mA
Sensitivity ����	�ũ���	�SFW�Q
Sensitivity resulution ������	�SFW�Q
Data-Bus RS485 Length max. 1.200 m
-RƥS[�TMTIW�QE\� 4 pcs
Max. pipe length total 200m (max. L. 100m one pipe)
Pipe diameter ¾“ BS
Amount of drillings ����'������&������%
Operating temperature -10°C to +60°C
Humidity 0 – 90% not condensing
,SYWMRK��-4�VEXMRK 7XIIP�KVI]��-4��
Dimensions (WxHxD) 427 x 372 x 95 mm
Weight ����OK
'IVXMƤGEXMSRW
VdS-No. G 203024
)'�'IVXMƤGEXI 0832-CPD-1076

ATTENTION !
Adaptor B05140-25 
necessary for ¾“ pipe

B05025-00 1.378,00 STRATOS “Micra 10” Aspirating Smoke Detector, laser based 
detection system,  incl. surface mounted enclosure

ť�▪ Laser based aspirating smoke detector with width response sensibility
ť�▪ 'PEWWMƤVI�4IVGITXMZI�%VXMƤGMEP�-RXIPPMKIRGI�IRWYVIW�XLEX�XLI�

detector operates at optimum sensitivity for the protected 
environment without the need for complex setups. The product 
[MPP�GSRƤKYVI�MXWIPJ�XS�TVSZMHI�LMKL�WIRWMXMZMX]�MR�E�WQEPP�
computer room or reduced sensitivity in a smoke area.

ť�▪ Patented software “LDD 3D” prevents false alarms caused by dust or dirt 
ť�▪ 6IPE]�GSRXEGXW��\�EPEVQ���\�JEYPX
ť�▪ Optional relay card available for more output relays

8IGLRMGEP�WTIGMƤGEXMSRW
Operating voltage �����ũ������:�('
Current consumption 250 mA
Sensitivity ����	�ũ���	�SFW�Q
Sensitivity resulution QE\��������	�SFW�Q
Max. pipe length 1 x 50m
Pipe diameter ¾“ BS
Amount of drillings ����'�����&�����%
IP rating IP50
Operating temperature -10°C to +60°C
Humidity 0 – 90% not condensing
Dimensions (WxHxD) 140 x 220 x 85 mm
Weight ����OK
'IVXMƤGEXMSRW
VdS-No. applied
)'�'IVXMƤGEXI 0370-CPR-2301

ATTENTION !
Adaptor B05140-25 
necessary for ¾“ pipe
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Order No. Unit price Description

B05060-00 3.024,00 STRATOS HSSD2 Control Unit, steel enclosure

ť�▪ Control Unit for the Stratos RS485 network
ť�▪ all Stratos components in the network can be indicated and operated
ť�▪ Controlled by software algorithms to achieve 

the highest network performance
ť�▪ Network with up to 127 nodes possible
ť�▪ External PSU 24VDC needed

8IGLRMGEP�WTIGMƤGEXMSRW
Operating voltage 21.6 – 26.4 V DC
Current consumption 250 mA
Data-Bus RS485 Length max. 1.200 m
max. amount of detectors 127
Relay ��\�%PEVQ����\�4VI�EPEVQ��������������

1 x Fault
Interfaces RS232 1x internal / 1x external
Interfaces RS485 2x
Interfaces APIC 2x addressable (loop in + out)
Operating temperature -10°C to +60°C
Humidity 0 – 95% not condensing
,SYWMRK��-4�VEXMRK WXIIP�PMKLX�KVI]��-4��
Dimensions (WxHxD) 427 x 372 x 95 mm
Weight ����OK
'IVXMƤGEXMSRW
VdS-No. G 203024
)'�'IVXMƤGEXI 0832-CPD-1077

B05065-00 3.298,00 STRATOS HSSD2 Laser detector w/o LC module, steel enclosure, 
4 pipes, 1 zone

ť�▪ As part no. B05050-00 but cost effective steel 
housing w/o LC module on front panel

ť�▪ External PSU 24VDC needed 

'IVXMƤGEXMSRW
VdS-No. G 203024
)'�'IVXMƤGEXI 0832-CPD-1078

ATTENTION !
Adaptor B05140-25 
necessary for ¾“ pipe
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B05080-00 2.500,00 STRATOS Micra 100, Laser Aspirating Detector, incl. mounting 
base

ť�▪ Enhanced version of the Micra25 detector 
ť�▪ Two sampling pipes inlets 
ť�▪ Allowed pipe length : 2 x 50m

8IGLRMGEP�WTIGMƤGEXMSRW
Current consumption 400 mA
-RƥS[�TMTIW�QE\� 2 Pcs
Max pipe length 2 x 50m
Max pipe length 50m
Amount of drillings ���%�����&�����'
Dimensions (WxHxD) 300 x 220 x 85 mm
Weight ����OK
'IVXMƤGEXMSRW
VdS-No. G 209217
)'�'IVXMƤGEXI 0832-CPR-F1184

Technical data like B05070-00

ATTENTION !
Adaptor B05140-25 
necessary for ¾“ pipe

B05070-00 1.860,00 STRATOS Micra 25, Laser Aspirating Detector, incl. mounting 
base

ť�▪ Sub miniature very high sensitive aspirating detector with 
sensitive scale from ‘hypersensitive’ to ‘low sensitive’

ť�▪ 8LMW�TVSHYGX�IQTPS]W�ER�YTHEXIH�%VXMƤGMEP�-RXIPPMKIRGI�
known as ClassiFire-3D to allow it to automatically 
adjust sensitivity with no external input.

ť�▪ The system also incorporates Laser Dust Discrimination 
�0((Ǝ��QEOMRK�XLMW�TVSHYGX�WYMXEFPI�JSV�E�[MHI�VERKI�SJ�
IRZMVSRQIRXW��MRGPYHMRK�QSWX�HYWX]�SV�HMVX]�EVIEW�

ť�▪ 8LMW�HIXIGXSV�GSRXEMRW��3/��*EYPX��*MVI�MRHMGEXSV�PEQTW�ERH�TVSZMWMSR�
JSV�MRXIVGSRRIGXMSR�XS�ƤVI�EPEVQ�W]WXIQ�ZME�VIPE]�WGVI[�GSRXEGXW�SV�
via separate dedicated APIC™ devices for NSC Fire Alarm Panels

8IGLRMGEP�WTIGMƤGEXMSRW
Operating voltage �����ũ������:�('
Current consumption 250 mA
Sensitivity ����	�ũ���	�SFW�Q
Sensitivity resolution ������	�SFW�Q
-RƥS[�TMTIW�QE\� 1 Pcs
Max pipe Length 50m
Pipe diameter ¾“ BS
Amount of drillings ���%�����&�����'
IP rating IP50
Operating temperature -10°C to +60°C
Humidity 0 – 90% not condensing
Dimensions (WxHxD) 140 x 220 x 85 mm
Weight ����OK
'IVXMƤGEXMSRW
VdS-No. G 207078
)'�'IVXMƤGEXI 0832-CPR-F1183

ATTENTION !
Adaptor B05140-25 
necessary for ¾“ pipe
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Stratos accessories

B05103-00 208,00 Enclosure for keeping 1 SenseNet remote display, surface 
mounted housing

B05101-01 294,00 Apollo XP95 interface card

ť�▪ 9WI�MR�7XVEXSW�,77(����7XVEXSW�1MGVE����ERH�1MGVE��������7XVEXSW�
detectors will come an addressable device of the XP95 loop

ť�▪ 7XVEXSW�HIXIGXSVW�[MPP�FI�MHIRXMƤIW�EW�STXMGEP�WQSOI�HIXIGXSV�<4��
ť�▪ Supplies 3 analogue values to the FCP :  quiescent condition 
!����	�Q��TVI�EPEVQ�!����	�Q�ERH�EPEVQ�!����	�Q

ť�▪ Incl. Reset functionality

Technical data like B05101-00

B05101-00 294,00 Hochiki-ESP Interface Card

ť�▪ 9WI�MR�7XVEXSW�,77(����7XVEXSW�1MGVE����ERH�1MGVE��������7XVEXSW�
detectors will become an addressable device of the ESP loop

ť�▪ 7XVEXSW�HIXIGXSVW�[MPP�FI�MHIRXMƤIW�EW�STXMGEP�WQSOI�HIXIGXSV
ť�▪ Supplies 3 analogue values to the FCP :  quiescent condition 
!����	�Q��TVI�EPEVQ�!����	�Q�ERH�EPEVQ�!����	�Q

ť�▪ Incl. Reset function

8IGLRMGEP�WTIGMƤGEXMSRW
Operating voltage 17 – 31V DC
Current consumption 90 µA max
Operating temperature -10°C to +50°C
Humidity rel. max. 95%
Dimensions (WxHxD) 100 x 75 x 25mm

B05100-00 474,00 SenseNET Remote Display Unit for 19“ card frame mounting

ť�▪ The SenseNet Remote Display Unit is a device of the 
RS485 network and illustrates the conditions of the 
Stratos alarm units on the integrated display.

 	▪ Use only with B05103-00 !

8IGLRMGEP�WTIGMƤGEXMSRW
Current consumption 40 mA
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B05120-00 1.568,00 Stratos Air Heater Box

ť�▪ To be used for pipe system below -10°Celsius
ť�▪ To be installed in pipe system so that the air gets 

heated before entering the detector
ť�▪ Operating voltage 230V AC

B05110-01 58,00 Dust trap 

ť�▪ Spare part for Stratos HSSD2

B05110-02 44,00 Dust trap 

ť�▪ 7TEVI�TEVX�JSV�7XVEXSW�1MGVE�����1MGVE����ERH�1MGVE����

B05104-00 210,00 Relay Card for Micra 10/25/100 with 5 relays

ť�▪ For use in Stratos Micra detectors to transmit alarm and fault signals
ť�▪ *SYV�HV]�VIPE]�GSRXEGXW��SRI�HV]�JEYPX�GSRXEGX
ť�▪ ��VIQSXI�GSRXVSP�MRTYXW�JSV�VIWIX��HMWEFPMRK�ERH�HE]�RMKLX�QSHI

8IGLRMGEP�WTIGMƤGEXMSRW
Relays 230 V AC / 1 A
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Order No. Unit price Description

B05222-00 80,00 Coarse	filter	set	with	replacement	filters	for	aspirating	smoke	
detector ILS1 / ILS2 and FT series

Unit = 10 Pcs.

B05222-01 80,00 Fine	filter	set	with	replacement	filters	for	aspirating	smoke	
detector ILS1 / ILS2 and FT series

Unit = 10 Pcs.

B05203-00 1.698,00 Aspirating Smoke Detector “ILS 1”, Laser detector, 1 pipe with 
length max 100m

ť�▪ Professional Aspirating Smoke Detector with Laser Detector inside
ť�▪ 8LI�W]WXIQ�EPPS[W�WIRWMXMZMX]�JVSQ�����	�XS��	�SFWGYVEXMSR���Q
ť�▪ The pipe run can have up to 100 m
ť�▪ Adjustable alarm thresholds
ť�▪ ��VIPE]W�MRGSVTSVEXIH�MRHMGEXMRK�TVI�EPEVQ��EPEVQ�ERH�JEYPX�GSRHMXMSR
ť�▪ 8LI�W]WXIQ�TVSZMHIW�EMV�ƥS[�QSRMXSVMRK�SJ�XLI�TMTI
ť�▪ Delivery incl. dust trap

8IGLRMGEP�WTIGMƤGEXMSRW
Operating voltage 18-30 V DC
Quiescent current 300 mA
Sensitivity ����	�����	�TIV�Q
IP rating IP 65
Operating temperature -10°C to +50°C
Humidity 10 - 95 %
Pipe Installation PVC-pipes
Pipe length max. 100 m 
Max. holes ����)2�������'PEWW�'
Dimensions 259 x 184 x 166 mm
'IVXMƤGEXMSRW
VdS-No. G 206066
')�GIVXMƤGEXI CE 0786-CPD-20674

B05204-00 2.390,00 Aspirating Smoke Detector “ILS 2”, Laser detector, 2 pipes with 
length max. 100m each

ť�▪ Professional Aspirating Smoke Detector with Laser Detector inside
ť�▪ 8LI�W]WXIQ�EPPS[W�WIRWMXMZMX]�JVSQ�����	�XS��	�SFWGYVEXMSR���Q
ť�▪ The pipe run can have up to 100 m
ť�▪ Adjustable alarm thresholds
ť�▪ ��VIPE]W�MRGSVTSVEXIH�MRHMGEXMRK�TVI�EPEVQ��EPEVQ�ERH�JEYPX�GSRHMXMSR
ť�▪ 8LI�W]WXIQ�TVSZMHIW�EMV�ƥS[�QSRMXSVMRK�SJ�XLI�TMTI
ť�▪ Delivery incl. dust trap

8IGLRMGEP�WTIGMƤGEXMSRW�[MI�-07����EY�IV�6SLVPɪRKI����QE\������Q�NI�6SLV
8IGLRMGEP�(EXE�EW�-07����I\GITX���TMTIW��IEGL�����Q�PIRKXL�
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Aspirating Smoke Detectors „FAAST“

B05483-00 2.220,00 Aspirating Smoke Detector FAAST LT-200 - 1 Channel / 2 Sensors

ť�▪ ASD with 1 Detection Channel as above but 2 laser sensors 
ť�▪ Pipe system as B05481-00
 	▪ Possibility of 2-Detector-Dependency
ť�▪ Technical data like B05481-00

'IVXMƤGEXMSRW
VdS-No. G 214079
)'�'IVXMƤGEXI 0832-CPR-F1051

B05485-00 2.450,00 Aspirating Smoke Detector FAAST LT-200 - 2 Channels / 2 
Sensors

ť�▪ ASD with 2 separate detection channels. This allows a 
max. connectivity of 4 pipes (2 intakes per channel)

ť�▪ Incorporates 2 smoke chambers with 1 sensor each
ť�▪ Pipesystem : per channel max. 1x100m or 2x80m
ť�▪ Technical data like B05481-00

'IVXMƤGEXMSRW
VdS-No. G 214079
)'�'IVXMƤGEXI 0832-CPR-F1052

B05481-00 1.898,00 Aspirating Smoke Detector FAAST LT-200 - 1 Channel / 1 Sensor

ť�▪ ASD with 1 Detection Channel (1 smoke chamber / 1 sensor)
ť�▪ Newly developed IR LED Sensor especially for ASD devises
ť�▪ Adjustable fan speed in 10 steps
ť�▪ 9 adjustable sensitivity levels
ť�▪ Pre-Alarm functionality
ť�▪ High sensitive detection algorithms to reduce false alarms
ť�▪ 6ITPEGIEFPI�ƤPXIV�YRMX
ť�▪ 4MTI-5�7SJX[EVI�JSV�GSRƤKYVEXMSR�ERH�TMTI�PE]SYX
ť�▪ Unique air stream sensor indicates status of air stream
ť�▪ Improved mounting and assembling by adjusted pipe inlets and outlets
ť�▪ New push buttons on control panel to improve start-up
ť�▪ Dry contacts to interface Fire Alarm Panel or loop module

8IGLRMGEP�WTIGMƤGEXMSRW
Operating voltage ������������:('
Current consumption ca. 182 mA (24V DC)
Monitored area 1600 qm
Noise level from 26 dB (A)
IP rating IP 65
Operating temperature -10°C to +55°C
Pipe system max 1x100m or 2x80m ;

Holes : class A: 3; B: 6; C: 18
Housing ABS (black/grey)
Dimensions (HxWxD) 356 x 403 x 135 mm
'IVXMƤGEXMSRW
VdS-No. G 214079
)'�'IVXMƤGEXI 0832-CPR-F1050
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Order No. Unit price Description

B05488-33 125,00 Replacement	filter	(internal)	for	aspirating	smoke	detector	
FAAST LT, PU to 6 pcs.

B05487-00 158,00 Replacement	filter,	pre-filter	(external)	for	aspirating	smoke	
detector FAAST LT, PU to 1 pcs.

ť�▪ approved for FAAST detectors
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ABS	pipes	and	fittings,	d=25mm

B05131-25 20,00 45° Angle, d=25mm

ť�▪ 1EXIVMEP��%&7��VIH

Note!  Packing unit = 10 pcs.

B05132-25 65,00 90° Arc, d=25mm

ť�▪ 1EXIVMEP��%&7��VIH

Note!  Packing unit = 10 pcs.

B05133-25 13,00 Socket, d=25mm

ť�▪ 1EXIVMEP��%&7��VIH

Note!  Packing unit = 10 pcs.

B05134-25 24,00 T piece, d=25mm

ť�▪ 1EXIVMEP��%&7��VIH

Note!  Packing unit = 10 pcs.

B05130-25 8,50 Sampling pipe, d=25mm, 3 m pole

ť�▪ :IV]�IEW]�XS�LERHPI�ERH�ƥI\MFPI�QEXIVMEP�
ť�▪ robust and reliable
ť�▪ resistant against chemicals
ť�▪ ZIV]�PS[�GSIJƤGMIRX�SJ�XLIVQEP�I\TERWMSR��XLMW�MW�MQTSVXERX�JSV�

environments with changing environment temperatures

8IGLRMGEP�WTIGMƤGEXMSRW
Material %&7��VIH
Operating temperature -40°C to +60°C
Tensile strength (at 23°C) "���2�QQs

B05137-25 54,00 Union with O-Seal, d=25mm

ť�▪ 1EXIVMEP��%&7��VIH
ť�▪ caulking by O-seal 

Note!  Packing unit = 10 pcs.
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Order No. Unit price Description

B05140-25 5,50 ¾“ x 25 mm Adaptor

ť�▪ 1EXIVMEP��%&7��VIH
ť�▪ Pipe is ¾” and socket reduces to 25mm

Note!  Packing unit = 1 pcs.

B05153-25 24,80 Flush Sampling Capillary Kit

ť�▪ Completely assembled sampling kit with
 	▪ 2m capillary tube red
ť�▪ GSYTPMRK�XS�ƤX�MR�TMTI�W]WXIQ
ť�▪ ƥYWL�QSYRXIH�WEQTPMRK�GETMPPEV]

B05160-25 112,00 Check valve ABS

ť�▪ JSV�GPIERMRK�SJ�XLI�TMTI�W]WXIQ�F]�GSQTVIWWIH�EMV��H!���QQ

B05138-25 15,00 End cap, d=25mm

ť�▪ 1EXIVMEP��%&7��VIH

Note!  Packing unit = 10 pcs.

B05162-25 15,80 Coupling	to	fit	in	ABS	pipe	system	with	additional	coupling	for	
sampling capillary 

ť�▪ 1EXIVMEP��%&7��KVI]
ť�▪ Fits perfectly e.g. in T-piece B05134-00

B05163-00 8,50 Sampling	Capillary,	flush	mounted,	flat

ť�▪ For discrete mounting of the pipe in ceilings
ť�▪ ;MXL�ƥERKI�JSV�WGVI[MRK
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B05169-00 2,80 Flexible Capillary tube, red

ť�▪ 1EXIVMEP��R]PSR��H!���QQ
ť�▪ price per m 

B05169-01 2,80 Flexible Capillary tube, white  

ť�▪ 1EXIVMEP��R]PSR��H!���QQ
ť�▪ price per m

B05165-25 126,00 Pipe/Capillary coupling

ť�▪ H�!���QQ
ť�▪ with 10mm capillary connection
ť�▪ 1EXIVMEP��%&7��VIH

Note!  Packing unit = 10 pcs.

B05170-00 175,00 Nylon hose, natural, d = 25mm

ť�▪ Material : PVC
ť�▪ Hose with fabric insert
ť�▪ (MEQIXIV�MRWMHI���QQ��SYXWMHI���QQ
ť�▪ -J�E�ƥI\MFPI�FYX�WXVSRK�XYFI�MW�RIIHIH
ť�▪ Connection to pipe per coupling B05133-25

Note!  Packing unit = 25m

B05271-00 230,00 Inline	air	filter	(grey)	for	intake	pipe	d=25mm	and	d=3/4“

ť�▪ For use in rooms with a high dustiness
ť�▪ Increases the lifespan of RAS detectors and reduces maintenance
ť�▪ Filter elements can be replaced easily 
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B05175-25 110,00 Condensate separator for ABS-pipe, d=25mm, with boltings and 
rotary closure

ť�▪ For use in rooms with high humidity
ť�▪ :MWMFPI�GSPPIGXSV�TMTI�MRHMGEXIW�XLI�ƥYMH�PIZIP
ť�▪ &SPXMRKW�JSV�IEW]�IQTX]MRK�SJ�XLI�ƤPPMRK�TMTI

B05178-00 196,00 3 Way Ball Valve ABS, d=25mm 

ť�▪ JSV�XLI�GSRRIGXMSR�SJ�GSQTVIWWIH�EMV��MR�SVHIV�XS�GPIER�XLI�TMTI�W]WXIQ
 	▪ for ¾” pipe please order adapter B05140-25 separately

B05114-00 19,00 Replacement	filter	for	ABS	air	filter	B05176-25	and	PVC	air	filter	
B05270-00

B05176-25 84,80 Filter box for ABS pipe, d=25mm

ť�▪ for applications in areas with high dust content
ť�▪ ABS housing
ť�▪ Colour : red/grey
ť�▪ MRGP��-R�FYMPX�ƤPXIV
ť�▪ incl. 2 pcs. unions

B05179-00 298,00 Silencer for the aspirating smoke detector repatriation

ť�▪ Connect at the air repatriation of the ASD
ť�▪ Reduces the operating noise of the ASD up to 10dB
ť�▪
8IGLRMGEP�WTIGMƤGEXMSRW
Temperature range -30°C to +60°C
Material ABS
Housing color RAL 7035
Dimensions (WxHxL) 130 x 95 x 193 mm
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B05181-25 14,40 Pipe	fixing	with	adjustable	height,	25-27mm

ť�▪ Incl. M8 x 60 mm bolt thread

B05185-00 13,60 ABS Cement

ť�▪ 250 ml tin

B05180-25 100,00 Pipe	fixing	25-27mm

ť�▪ 1EXIVMEP��%&7��VIH

Note!  Packing unit = 100 pcs.

B05185-02 27,90 ABS special glue DURAPIPE

ť�▪ Can of 500 ml

B05185-01 31,20 Cleaner for ABS materials

ť�▪ Can of 500 ml
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B05186-00 22,00 Warning sticker, 100 pcs. 

ť�▪ For marking of the holes of the pipe system
ť�▪ diameter 23mm
ť�▪ prepared 4mm hole

B05190-00 90,00 Pipe cutter for ABS pipes 

ť�▪ High quality cutting tool with ratchet
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PVC	pipes	and	fittings,	d=25mm

B05230-00 12,80 PVC End cap

ť�▪ KVI]��H!��QQ

Note!  Packing unit = 10 pcs.

B05232-00 13,60 PVC angle 90°

ť�▪ KVI]��H!��QQ�

Note!  Packing unit = 10 pcs.

B05240-00 11,80 PVC socket

ť�▪ KVI]��H!��QQ

Note!  Packing unit = 10 pcs.

B05237-00 34,00 PVC arc, 90°

ť�▪ KVI]��H!��QQ

Note!  Packing unit = 5 pcs.

B05235-00 72,00 PVC Union with O-seal

ť�▪ KVI]��H!��QQ

Note!  Packing unit = 10 pcs.

B05225-00 9,20 PVC pipe 25/1,5 mm

ť�▪ ��Q�TSPI��KVI]
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B05262-01 93,60 Check valve PVC-U

ť�▪ for cleaning of the pipe system by compressed air
ť�▪ H!���QQ

B05249-00 76,00 Pipe	fixing,	PVC

ť�▪ JSV�TMTI�H!��QQ

Note!  Packing unit = 100 pcs.

B05253-00 24,80 Capillary	suction	set	consisting	of	a	flat	screw	suction	flange,	
2m red capillary hose and spigot-and-socket joint for 25mm pipe 
system

ť�▪ 'SQTPIXI�WIX�JSV�IEW]�MRWXEPPEXMSR��EPVIEH]�HSRI�QSYRXIH
ť�▪ Allows concealed mounting of the intake pipe

B05262-00 114,00 Check valve PVC-Uv

ť�▪ JSV�GPIERMRK�SJ�XLI�TMTI�W]WXIQ��WITEVEXI�LSWI�
connection for compressed air

ť�▪ H!���QQ

B05245-00 17,60 PVC T piece

ť�▪ KVI]��H!��QQ

Note!  Packing unit = 10 pcs.

B05242-00 25,60 PVC angle 45°

ť�▪ KVI]��H!��QQ

Note!  Packing unit = 10 pcs.
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B05278-00 116,00 3-Way Ball Valve for PVC pipe,  d=25 mm

ť�▪ for connecting compressed air to clean the pipe system

B05280-00 39,80 Tangit glue for PVC pipes

ť�▪ 1 kg

B05114-00 19,00 Replacement	filter

ť�▪ JSV�%&7�EMV�ƤPXIV�&���������ERH�4:'�EMV�ƤPXIV�&��������

B05270-00 83,60 Filter box for PVC pipe, d=25mm

ť�▪ for applications in areas with high dust content
ť�▪ Polycarbonate housing
ť�▪ Colour : light grey RAL 7035
ť�▪ MRGP��-R�FYMPX�ƤPXIV
ť�▪ incl. 2 pcs. unions
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B05281-00 14,60 Tangit glue for PVC pipes

ť�▪ 245 ml

B05281-50 26,80 Tangit glue for PVC pipes

ť�▪ 485 ml

B05288-00 264,00 Water & Dust Trap for PVC pipes

ť�▪ ;EXIV�ERH�(YWX�XVET�JSV�4:'�TMTI��H!����QQ
ť�▪ -RTYX�ERH�SYXTYX�HMEQIXIV�!����QQ
ť�▪ ;EXIV�ERH�HYWX�XVET�[�S�ƤPXIV��JSV�EMV�GPIERMRK�SJ�HYWX�TEVXMGPIW
ť�▪ MHIEPP]�XS�TVITYVMJ]MRK�SJ�[EXIV�HVSTW��WERH�HIEJ��GSEP�HYWX��
TETIV�X]TIW�SJ�HYWX�EW�[IPP�EW�MRWIGXW��SMPW��IXG�

ť�▪ (MQIRWMSRW�,�!�����QQ���(�!�����QQ

B05285-00 31,20 Cleaner for PVC materials

ť�▪ 1000 ml


