
















































































































































Alley- Gator Maintenance Guide

Item Description Pre- Trip
 @ 
Landfill

10 
Hrs

50 
Hrs

100 
Hrs

250 
Hrs

500 
Hrs

1000 
Hrs

1 Automated Arm: Inspect Level in Auto Grease Reservoir X
2 Automated Arm: Fill Auto Grease Reservoir to Max X
3 Packer Panel Cylinder Pins (4) X
4 Packer follower cam rollers X
5 Tailgate: Hinge Pins (2) X
6 Tailgate: Cylinder Pins (4) X
7 Tailgate Latch Pins (2) X
8 Tailgate: Latch Roller Pins (2) X
9 Pump driveline U- Joints and Slip Yoke (3) X

10
Inspect For Leaks In BODY Auto Grease System 
Plumbing X

11
Inspect For Leaks In Packer Panel Auto/ Remote Grease 
Lines X

12 Inspect Hydraulic Oil Level in Tank X

Thi d i f f d i f i l l P d d ifi l l f d

Lubrication

This document is subject to change with out notice

This document is for reference and informational purposes only. Pendpac does not guarantee specific levels of product 
performance per this maintence schedule. Product performance varies due to multiple factors including but not limited to 
weather, operating time, maintenance, driver operation, etc…
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Alley- Gator Maintenance Guide

Item Description Pre- Trip
 @ 
Landfill

10 
Hrs

50 
Hrs

100 
Hrs

250 
Hrs

500 
Hrs

1000 
Hrs

13 Safety Decals O
14 Mirrors, Lamps, Windows, Camera O
15 Clear Debris at Tailgate Seal O
16 Clear Contact Surfaces of Body and Chassis O
17 Oversize Debris in Hopper (More often if required) O

18
Wash Complete Body and Chassis                      
(More often if required) O

This document is subject to change with out notice
O = Operator
M = Maintenance

This document is for reference and informational purposes only. Pendpac does not guarantee specific levels of product 
performance per this maintence schedule. Product performance varies due to multiple factors including but not limited to 
weather, operating time, maintenance, driver operation, etc…

Cleaning
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Alley- Gator Maintenance Guide

Item Description Pre- Trip
 @ 
Landfill

10 
Hrs

50 
Hrs

100 
Hrs

250 
Hrs

500 
Hrs

1000 
Hrs

19 Body Seated Flat on Chassis O M
22 Lift Carriage Assembly O M
23 Lift Carriage Rollers (4) O M
24 Lift Carriage Pivot Pins for Arms (2) O M
25 Slide Tube Bearings (6) O M

26
Packer Panel Cylinder Pins (4) and retaining 
Nuts/ Bolts M

27 Packer Panel Travel O M
28 Packer Panel Bushing M

29
Packer Panel 2 1/ 2" and 1" Arms (Check for cracks or 
fatigue at weld points) O M

30 Interior of Hopper and Main Body Walls, Floor and Roof O M

31
Exterior of Hopper and Main Body Walls, Floor and 
Roof O M

32 Ladder Assembly O M

Mechanical Inspection (Truck at Rest)

Inspect For Distortion, Cracks, And/ Or Unusual Wear. Ensure Mounting And Pin Retainer Bolts Are Intact And Tight.

32 Ladder Assembly O M
33 Tailgate Assembly O M

34
Tailgate Cylinder Ears (4), Pins (4), and Retaining 
Hardware O M

35
Tailgate Latch Assembly (2), Pivots (2), and Roller Pins 
(2) O M

36 Tailgate Seal and Seal Retainer O M

37
Tailgate Hinge Ears (2), Pins (2), and Retaining 
Hardware O M

38 Tailgate Safety Props O M

39
Safety Equipment Present (i.e. Fire Extinguisher, First 
Aid Kit, Etc. O M

40 Tailgate Latch Blocks in Place O

This document is subject to change with out notice
O = Operator
M = Maintenance

This document is for reference and informational purposes only. Pendpac does not guarantee specific levels of product 
performance per this maintence schedule. Product performance varies due to multiple factors including but not limited to 
weather, operating time, maintenance, driver operation, etc…
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Alley- Gator Maintenance Guide

Item Description Pre- Trip
 @ 
Landfill

10 
Hrs

50 
Hrs

100 
Hrs

250 
Hrs

500 
Hrs

1000 
Hrs

41 Lift Up/ Down O M
42 Lift Extend/ Retract O M
43 Grabber Open/ Close

44
Packer Panel                                               
Pack/ Return/ AutoPack/ AutoStop O M

45 Tailgate Open/ Close O M
46 Body Up/ Down O M

47
Ladder Access Proximity Lockout -  (With ladder down, no 
Hydraulic functions should operate.) O M

48
Arm Test -  (With arm extended, Lift  should not go into dump 
position.) O M

49
Grabber Test -  (With Lift Assembly in Dump Position, Grabbers 
Should not Open,) O M

50
Arm Lock -  (With Pump turned off, Arm Lock should be 
latched on Mast.) O M
T k M i L k

Operator Inspection

Perform Safety Lockouts to Check Operation

Observe Travel is Smooth and Even, Speed is Normal, Controls are Responsive

51
Truck Moving Lockout -  (All arm functions, except Slide in 
and Grabber open are inoperative) O M

52 Pump Switch Lamp O M
53 Packer Panel Warning Lamp O M
54 Ladder Access Warning Lamp O M
55 Tailgate Raised Warning Lamp O M

56 Stop, Signal and Tail Lamps O M
57 Marker Lamps O M
58 Hopper Lamps O M
59 Backup Lamps O M
60 Backup Flood Lamps O M
61 Strobe Lamp O M
62 Camera Lamps O M
63 Alternating Flashers O M
64 Backup Alarm O M

65 Joystick On/ Off O M
66 Packer Panel On/ Off O M

This document is subject to change with out notice
O = Operator
M = Maintenance

This document is for reference and informational purposes only. Pendpac does not guarantee specific levels of product 
performance per this maintence schedule. Product performance varies due to multiple factors including but not limited to 
weather, operating time, maintenance, driver operation, etc…

Check Operation Warning Devices are Operating 

Check External Lamps and Miscellaneous are Operating

Check Miscellaneous Control Box Devices are Functioning
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Alley- Gator Maintenance Guide

Item Description Pre- Trip
 @ 
Landfill

10 
Hrs

50 
Hrs

100 
Hrs

250 
Hrs

500 
Hrs

1000 
Hrs

Hydraulic Oil Tank
67 Check for Leaks, Damage, Etc on Tank O M

68
Check Tank is Securely Mounted to Slide Tube Sub-
Frame O M

69 Check Oil Level in Tank (All Cylinders Retracted) O M
70 Check Oil Condition O M
71 Replace Oil (More Often if Required) M
72 Check Suction Ball Valve is Fully Open O M
73 Clean the Breather Cap (Replace if Necessary) M
74 Clean Suction Strainer (Replace if Necessary) M
75 Change Hydraulic Return Line Oil Filter M* M
76 In- Line Pressure Filters (2) M* M
77 Clean Magnetic Plug (More often after failures) M

Pump
78 Inspect Pump For Leaks O M
79 Ensure Pump is Securely Mounted O M
80 Ensure Driveline is Securely Mounted O M

Hydraulic System

80 Ensure Driveline is Securely Mounted O M
Hydraulic Valve Banks

81 Inspect Valve Banks For Leaks O M
82 Ensure valve Banks are Securely Mounted O M

83
Check System Pressure Relief Valve(s) settings.  Adjust 
if Required. M

Chassis Pneumatic System

84 Drain air tanks (at the end of each day) O
85 Inspect Air Lines For Leaks O M

Miscellaneous

86 Inspect All Hydraulic Lines For Leaks, Chafing O M

87
Inspect all Hydraulic Cylinders and Misc. hydraulic 
Components for Leaks O M

88 Check Pack Circuit Pressure Switch Setting. O M
* Required on new equipment only

This document is subject to change with out notice
O = Operator
M = Maintenance

This document is for reference and informational purposes only. Pendpac does not guarantee specific levels of product 
performance per this maintence schedule. Product performance varies due to multiple factors including but not limited to 
weather, operating time, maintenance, driver operation, etc…

To Protect The Hydraulic Components Of Your New Equipment, The Return Line Filter And In- Line Pressure Filter MUST BE CHANGED AFTER THE FIRST 250 HOURS OF 
USE.  Thereupon, The Filters Should Be Changed Once Every 1,000 Hours Or Following A Major Hydraulic Component Failure!
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