
EWIIAAPAAYP
BAND OF KUMEYAAY

TITLE
SITE PLAN
NOTES

A10

BUILDING CODE

ABBREVIATION

00

000

DRAWING SYMBOLS

2X4 EXT WALL

2X6 EXT WALL

2X4 INT WALL2X6 INT WALL

ARCHITECTURAL  PLAN NOTATION
FOR WOOD FRAME STRUCTURE

GENERAL NOTES TO CONTRACTOR

SPECIAL INSPECTION NOTES 

SPECIAL INSPECTION

SHEET INDEX

EAST SD COUNTY
INDIAN RESERVATION

EWIIAAPAAYP
BAND OF KUMEYAAY

10
05

1 
Q

UA
IL

 C
AN

YO
N

 R
D

. E
L 

CA
JO

N
, C

A 
92

02
1

61
9-

44
3-

40
44

; l
zc

on
st

ru
ct

io
n.

co
m

LI
C.

 #
51

35
54

-B

AutoCAD SHX Text
1

AutoCAD SHX Text
05

AutoCAD SHX Text
04

AutoCAD SHX Text
01

AutoCAD SHX Text
THIS PROJECT SHALL COMPLY WITH THE FOLLOWING CODES: 2019 CALIFORNIA BUILDING CODE, TITLE 24 PART 2 VOL. 1 & 2 2019 CALIFORNIA ELECTRICAL CODE 2019 CALIFORNIA MECHANICAL CODE 2019 CALIFORNIA PLUMBING CODE 2019 CALIFORNIA ACCESSABILITY CODE (TITLE 24 PART 2) 2019 CALIFORNIA FIRE CODE (TITLE 24 PART 2) 2019 CALIFORNIA ENERGY CODE (TITLE 24 PART 6)

AutoCAD SHX Text
* NO HAZARDOUS MATERIAL HANDLING IS INTENDED FOR THIS PROJECT

AutoCAD SHX Text
NO HAZARDOUS MATERIAL SHALL BE STORED THAT EXCEEDS QUANTITIES LISTED IN CBC TABLE 307.1 (1) (2) FOR THIS PROJECT

AutoCAD SHX Text
EXPANSION JOINT

AutoCAD SHX Text
EDGE NAILING

AutoCAD SHX Text
FOUNDATION

AutoCAD SHX Text
EACH SIDE

AutoCAD SHX Text
@

AutoCAD SHX Text
FRMG

AutoCAD SHX Text
FOUND

AutoCAD SHX Text
EXIST

AutoCAD SHX Text
FRAMING

AutoCAD SHX Text
EXISTING

AutoCAD SHX Text
AT

AutoCAD SHX Text
DIA

AutoCAD SHX Text
EJ

AutoCAD SHX Text
EL

AutoCAD SHX Text
E.S.

AutoCAD SHX Text
E.N.

AutoCAD SHX Text
DIAMETER

AutoCAD SHX Text
ELEVATION

AutoCAD SHX Text
W/

AutoCAD SHX Text
WD

AutoCAD SHX Text
VIF

AutoCAD SHX Text
WNDW

AutoCAD SHX Text
TBD

AutoCAD SHX Text
T & B

AutoCAD SHX Text
T & G

AutoCAD SHX Text
UNO

AutoCAD SHX Text
VERIFY IN FIELD

AutoCAD SHX Text
WITH

AutoCAD SHX Text
WOOD

AutoCAD SHX Text
WINDOW

AutoCAD SHX Text
TO BE DETERMINED

AutoCAD SHX Text
TOP AND BOTTOM

AutoCAD SHX Text
UNLESS NOTED

AutoCAD SHX Text
TONGUE AND GROOVE

AutoCAD SHX Text
OTHERWISE

AutoCAD SHX Text
ANCHOR BOLT

AutoCAD SHX Text
AIR CONDITIONING

AutoCAD SHX Text
FINISHED FLOOR

AutoCAD SHX Text
APPROXIMATELY

AutoCAD SHX Text
BOTTOM OF

AutoCAD SHX Text
CONTROL JOINT

AutoCAD SHX Text
CONTINUOUS

AutoCAD SHX Text
MASONRY UNIT

AutoCAD SHX Text
CENTER LINE

AutoCAD SHX Text
BOUNDARY NAILING

AutoCAD SHX Text
BOT/

AutoCAD SHX Text
CLO

AutoCAD SHX Text
CMU

AutoCAD SHX Text
CONT

AutoCAD SHX Text
CONC

AutoCAD SHX Text
CLOSET

AutoCAD SHX Text
CONCRETE 

AutoCAD SHX Text
CONCRETE

AutoCAD SHX Text
CJ

AutoCAD SHX Text
CL

AutoCAD SHX Text
CLG

AutoCAD SHX Text
B.N.

AutoCAD SHX Text
CEILING

AutoCAD SHX Text
ALUMINUM

AutoCAD SHX Text
ALUM

AutoCAD SHX Text
APPROX

AutoCAD SHX Text
BD

AutoCAD SHX Text
BLDG

AutoCAD SHX Text
BLKG

AutoCAD SHX Text
BUILDING

AutoCAD SHX Text
BOARD

AutoCAD SHX Text
BLOCKING

AutoCAD SHX Text
A.B.

AutoCAD SHX Text
AC

AutoCAD SHX Text
AFF

AutoCAD SHX Text
ABOVE

AutoCAD SHX Text
SF

AutoCAD SHX Text
SIM

AutoCAD SHX Text
SPEC

AutoCAD SHX Text
T/

AutoCAD SHX Text
THK

AutoCAD SHX Text
OC

AutoCAD SHX Text
PLYWD

AutoCAD SHX Text
OPNG

AutoCAD SHX Text
RM

AutoCAD SHX Text
SQUARE FOOT

AutoCAD SHX Text
SPECIFICATION

AutoCAD SHX Text
SIMILAR

AutoCAD SHX Text
TOP OF

AutoCAD SHX Text
THICKNESS

AutoCAD SHX Text
ON CENTER

AutoCAD SHX Text
PLYWOOD

AutoCAD SHX Text
OPENING

AutoCAD SHX Text
ROOM

AutoCAD SHX Text
MAX

AutoCAD SHX Text
HVAC

AutoCAD SHX Text
NIC

AutoCAD SHX Text
MIN

AutoCAD SHX Text
FTNG

AutoCAD SHX Text
FT

AutoCAD SHX Text
HGR

AutoCAD SHX Text
HDR

AutoCAD SHX Text
AIR CONDITIONING

AutoCAD SHX Text
NOT IN CONTRACT

AutoCAD SHX Text
HEATING, VENTILATION,

AutoCAD SHX Text
MAXIMUM

AutoCAD SHX Text
MINIMUM

AutoCAD SHX Text
FOOTING

AutoCAD SHX Text
FEET

AutoCAD SHX Text
HANGER

AutoCAD SHX Text
HEADER

AutoCAD SHX Text
SH

AutoCAD SHX Text
SILL HEIGHT

AutoCAD SHX Text
I.N.

AutoCAD SHX Text
INTERMEDIATE NAILING

AutoCAD SHX Text
SHEET NUMBER

AutoCAD SHX Text
A00

AutoCAD SHX Text
0

AutoCAD SHX Text
A00

AutoCAD SHX Text
SHEET NUMBER

AutoCAD SHX Text
DRAWING NUMBER

AutoCAD SHX Text
INTERIOR ELEVATION

AutoCAD SHX Text
DRAWING NUMBER

AutoCAD SHX Text
0

AutoCAD SHX Text
A00

AutoCAD SHX Text
1

AutoCAD SHX Text
4

AutoCAD SHX Text
A00

AutoCAD SHX Text
3

AutoCAD SHX Text
2

AutoCAD SHX Text
EXTERIOR ELEVATION

AutoCAD SHX Text
0

AutoCAD SHX Text
SHEET NUMBER

AutoCAD SHX Text
ROOM

AutoCAD SHX Text
00

AutoCAD SHX Text
DOOR NUMBER

AutoCAD SHX Text
WINDOW NUMBER

AutoCAD SHX Text
COLUMN GRID

AutoCAD SHX Text
DRAWING REVISION

AutoCAD SHX Text
NUMBER

AutoCAD SHX Text
NUMBER

AutoCAD SHX Text
NUMBER

AutoCAD SHX Text
ENLARGEMENT

AutoCAD SHX Text
AREA OF

AutoCAD SHX Text
DETAIL DRAWING NUMBER

AutoCAD SHX Text
SHEET NUMBER

AutoCAD SHX Text
SECTION DRAWING NUMBER

AutoCAD SHX Text
20

AutoCAD SHX Text
01

AutoCAD SHX Text
1

AutoCAD SHX Text
WALL TYPE / KEY NOTE

AutoCAD SHX Text
WHERE NOTED WITH WALL TYPE SYMBOL, REFER TO WALL TYPE DETAILS  

AutoCAD SHX Text
00

AutoCAD SHX Text
ALL DIMENSIONS ARE FROM FINISH TO FINISH UNO. FRAMING CONTRACTOR SHALL ACCOUNT FOR GYP BD AND/OR STUCCO THICKNESS FOR FRAMING

AutoCAD SHX Text
THE CONTRACTOR SHALL REVIEW EXISTING CONDITIONS ON THE SITE DURING THE BIDDING. THE CONTRACTOR SHALL VERIFY ALL DIMENSIONS PRIOR TO STARTING WORK. THE ARCHITECT SHALL BE NOTIFIED OF ANY DISCREPANCIES OR INCONSISTENCIES PRIOR TO PROCEEDING. 

AutoCAD SHX Text
WHERE NO CONSTRUCTION DETAILS ARE SHOWN OR NOTED FOR ANY PART OF THE WORK, THE DETAILS SHALL BE THE SAME AS FOR OTHER SIMILAR WORK.

AutoCAD SHX Text
CONSTRUCTION MATERIALS SHALL BE SPREAD OUT IF PLACED ON FRAMED FLOORS OR ROOF. LOAD SHALL NOT EXCEED DESIGN LIVE LOAD FOR EACH PARTICULAR LEVEL. WHEN WEIGHT OF MATERIALS OR EQUIPMENT MAY EXCEED DESIGN LOAD, STRUCTURAL SYSTEMS SHALL BE SHORED.

AutoCAD SHX Text
NEITHER THE OWNER NOR THE ARCHITECT/STRUCTURAL ENGINEER WILL ENFORCE SAFETY MEASURES OR REGULATIONS. THE CONTRACTOR SHALL, AT HIS OWN EXPENSE, DESIGN, CONSTRUCT AND MAINTAIN ALL SAFETY DEVICES, INCLUDING SHORING AND BRACING AND SHALL BE SOLELY RESPONSIBLE FOR CONFORMING TO ALL LOCAL, STATE AND FEDERAL SAFETY AND HEALTH STANDARDS, LAWS AND REGULATIONS. 

AutoCAD SHX Text
SPECIFIC NOTES AND DETAILS ON THE DRAWINGS SHALL TAKE PRECEDENCE OVER GENERAL NOTES AND TYPICAL DETAILS.

AutoCAD SHX Text
ALL DIMENSIONS SHALL TAKE PRECEDENCE OVER SCALE SHOWN ON PLANS, SECTIONS AND DETAILS. DRAWINGS SHALL NOT BE SCALED FOR CONSTRUCTION PURPOSES.

AutoCAD SHX Text
6.

AutoCAD SHX Text
5.

AutoCAD SHX Text
3.

AutoCAD SHX Text
4.

AutoCAD SHX Text
2.

AutoCAD SHX Text
1.

AutoCAD SHX Text
INDICATES EXIST WALL TO BE REMOVED

AutoCAD SHX Text
WAINSCOT TRIM AS OCCURS

AutoCAD SHX Text
7/8" STUCCO PLYWD PER STRUCT 2X4 STUD 5/8" GYP BD

AutoCAD SHX Text
7/8" STUCCO PLYWD PER STRUCT 2X6 STUD 5/8" GYP BD

AutoCAD SHX Text
6 3/4" FIN TO FIN THK FOR 2X6 INT WALL  (CAD DWG DRAWN AT 7") 5/8" GYP BD 2X4 STUD 5/8" GYP BD

AutoCAD SHX Text
5 1/2" FIN TO FIN THK FOR 2X4 EXT WALL

AutoCAD SHX Text
INDICATES WINDOW SILL HEIGHT FROM CONC SLAB OR PLYWD FLOOR  SHEATING

AutoCAD SHX Text
REFER TO PLAN LEGEND FOR HATCH PATTERN DESIGNATION

AutoCAD SHX Text
3'-0" SH

AutoCAD SHX Text
WINDOW OPNG PER SCHEDULE

AutoCAD SHX Text
4 3/4" FIN TO FIN THK FOR 2X4 INT WALL (CAD DWG DRAWN AT 5") 5/8" GYP BD 2X4 STUD 5/8" GYP BD

AutoCAD SHX Text
7 1/2" FIN TO FIN THK FOR 2X6 EXT WALL

AutoCAD SHX Text
THE SPECIAL INSPECTOR MUST BE APPROVED BY THE GOVERNMENT

AutoCAD SHX Text
THE SPECIAL INSPECTIONS IDENTIFIED ARE IN ADDITION TO THOSE REQUIRED BY SEC. 108 OF THE BUILDING CODE, AS AMENDED. SPECIAL INSPECTION IS NOT A SUBSTITUTE FOR INSPECTION BY CITY INSPECTOR.

AutoCAD SHX Text
A CERTIFICATE OF COMPLIANCE FOR OFF-SITE FABRICATION MUST BE COMPLETED AND SUBMITTED TO THE INSPECTION SERVICES DIVISION PRIOR TO ERECTION OF PREFABRICATED COMPONENTS.

AutoCAD SHX Text
AN APPLICATION TO PERFORM OFF-SITE FABRICATION MUST BE SUBMITTED TO THE INSPECTION SERVICES DIVISION FOR APPROVAL PRIOR TO FABRICATION.

AutoCAD SHX Text
A PROPERTY OWNER'S FINAL REPORT OF WORK REQUIRING SPECIAL INSPECTION MUST BE COMPLETED BY THE PROPERTY OWNER., PROPERTY OWNER'S AGENT OF RECORD, ARCHITECT OF RECORD, OR ENGINEER OF RECORD AND SUBMITTED TO THE INSPECTION SERVICES DIVISION.

AutoCAD SHX Text
THE TESTING LABORATORY MUST BE APPROVED BY THE GOVERNMENT

AutoCAD SHX Text
6.

AutoCAD SHX Text
5.

AutoCAD SHX Text
3.

AutoCAD SHX Text
4.

AutoCAD SHX Text
2.

AutoCAD SHX Text
1.

AutoCAD SHX Text
SEE STRUCT SHEET

AutoCAD SHX Text
EPOXY HOLDOWNS

AutoCAD SHX Text
NONE

AutoCAD SHX Text
HIGH STRENGTH BOLTING

AutoCAD SHX Text
ANCHOR INSTALLATION

AutoCAD SHX Text
FIELD WELDING

AutoCAD SHX Text
CONCRETE OVER 2500 PSI

AutoCAD SHX Text
A10

AutoCAD SHX Text
TITLE SHEET

AutoCAD SHX Text
A CERTIFICATE OF SATISFACTORY COMPLETION OF WORK REQUIRING SPECIAL INSPECTION MUST BE COMPLETED AND SUBMITTED TO THE INSPECTION SERVICES DIVISION.

AutoCAD SHX Text
A35

AutoCAD SHX Text
FOUNDATION / FRAMING PLAN / R0OF FRAMING PLAN

AutoCAD SHX Text
A20

AutoCAD SHX Text
(N)FLOOR PLAN / DETAILS / SCHEDULES / NOTES

AutoCAD SHX Text
A30

AutoCAD SHX Text
CEILING PLAN / ROOF PLAN

AutoCAD SHX Text
Sheet Number

AutoCAD SHX Text
Sheet Title

AutoCAD SHX Text
Drawn

AutoCAD SHX Text
Contract Date

AutoCAD SHX Text
:

AutoCAD SHX Text
:

AutoCAD SHX Text
I     S     S     U     E     S

AutoCAD SHX Text
ISSUED

AutoCAD SHX Text
DESCRIPTION

AutoCAD SHX Text
DATE

AutoCAD SHX Text
-

AutoCAD SHX Text
-

AutoCAD SHX Text
-

AutoCAD SHX Text
-

AutoCAD SHX Text
-

AutoCAD SHX Text
PLAN PREPARED BY CHRIS PARK (858-201-8826)

AutoCAD SHX Text
THIS DOCUMENT, AND THE IDEAS AND DESIGNS INCORPORATED HEREIN, AS AN INSTRUMENT OF PROFESSIONAL SERVICE, ARE THE PROPERTY OF LZ CONSTRUCTION EXPRESSLY RESERVES THEIR COMM0N LAW COPYRIGHT AND ANY PROPERTY RIGHTS IN THE PLANS. THESE PLANS ARE NOT TO BE REPRODUCED, CHANGED OR COPIED IN ANY FORM WHATSOEVER. NOR ARE THEYTO BE ASSIGNED TO A THIRD PARTY WITHOUT FIRST OBTAINING THE WRITTEN PERMISSION AND CONSENT OF LZ CONSTRUCTION. IN THE EVENT OF UNAUTHORIZED USE OF THESE PLANS BY ANY THIRD PARTY, THE CLIENT AGREES TO HOLD HARMLESS, INDEMNIFY, AND DEFEND LZ CONSTRUCTION FROM ANY AND ALL CLAIMS ARISING FROM SUCH UNAUTHORIZED REUSE. VISUAL CONTACT WITH THESE PLANS AND SPECIFICATIONS SHALL CONSTITUTE PRIMA FACIE EVIDENCE OF THE ACCEPTANCE OF THESE RESTRICTIONS

AutoCAD SHX Text
A40

AutoCAD SHX Text
SECTION / ELEVATIONS

AutoCAD SHX Text
A60

AutoCAD SHX Text
STANDARD DETAILS

AutoCAD SHX Text
A70

AutoCAD SHX Text
TRUSS DESIGN

AutoCAD SHX Text
PERIODIC SPECIAL INSPECTION SHOULD BE PROVIDED FOR ANCHORS INSTALLED IN HARDENED CONCRETE. SEC 1705.3

AutoCAD SHX Text
7.



BED RMBATH

LIVING RM

KITCHEN

BATHROOM KEY NOTES

FLOOR PLAN KEY NOTES

FLOOR PLAN NOTES / LEGEND

DOOR SCHEDULEDOOR SCHEDULE

WINDOW SCHEDULE - NEW
NATURAL LIGHT & VENTILATION CALC

EGRESS WINDOWS

FLOOR PLAN

A201 SCALE 1/4"=1'-0"

FLOOR PLAN (720 SF)

DETAILS

EAST SD COUNTY
INDIAN RESERVATION

EWIIAAPAAYP
BAND OF KUMEYAAY

10
05

1 
Q

UA
IL

 C
AN

YO
N

 R
D

. E
L 

CA
JO

N
, C

A 
92

02
1

61
9-

44
3-

40
44

; l
zc

on
st

ru
ct

io
n.

co
m

LI
C.

 #
51

35
54

-B

2 SCALE   3"=1'-0"

SIDING @ SILL SCREED

3 SCALE   3"=1'-0"

NON-BEARING WALL 

NOTES

AutoCAD SHX Text
01

AutoCAD SHX Text
02

AutoCAD SHX Text
03

AutoCAD SHX Text
05

AutoCAD SHX Text
04

AutoCAD SHX Text
REF.

AutoCAD SHX Text
UP

AutoCAD SHX Text
UP

AutoCAD SHX Text
BATH RM NOTES

AutoCAD SHX Text
1

AutoCAD SHX Text
3

AutoCAD SHX Text
5.1

AutoCAD SHX Text
9

AutoCAD SHX Text
10

AutoCAD SHX Text
11

AutoCAD SHX Text
12

AutoCAD SHX Text
13

AutoCAD SHX Text
14

AutoCAD SHX Text
15

AutoCAD SHX Text
16

AutoCAD SHX Text
ELEC.  SUB PANEL 100 AMP

AutoCAD SHX Text
ELEC.  MAIN PANEL 200 AMP W/ DISCONNECT

AutoCAD SHX Text
WH

AutoCAD SHX Text
W/D

AutoCAD SHX Text
8

AutoCAD SHX Text
8.5

AutoCAD SHX Text
ELEC. GEN

AutoCAD SHX Text
HOT PLATE

AutoCAD SHX Text
5

AutoCAD SHX Text
4

AutoCAD SHX Text
3

AutoCAD SHX Text
2

AutoCAD SHX Text
1

AutoCAD SHX Text
1'-6"

AutoCAD SHX Text
2'-2"

AutoCAD SHX Text
1'-6"

AutoCAD SHX Text
TUB/SHOWER

AutoCAD SHX Text
ENCLOSURE METAL, PREFAB W/ STAND

AutoCAD SHX Text
PELLET STOVE

AutoCAD SHX Text
HEADER ABOVE

AutoCAD SHX Text
SD

AutoCAD SHX Text
SD

AutoCAD SHX Text
CM

AutoCAD SHX Text
WATER HEATER 40 GA. PROPANE

AutoCAD SHX Text
2

AutoCAD SHX Text
-

AutoCAD SHX Text
3

AutoCAD SHX Text
-

AutoCAD SHX Text
33

AutoCAD SHX Text
33

AutoCAD SHX Text
4

AutoCAD SHX Text
4

AutoCAD SHX Text
3

AutoCAD SHX Text
3

AutoCAD SHX Text
3.1

AutoCAD SHX Text
A

AutoCAD SHX Text
SEC

AutoCAD SHX Text
LIGHT & VENTILATION 1. VENTILATION IS REQUIRED WITH MIN. BATHROOMS FAN FLOW OF 77 CFM.  THE EXHAUST FAN SHALL BE CERTIFIED AND LISTED ON THE CALIFORNIA ENERGY COMMISSION APPLIANCE DATABASE.

AutoCAD SHX Text
1

AutoCAD SHX Text
CEMENT, FIBER-CEMENT, FIBER-MAT REINFORCED CEMENT, GLASS MAT GYPSUM OR FIBER-REINFORCED GYPSUM BACKERS SHALL BE USED AS A BASE FOR WALL TILE IN TUB AND SHOWER AREAS AND WALL AND CEILING PANELS IN SHOWER AREAS.

AutoCAD SHX Text
3

AutoCAD SHX Text
WALL COVERING: TILE OR APPROVED EQUAL TO 80" ABOVE DRAIN INLET (MOISTURE RESISTANT)

AutoCAD SHX Text
5.1

AutoCAD SHX Text
THE CONTROL VALVES IN SHOWERS, TUB/SHOWERS, BATHTUBS, AND BIDETS MUST BE PRESSURE BALANCED OR THERMOSTATIC MIXING VALVES.

AutoCAD SHX Text
9

AutoCAD SHX Text
NEW WATER CLOSETS SHALL USE NO MORE THAN 1.2 GALLONS OF WATER PER FLUSH, KITCHEN FAUCETS MAY NOT EXCEED 1.8 GPM, LAVATORIES ARE LIMITED TO 1.2 GPM.

AutoCAD SHX Text
10

AutoCAD SHX Text
EXISTING "NONCOMPLIANT" FIXTURES (TOILETS THAT USE MORE THAN 1.6 GALLON OF WATER PER FLUSH, URINALS THAT USE MORE THAN ONE GALLON OF WATER PER FLUSH, SHOWERHEADS THAT HAVE A FLOW CAPACITY OF MORE THAN 2.5 GALLONS OF WATER PER MINUTE) SHALL BE REPLACED.  CERTIFICATION OF COMPLIANCE SHALL BE GIVEN TO THE BUILDING INSPECTOR PRIOR TO FINAL PERMIT APPROVAL.

AutoCAD SHX Text
11

AutoCAD SHX Text
BUILT-IN TUBS WITH SHOWERS SHALL HAVE WATERPROOF JOINTS BETWEEN THE TUB AND ADJACENT WALL

AutoCAD SHX Text
12

AutoCAD SHX Text
SHOWER CONTROL VALVES MUST BE PRESSURE BALANCED OR THERMOSTATIC MIXING VALVES.

AutoCAD SHX Text
13

AutoCAD SHX Text
ALL DOMESTIC HOT WATER PIPING SHALL BE INSULATED

AutoCAD SHX Text
14

AutoCAD SHX Text
PROVIDE SHOWER HEADS WITH A MAXIMUM FLOW OF 1.8 GPM.

AutoCAD SHX Text
NET AREA OF SHOWER RECEPTOR SHALL BE NOT LESS THAN 1,024 SQ.IN. OF FLOOR AREA, AND ENCOMPASS 30 INCH DIAMETER CIRCLE

AutoCAD SHX Text
15

AutoCAD SHX Text
MINIMUM THE 30 INCH CLEAR WIDTH FOR WATER CLOSET COMPARTMENT AND 24 INCH CLEARANCE IN FRONT OF THE WATER CLOSET FOR BATHROOM

AutoCAD SHX Text
16

AutoCAD SHX Text
SMOKE ALARMS 1. OUTSIDE EACH SEPARATE SLEEPING AREA IN THE VICINITY OF THE BEDROOMS. 2. IN EACH STORY. 3. WHEN ONE OR MORE SMOKE ALARM IS REQUIRED THE ALARM DEVICE SHALL BE INTERCONNECTED IN SUCH A MANNER THAT THE ACTUATION OF ONE ALARM WILL ACTIVATE ALL OF THE ALARMS IN THE INDIVIDUAL UNIT. SMOKE ALARMS SHALL BE LISTED IN ACCORDANCE WITH UL 217. SYSTEMS AND COMPONENTS SHALL BE CALIFORNIA STATE MARSHAL LISTED. 

AutoCAD SHX Text
CARBON MONOXIDE ALARMS 1. OUTSIDE EACH SEPARATE DWELLING UNIT SLEEPING AREA IN THE IMMEDIATE VICINITY OF THE BEDROOM(S).  2. ON EVERY LEVEL OF A DWELLING UNIT. WHERE MORE THAN ONE ALARM IS REQUIRED TO BE INSTALLED WITHIN THE DWELLING UNIT OR WITHIN A SLEEPING UNIT THE ALARM SHALL BE INTERCONNECTED IN A  MANNER THAT ACTIVATION OF ONE ALARM SHALL ACTIVATE ALL THE ALARMS IN THE INDIVIDUAL UNIT. 3. SINGLE- AND MULTIPLE-STATION CARBON MONOXIDE ALARMS SHALL BE LISTED AS COMPLYING WITH THE REQUIREMENTS OF UL 2034. CARBON MONOXIDE DETECTORS SHALL BE LISTED AS COMPLYING WITH THE REQUIREMENTS OF UL 2075.

AutoCAD SHX Text
SD

AutoCAD SHX Text
CM

AutoCAD SHX Text
2

AutoCAD SHX Text
4

AutoCAD SHX Text
TG = TEMPERED GLAZ

AutoCAD SHX Text
EVERY DWELLING UNIT SHALL BE PROVIDED WITH HEATING FACILITIES CAPABLE OF MAINTAINING 68 DEG. MIN AT A POINT 3' ABOVE THE FLOOR AND 2' FROM EXTERIOR WALLS IN ALL HABITABLE ROOMS.

AutoCAD SHX Text
HEATING UNIT: DUCTLESS MINI-SPLIT DUAL ZONES 18000 BTUS

AutoCAD SHX Text
SMOKE DETECTORS SHALL BE "HARD WIRED" AND SHALL BE EQUIPPED WITH BATTERY BACK UP CRC R314.3.4-SPECIFIC LOCATION REQ'T

AutoCAD SHX Text
SHALL BE INTERCONNECTED AND HARD-WIRED WITH BATTERY BACK UP CRC R315.2

AutoCAD SHX Text
3

AutoCAD SHX Text
RISE: 6" TREAD: 12"

AutoCAD SHX Text
3.1

AutoCAD SHX Text
CONDENSER: TO BE LOCATED ON LEVEL PERMANENT PAD NOT LESS THAN 3 INCHES ABOVE GRADE, AND ANCHORED TO CONCRETE PAD WITH FOUNDATION THAT IS EMBEDDED INTO GROUND OR TO PREFABRICATED PAD THAT IS ANCHORED INTO GROUND

AutoCAD SHX Text
ALL DIMENSIONS ARE FROM FINISH TO FINISH UNO. FRAMING CONTRACTOR SHALL ACCOUNT FOR GYP BD AND/OR STUCCO THICKNESS FOR FRAMING

AutoCAD SHX Text
1

AutoCAD SHX Text
ALLOW 4" AT HINGE SIDE WHERE DOOR SWINGS INTO WALL

AutoCAD SHX Text
2

AutoCAD SHX Text
(E) WALL TO REMAIN

AutoCAD SHX Text
(E) WALL TO DEMO

AutoCAD SHX Text
NEW FULL HT WALL, 8'-0" CLG HT. 2X6 @16" OC W/ R-19

AutoCAD SHX Text
NON-BEARING WALL 2X4 @16" OC. W/ R-15

AutoCAD SHX Text
3

AutoCAD SHX Text
-

AutoCAD SHX Text
BEARING WALL (INTERIOR) 2X4 @16" OC. W/ R-15

AutoCAD SHX Text
NUMBER OF PANELS IN A FRAME

AutoCAD SHX Text
(2) (3) INDICATES

AutoCAD SHX Text
NO.

AutoCAD SHX Text
PROD.

AutoCAD SHX Text
TBD = TO BE DETERMINED

AutoCAD SHX Text
DOOR

AutoCAD SHX Text
NUMBER

AutoCAD SHX Text
DOOR LOCATION

AutoCAD SHX Text
DOOR

AutoCAD SHX Text
TYPE

AutoCAD SHX Text
MATERIAL

AutoCAD SHX Text
SIZE (WxH)

AutoCAD SHX Text
HOLLOW

AutoCAD SHX Text
SOLID/

AutoCAD SHX Text
GLAZ

AutoCAD SHX Text
AREA

AutoCAD SHX Text
DOOR

AutoCAD SHX Text
FRAME

AutoCAD SHX Text
FINISH

AutoCAD SHX Text
MATERIAL

AutoCAD SHX Text
FRAME

AutoCAD SHX Text
FINISH

AutoCAD SHX Text
DOOR

AutoCAD SHX Text
FIRE

AutoCAD SHX Text
RATING

AutoCAD SHX Text
MANUF

AutoCAD SHX Text
AL = ALUMIMUM

AutoCAD SHX Text
SC = SOLID CORE

AutoCAD SHX Text
HC = HOLLOW CORE

AutoCAD SHX Text
GL = GLASS

AutoCAD SHX Text
VNL = VINYL

AutoCAD SHX Text
WD = WOOD

AutoCAD SHX Text
MTL = METAL

AutoCAD SHX Text
FF = FACTORY FINISHED

AutoCAD SHX Text
STW = STAIN GRADE W00D

AutoCAD SHX Text
STN = STAINED

AutoCAD SHX Text
PTD = PAINTED

AutoCAD SHX Text
DOOR NOTE

AutoCAD SHX Text
OS = OWNER SPECIFIED

AutoCAD SHX Text
SL = SLIDING W/GL

AutoCAD SHX Text
1

AutoCAD SHX Text
-

AutoCAD SHX Text
-

AutoCAD SHX Text
-

AutoCAD SHX Text
-

AutoCAD SHX Text
-

AutoCAD SHX Text
-

AutoCAD SHX Text
SC

AutoCAD SHX Text
SC

AutoCAD SHX Text
WD

AutoCAD SHX Text
FD = FOLDING W/GL

AutoCAD SHX Text
ENTRY

AutoCAD SHX Text
3'-0" X 6'-8"

AutoCAD SHX Text
** SELF CLOSING & SELF-LATCHING 1 3/8" THICK SOLID WOOD OR 20-MIN FIRE RATED W/ SMOKE SEAL

AutoCAD SHX Text
2

AutoCAD SHX Text
-

AutoCAD SHX Text
-

AutoCAD SHX Text
-

AutoCAD SHX Text
-

AutoCAD SHX Text
-

AutoCAD SHX Text
-

AutoCAD SHX Text
SC

AutoCAD SHX Text
-

AutoCAD SHX Text
SC

AutoCAD SHX Text
WD

AutoCAD SHX Text
BED RM

AutoCAD SHX Text
2'-6" X 6'-8"

AutoCAD SHX Text
3

AutoCAD SHX Text
-

AutoCAD SHX Text
-

AutoCAD SHX Text
-

AutoCAD SHX Text
-

AutoCAD SHX Text
-

AutoCAD SHX Text
-

AutoCAD SHX Text
SC

AutoCAD SHX Text
-

AutoCAD SHX Text
SC

AutoCAD SHX Text
WD

AutoCAD SHX Text
TOILET

AutoCAD SHX Text
2'-0" X 6'-8"

AutoCAD SHX Text
4

AutoCAD SHX Text
-

AutoCAD SHX Text
-

AutoCAD SHX Text
-

AutoCAD SHX Text
-

AutoCAD SHX Text
-

AutoCAD SHX Text
-

AutoCAD SHX Text
SC

AutoCAD SHX Text
-

AutoCAD SHX Text
SC

AutoCAD SHX Text
WD

AutoCAD SHX Text
BATHRM

AutoCAD SHX Text
2'-6" X 6'-8"

AutoCAD SHX Text
5

AutoCAD SHX Text
-

AutoCAD SHX Text
-

AutoCAD SHX Text
-

AutoCAD SHX Text
-

AutoCAD SHX Text
-

AutoCAD SHX Text
-

AutoCAD SHX Text
SC

AutoCAD SHX Text
-

AutoCAD SHX Text
SC

AutoCAD SHX Text
WD

AutoCAD SHX Text
REAR ENTRY

AutoCAD SHX Text
3'-0" X 6'-8"

AutoCAD SHX Text
**

AutoCAD SHX Text
-

AutoCAD SHX Text
1

AutoCAD SHX Text
5

AutoCAD SHX Text
**

AutoCAD SHX Text
REMARK

AutoCAD SHX Text
WNDW

AutoCAD SHX Text
NUMBER

AutoCAD SHX Text
WNDW

AutoCAD SHX Text
TYPE

AutoCAD SHX Text
AREA

AutoCAD SHX Text
GLAZ

AutoCAD SHX Text
SIZE (WxH)

AutoCAD SHX Text
MANUF

AutoCAD SHX Text
MAT

AutoCAD SHX Text
FRAME

AutoCAD SHX Text
NOTE

AutoCAD SHX Text
01

AutoCAD SHX Text
SL

AutoCAD SHX Text
16.0 SF

AutoCAD SHX Text
VNL

AutoCAD SHX Text
-

AutoCAD SHX Text
4'-0" x 4'-0"

AutoCAD SHX Text
DUAL GLAZED, MILGARD OR EQ. CAL FIRE RATED

AutoCAD SHX Text
SL

AutoCAD SHX Text
16.0 SF

AutoCAD SHX Text
VNL

AutoCAD SHX Text
-

AutoCAD SHX Text
4'-0" x 4'-0"

AutoCAD SHX Text
-

AutoCAD SHX Text
-

AutoCAD SHX Text
02

AutoCAD SHX Text
SL

AutoCAD SHX Text
6.0 SF

AutoCAD SHX Text
VNL

AutoCAD SHX Text
-

AutoCAD SHX Text
3'-0" x 2'-0"

AutoCAD SHX Text
-

AutoCAD SHX Text
-

AutoCAD SHX Text
03

AutoCAD SHX Text
-

AutoCAD SHX Text
SL

AutoCAD SHX Text
20.0 SF

AutoCAD SHX Text
VNL

AutoCAD SHX Text
-

AutoCAD SHX Text
5'-0" x 4'-0"

AutoCAD SHX Text
-

AutoCAD SHX Text
04

AutoCAD SHX Text
-

AutoCAD SHX Text
05

AutoCAD SHX Text
SL

AutoCAD SHX Text
20.0 SF

AutoCAD SHX Text
VNL

AutoCAD SHX Text
-

AutoCAD SHX Text
5'-0" x 4'-0"

AutoCAD SHX Text
-

AutoCAD SHX Text
-

AutoCAD SHX Text
-

AutoCAD SHX Text
BED RM

AutoCAD SHX Text
ROOM

AutoCAD SHX Text
100

AutoCAD SHX Text
SF

AutoCAD SHX Text
AREA

AutoCAD SHX Text
16.0

AutoCAD SHX Text
SF

AutoCAD SHX Text
GLAZ AREA

AutoCAD SHX Text
16%%%

AutoCAD SHX Text
8.0

AutoCAD SHX Text
SF

AutoCAD SHX Text
VENT AREA

AutoCAD SHX Text
8%%%

AutoCAD SHX Text
HABITABLE ROOMS TO BE PROVIDED W/ MIN 8% OF GLAZ AREA OF THE ROOM FOR NATURAL LIGHT AND MIN 4% OF WINDOW OR DOOR AREA OF THE ROOM OPENABLE TO OUTDOOR FOR VENTILATION

AutoCAD SHX Text
LIVING RM

AutoCAD SHX Text
296

AutoCAD SHX Text
SF

AutoCAD SHX Text
40.0

AutoCAD SHX Text
SF

AutoCAD SHX Text
16%%%

AutoCAD SHX Text
20.0

AutoCAD SHX Text
SF

AutoCAD SHX Text
7%%%

AutoCAD SHX Text
KITCHEN

AutoCAD SHX Text
145

AutoCAD SHX Text
SF

AutoCAD SHX Text
12.0

AutoCAD SHX Text
SF

AutoCAD SHX Text
8%%%

AutoCAD SHX Text
6.0

AutoCAD SHX Text
SF

AutoCAD SHX Text
4%%%

AutoCAD SHX Text
NOTE:

AutoCAD SHX Text
APPLY MOISTURE RESISTANT

AutoCAD SHX Text
GYP. BD. ON LOWER 48" OF

AutoCAD SHX Text
ALL BATHROOM WALLS.

AutoCAD SHX Text
2X PLATE

AutoCAD SHX Text
(E) BOTTOM OF

AutoCAD SHX Text
(E)SIMPSON CLIP

AutoCAD SHX Text
(E)2-2X4 TOP PLATES

AutoCAD SHX Text
CLG JOISTS

AutoCAD SHX Text
2X4 STUDS @16" OC.

AutoCAD SHX Text
5/8" TYPE 'X' GYPSUM PANELS

AutoCAD SHX Text
WOOD SUB-FL. PER PLAN

AutoCAD SHX Text
33

AutoCAD SHX Text
LANDING NOTES: PROVIDE A MIN 36" DEEP FLOOR OR LANDING ON EACH SIDE OF EACH EXTERIOR DOOR, WITH A SLOPE NOT EXCEEDING 1/4 UNIT VERTICAL IN 12 UNITS HORIZONTAL (2%).  THE WIDTH OF EACH LANDING SHALL NOT BE LESS THAN THE DOOR SERVED. (CRC R311.3) MAX. THREDHOLD HEIGHT: 1 1/2"

AutoCAD SHX Text
LANDINGS NOT MORE THAN 7 3/4" BELOW THE THRESHOLD

AutoCAD SHX Text
A. MIN. NET OPNG 5.0 SF B. MIN. NET CLEARING WIDTH: 20 INCHES C. MIN. NET CLEAR HEIGHT: 24 INCHES D. MAX. SILL HEIGHT: 44 INCHES AFF

AutoCAD SHX Text
03

AutoCAD SHX Text
NO. 7 FOUNDATION SILL SCREED 5 1/2" SIZE BY "CEMCO" OR EQ

AutoCAD SHX Text
EXPOSED FINISH GRADE

AutoCAD SHX Text
2 LAYERS OF CITY APPROVED  BUILDING PAPER, LAP OVER SILL SCREED

AutoCAD SHX Text
3/8" PLYWOOD SHEATING W/

AutoCAD SHX Text
1 1/2" MIN.

AutoCAD SHX Text
HARDI PLANK LAP SIDING 

AutoCAD SHX Text
6 1/2" FIBER CEMENT SIDING

AutoCAD SHX Text
HIGH FIRE RATED

AutoCAD SHX Text
STARTER COURSE

AutoCAD SHX Text
8" MIN

AutoCAD SHX Text
5/8" GYP. BD

AutoCAD SHX Text
MAX. LENGTH IS REDUCED 2 FEET FOR EACH ADDITIONAL BEND. EXHAUST DUCTS AND DRYER VENTS SHALL BE EQUIPPED WITH BACK-DRAFT DAMPERS

AutoCAD SHX Text
LAUNDRY ROOM NOTES: MAX. HORIZONTAL AND VERTICAL LENGTH IS 14 FEET WITH TWO OFFSETS.

AutoCAD SHX Text
8

AutoCAD SHX Text
REQUIRED EXHAUST FAN: 50 CFM

AutoCAD SHX Text
TERMINATE 4" DIA. EXHAUST VENT @ EXTERIOR WALL OR ROOF

AutoCAD SHX Text
PANASONIC SPOT ENERGY RECOVERY UNIT VENTILATOR "FV-04VE-1" OR. EQ.

AutoCAD SHX Text
Sheet Number

AutoCAD SHX Text
Sheet Title

AutoCAD SHX Text
Drawn

AutoCAD SHX Text
Contract Date

AutoCAD SHX Text
:

AutoCAD SHX Text
:

AutoCAD SHX Text
I     S     S     U     E     S

AutoCAD SHX Text
ISSUED

AutoCAD SHX Text
DESCRIPTION

AutoCAD SHX Text
DATE

AutoCAD SHX Text
-

AutoCAD SHX Text
-

AutoCAD SHX Text
-

AutoCAD SHX Text
-

AutoCAD SHX Text
-

AutoCAD SHX Text
PLAN PREPARED BY CHRIS PARK (858-201-8826)

AutoCAD SHX Text
THIS DOCUMENT, AND THE IDEAS AND DESIGNS INCORPORATED HEREIN, AS AN INSTRUMENT OF PROFESSIONAL SERVICE, ARE THE PROPERTY OF LZ CONSTRUCTION EXPRESSLY RESERVES THEIR COMM0N LAW COPYRIGHT AND ANY PROPERTY RIGHTS IN THE PLANS. THESE PLANS ARE NOT TO BE REPRODUCED, CHANGED OR COPIED IN ANY FORM WHATSOEVER. NOR ARE THEYTO BE ASSIGNED TO A THIRD PARTY WITHOUT FIRST OBTAINING THE WRITTEN PERMISSION AND CONSENT OF LZ CONSTRUCTION. IN THE EVENT OF UNAUTHORIZED USE OF THESE PLANS BY ANY THIRD PARTY, THE CLIENT AGREES TO HOLD HARMLESS, INDEMNIFY, AND DEFEND LZ CONSTRUCTION FROM ANY AND ALL CLAIMS ARISING FROM SUCH UNAUTHORIZED REUSE. VISUAL CONTACT WITH THESE PLANS AND SPECIFICATIONS SHALL CONSTITUTE PRIMA FACIE EVIDENCE OF THE ACCEPTANCE OF THESE RESTRICTIONS



SWITCH

CLNG MOUNTED LT

PENDANT LT

CLNG FAN AND LT

RECESSED DOWN LT

WALL MOUNTED LT

2X22X4 FLUO LT

CLNG PLAN LEGEND

1X4 FLUO LT

EXHAUST FAN

FLUO STRIP LT

LT

A30

CEILING PLAN
BMP

1 SCALE   1/4" = 1'-0"

ROOF PLAN

ROOF PLAN

2 SCALE   NTS

ROOF SHEATHING

ATTIC VENTILATION
AREA CALCULATION

EAST SD COUNTY
INDIAN RESERVATION

EWIIAAPAAYP
BAND OF KUMEYAAY

10
05

1 
Q

UA
IL

 C
AN

YO
N

 R
D

. E
L 

CA
JO

N
, C

A 
92

02
1

61
9-

44
3-

40
44

; l
zc

on
st

ru
ct

io
n.

co
m

LI
C.

 #
51

35
54

-B

3 SCALE   1/4" = 1'-0"

CEILING PLAN

AutoCAD SHX Text
(N)CLASS A ROOF COVERING - SHINGLES (30 YRS) ICC-ES ESR-1475 GAF, OR EQ  W/ SYNTHETIC UDL 6:12 SLOPE TYP.

AutoCAD SHX Text
RIDGE

AutoCAD SHX Text
EAVES (HARDI PANEL CEMENT BOARD, HIGH FIRE RATED), TYP.

AutoCAD SHX Text
EAVE

AutoCAD SHX Text
OVERHANG TYP.

AutoCAD SHX Text
BLDG LINES BELOW, TYP

AutoCAD SHX Text
RAKE

AutoCAD SHX Text
RAKE

AutoCAD SHX Text
ATTIC VENTS BRANGUARD FIRE-RATED, TYP.

AutoCAD SHX Text
RAIN GUTTER @EA. SIDE SHEET METAL W/ DN. SPOUTS BOTH SIDES, TYP.

AutoCAD SHX Text
NOTE:  SYMBOLS INDICATED ON THIS SHEET IS LIMITED TO ARCHITECTURAL ELEMENTS ONLY. REFER TO ELEC AND MECH DWG FOR OTHER DETAILED INFORMATION

AutoCAD SHX Text
(E)

AutoCAD SHX Text
EXISTING, NO CHANGE

AutoCAD SHX Text
(ER)

AutoCAD SHX Text
EXISTING, RELOCATED

AutoCAD SHX Text
(E) ELEMENT TO REMOVE

AutoCAD SHX Text
(E) FIXT TO BE RELOCATED

AutoCAD SHX Text
(E) FIXT TO BE REMOVED

AutoCAD SHX Text
(EM)

AutoCAD SHX Text
MATCH ADJACENT EXISTING FIXT

AutoCAD SHX Text
LIGHT FIXTURE PER SPEC

AutoCAD SHX Text
(50 CFM MIN)

AutoCAD SHX Text
BATHROOM CIRCUITING SHALL BE EITHER: (A) A 20 AMP CIRCUIT DEDICATED TO EACH BATHROOM OR (B) AT LEAST 20-AMP CIRCUIT SUPPLYING ONLY BATHROM RECEPTACLE OUTLETS

AutoCAD SHX Text
ALL 125-VOLT, 15 AND 20 AMP RECEPTACLES SHALL BE LISTED TAMPER-RESISTANT RECEPTACLES IN ALL AREAS SPECIFIED IN THE CALIFORNIA ELECTRICAL CODE SECTION 210.52 LISTED TAMPER-RESISTANT 125-VOLT 15/20 AMP RECEPTACLES ARE REQUIRED IN BEDROOMS, BATHROOMS, LIVING ROOMS, ETC

AutoCAD SHX Text
ALL BRANCH CIRCUITS THAT SUPPLY 125 VOLT, SINGLE-PHASE 15 & 20 - AMPERE OUTLETS INSTALLED IN DWELLING UNIT SHALL BE PROTECTED BY AN ARC-FAULT CIRCUIT INTERRUPTERS. NEC210-12(b)

AutoCAD SHX Text
LIGHTING IN BATHROOMS SHALL HAVE ALL HIGH EFFICACY LUMINAIRE AND AT LEAST ONE LUMINAIRE MUST BE CONTROLLED BY A VACANCY SENSOR.

AutoCAD SHX Text
ALL THE INSTALLED WATTAGE OF LUMINAIRES IN KITCHENS SHALL BE HIGH EFFICACY AND SHALL HAVE A MANUAL ON/OFF IN ADDITION TO A VACANCY SENSOR OR DIMMER.  UNDER CABINET LIGHTING SHALL BE SWITCHED SEPARATELY.

AutoCAD SHX Text
OTHER ROOMS: ALL LUMINAIRES SHALL BE HIGH EFFICACY AND SHALL HAVE A MANUAL ON/OFF IN ADDITION TO A VACANCY SENSOR OR DIMMER

AutoCAD SHX Text
3-WAY SWITCHES

AutoCAD SHX Text
A RECEPTACLE OUTLET: NO POINT ALONG THE WALL SPACE WILL BE MORE THAN 6 FT FROM A RECEPTACLE OUTLET

AutoCAD SHX Text
@12'-0" OC.

AutoCAD SHX Text
MO

AutoCAD SHX Text
MOTION SENSOR W/ PHOTOCELL SWITCH

AutoCAD SHX Text
VS

AutoCAD SHX Text
VACANCY SENSOR SWITCH

AutoCAD SHX Text
3

AutoCAD SHX Text
WP

AutoCAD SHX Text
WEATHER-PROOF

AutoCAD SHX Text
KITCHEN SMALL APPLICANCE CIRCUITS SHALL SERVE ONLY ONE KITCHEN

AutoCAD SHX Text
BATHROOM RECEPTACLE OUTLETS SHALL BE SERVED BY AT LEAST ONE 20-AMP BRANCH CIRCUIT.  NO OTHER RECEPTACLES MAY BE INSTALLED ON THIS CIRCUIT.  MORE THAN BATHROOM MAY BE SERVED BY THE DEDICATED BRANCH CIRCUIT.  EXCEPTION: WHERE THE 20-AMP CIRCUIT SUPPLIES A SINGLE BATHROOM, OUTLETS FOR OTHER EQUIPMENT WITHIN THE SAME BATHROOM SHALL BE PERMITTED TO BE SUPPLIED PER 210-23(a). SECTION 210-11(c), 3.

AutoCAD SHX Text
FOR A ONE-FAMILY DWELLING AND EACH UNIT OF A TWO-FAMILY DWELLING THAT IS AT GRADE LEVEL, AT LEAST ON RECEPTACLE OUTLET ACCESSIBLE AT GRADE LEVEL AND NOT MORE THAN 6'-6" ABOVE GRADE SHALL BE INSTALLED AT THE FRONT AND BACK OF THE DWELLING

AutoCAD SHX Text
ALL 125-VOLT SINGLE PHASE, 15 AND 20 AMP CIRCUITS INSTALLED SHALL BE PROTECTED BY AN ARC-FAULT-CIRCUIT-INTERRUPTER(S), (AFCI).

AutoCAD SHX Text
ALL RECEPTACLE OUTLETS SHALL BE TAMPER RESISTANT

AutoCAD SHX Text
A 125-VOLT, SINGLE-PHASE, 15 OR 20-AMPERE-RATED RECEPTACLE OUTLET SHALL BE INSTALLED AT AN ACCESSIBLE LOCATION FOR THE SERVICING OF HEATING, AIR-CONDITIONING, AND REFRIGERATION EQUIPMENT IN ATTICS AND CRAWL SPACES.  THE RECEPTACLE SHALL BE LOCATED ON THE SAME LEVEL AND WITHIN 25' (7620mm) OF THE HEATING, AIR-CONDITIONING, AND REFRIGERATION EQUIPMENT.  THE RECEPTACLE OUTLET SHALL NOT BE CONNECTED TO THE LOAD SIDE OF THE EQUIPMENT DISCONNECTIING MEANS (210-63).

AutoCAD SHX Text
GROUND-FAULT-CIRCUIT-INTERRUPTER (GFCI) PROTECTION IS REQUIRED IN THE FOLLOWING LOCATIONS (NEC 210-8). BATHROOMS, KITCHEN COUNTERS, IN GARAGES, OUTDOORS, CRAWL SPACES AND NON-HABITABLE ACCESSORY BUILDINGS USED FOR STORAGE OR WORK AREAS AT OR BELOW GRADE LEVEL, AND IN UNFINISHED NON-HABITABLE BASEMENTS LIMITED TO STORAGE AND WORK AREAS OR SIMILAR USES.

AutoCAD SHX Text
EXTERIOR CONVENIENCE OUTLETS SHALL BE OF THE "WEATHER-PROOF" TYPE.

AutoCAD SHX Text
BATHROOM EXHAUST FANS SHALL BE ENERGY STAR COMPLIANT AND DUCTED TO TERMINATE OUSIDE THE BUILDING

AutoCAD SHX Text
EXHAUST FAN ON CEILING PANASONIC SPOT ENERGY RECOVERY UNIT VENTILATOR "FV-04VE-1", OR EQ.

AutoCAD SHX Text
THE CONTROL VALVES IN SHOWERS, TUB/SHOWERS, BATHTUBS, AND BIDETS MUST BE PRESSURE BALANCED OR THERMOSTATIC MIXING VALVES

AutoCAD SHX Text
KITCHEN AND BATHROOM FASNS TO HAVE A MAXIMUM NOISE RATING OF 3 SONE

AutoCAD SHX Text
KITCHEN REQUIRE EXHAUST FAN WITH A MINIMUM 100 CFM DUCTED TO THE EXTERIOR.

AutoCAD SHX Text
KITCHEN COUNTER RECEPTACLE OUTLETS SHALL BE LOCATED NO MORE THAN 48 INCHES AWAY FROM WALLS AND NO MORE THAN 12 FEET APART

AutoCAD SHX Text
AFCI PROTECTION REQ'D AT ALL 120V CIRCUIT EXCEPT BATHROOM RECEPTACLES, NOT JUST WALL RECEPTACLES

AutoCAD SHX Text
EXTERIOR LIGHTS: FOR DWELLING UNITS, ATTACHED GARAGE, AND DETACHED GARAGES WITH ELECTRIC POWER, AT LEAST ONE WALL SWITCH-CONTROLLED LIGHTING OUTLET SHALL BE INSTALLED TO PROVIDE ILLUMINATION ON THE EXTERIOR SIDE OF OUTDOOR ENTRANCES OR EXITS WITH GRADE LEVEL ACCESS. A VEHICLE DOOR IN A GARAGE SHALL NOT BE CONSIDERED AS AN OUTDOOR ENTRANCE OR EXIT. EXCEPTION: REMOTE, CENTRAL, OR AUTOMATIC CONTROL OF LIGHTING SHALL BE PERMITTED

AutoCAD SHX Text
LIGHTING IN BATHROOMS SHALL HAVE ALL HIGH EFFICACY LUMINAIRE AND AT LEAST ONE LUMINAIRE MUST BE CONTROLLED BY A VACANCY SENSOR

AutoCAD SHX Text
ALL PLUMBING FIXTURES AND FITTINGS WILL BE WATER CONSERVING

AutoCAD SHX Text
PLUMBING FIXTURES (WATER CLOSET AND URINALS) AND FITTINGS (FAUCETS AND SHOWER HEADS) SHALL BE INSTALLED IN ACCORDANCE WITH THE CALIFORNIA PLUMBING CODES (CPC)

AutoCAD SHX Text
MECHANICAL EXHAUST FANS WHICH EXHAUST DIRECTLY FROM BATHOORMS SHALL COMPLY WITH THE FOLLOWING; A. FANS SHALL BE ENERGY STAR COMPLIANT AND BE DUCTED TO TERMINATE OUTSIDE THE BUILDING B. UNLESS FUNCTIONING AS A COMPONENT OF A WHOLE HOUSE VENTILATIONS SYSTEM, FANS MUST BE CONTROLLED BY A HUMIDISTAT WHICH SHALL BE READILY ACCESSIBLE. HUMIDISTAT CONTROLS SHALL BE CAPABLE OF ADJUSTMENT BETWEEN A RELATIVE HUMIDITY RANGE OF 50 TO 80 PERCENT

AutoCAD SHX Text
PROVIDE AT LEAST ONE 20-AMPERE BRANCH CIRCUIT TO SERVE LAUNDRY APPLIANCE.  SUCH CIRCUIT(S) SHALL HAVE NO OTHER OUTLETS

AutoCAD SHX Text
PROVIDE AT LEAST TWO 20-AMPERE SMALL APPLIANCE BRANCH CICUITS TO SERVE ALL WALL, FLOOR, AND COUNTERTOP RECEPTACLES IN KITCHEN, PANTRY, BREAKFAST ROOM, DINING ROOM, OR SIMILAR AREA. SUCH CIRCUITS SHALL HAVE NO OTHER OUTLETS

AutoCAD SHX Text
EF

AutoCAD SHX Text
1

AutoCAD SHX Text
EXHAUST FAN ON CEILING NUTONE-BROAN "HB80RL"

AutoCAD SHX Text
VS

AutoCAD SHX Text
VS

AutoCAD SHX Text
GFCI

AutoCAD SHX Text
MO

AutoCAD SHX Text
WP

AutoCAD SHX Text
MO

AutoCAD SHX Text
WP

AutoCAD SHX Text
22"X30" ATTIC  ACCESS

AutoCAD SHX Text
GFCI

AutoCAD SHX Text
GFCI

AutoCAD SHX Text
GFCI

AutoCAD SHX Text
WP

AutoCAD SHX Text
3

AutoCAD SHX Text
3

AutoCAD SHX Text
3

AutoCAD SHX Text
3

AutoCAD SHX Text
EF

AutoCAD SHX Text
1

AutoCAD SHX Text
EF

AutoCAD SHX Text
1

AutoCAD SHX Text
F.N. @12" OC AT ROOF

AutoCAD SHX Text
3/8" MIN. NAIL TO PLY EDGE.

AutoCAD SHX Text
4'X8' TYP. PLY. SHEETS 5/8" THK OSB W/ 8D NAILS (1 5/8" MIN. PENETRATION)

AutoCAD SHX Text
NO BLKG. REQ'D UNDER PLY. JOINTS PERPENDICULAR TO JOINTS UNO.

AutoCAD SHX Text
EDGE OF JOINTS TO  BE CENTERED ON JOISTS

AutoCAD SHX Text
ROOF JOISTS

AutoCAD SHX Text
STAGGER JOINTS @4' OC.

AutoCAD SHX Text
B.N. @ 6" OC. MIN.

AutoCAD SHX Text
E.N.

AutoCAD SHX Text
PANEL EDGES

AutoCAD SHX Text
TOTAL (N) ATTIC AREA: 720 SF VENT AREA REQ'D: 720/150 = 4.8 SF. VENT SIZE (12"X24" ) : 2.0 SF NO. OF VENT PROVIDED: 4 VENT AREA PROVIDED: 8.0 SF.

AutoCAD SHX Text
Sheet Number

AutoCAD SHX Text
Sheet Title

AutoCAD SHX Text
Drawn

AutoCAD SHX Text
Contract Date

AutoCAD SHX Text
:

AutoCAD SHX Text
:

AutoCAD SHX Text
I     S     S     U     E     S

AutoCAD SHX Text
ISSUED

AutoCAD SHX Text
DESCRIPTION

AutoCAD SHX Text
DATE

AutoCAD SHX Text
-

AutoCAD SHX Text
-

AutoCAD SHX Text
-

AutoCAD SHX Text
-

AutoCAD SHX Text
-

AutoCAD SHX Text
PLAN PREPARED BY CHRIS PARK (858-201-8826)

AutoCAD SHX Text
THIS DOCUMENT, AND THE IDEAS AND DESIGNS INCORPORATED HEREIN, AS AN INSTRUMENT OF PROFESSIONAL SERVICE, ARE THE PROPERTY OF LZ CONSTRUCTION EXPRESSLY RESERVES THEIR COMM0N LAW COPYRIGHT AND ANY PROPERTY RIGHTS IN THE PLANS. THESE PLANS ARE NOT TO BE REPRODUCED, CHANGED OR COPIED IN ANY FORM WHATSOEVER. NOR ARE THEYTO BE ASSIGNED TO A THIRD PARTY WITHOUT FIRST OBTAINING THE WRITTEN PERMISSION AND CONSENT OF LZ CONSTRUCTION. IN THE EVENT OF UNAUTHORIZED USE OF THESE PLANS BY ANY THIRD PARTY, THE CLIENT AGREES TO HOLD HARMLESS, INDEMNIFY, AND DEFEND LZ CONSTRUCTION FROM ANY AND ALL CLAIMS ARISING FROM SUCH UNAUTHORIZED REUSE. VISUAL CONTACT WITH THESE PLANS AND SPECIFICATIONS SHALL CONSTITUTE PRIMA FACIE EVIDENCE OF THE ACCEPTANCE OF THESE RESTRICTIONS



A35

FOUNDATION PLAN
FRAMING PLAN
ROOF FRAMING PLAN

8

SYM PLF ASSEMBLY (3) NAILING (1)

SHEAR WALL SCHEDULE

8

SYM

SHEAR TRNASFER SCHD. (1,2,3)

A B C D E F

A

B

C

D

E

F

FASTENERS NOTES

SHEAR SCHEDULES

EAST SD COUNTY
INDIAN RESERVATION

EWIIAAPAAYP
BAND OF KUMEYAAY

10
05

1 
Q

UA
IL

 C
AN

YO
N

 R
D

. E
L 

CA
JO

N
, C

A 
92

02
1

61
9-

44
3-

40
44

; l
zc

on
st

ru
ct

io
n.

co
m

LI
C.

 #
51

35
54

-B

1 SCALE   1/4"=1'-0"

FOUNDATION PLAN

DETAILS

4 SCALE   1"=1'-0"

PAD FOOTING

5 SCALE   1 1/2"=1'-0"

FOOTING DETAIL

2 SCALE   1/4"=1'-0"

FRAMING PLAN3 SCALE   1/4"=1'-0"

ROOF FRAMING PLAN

AutoCAD SHX Text
1'-2" SQ X 12" DEEP W/3-#4 EA.WAY @BTM.

AutoCAD SHX Text
6X12 BEAM P.T, TYP

AutoCAD SHX Text
6X12 BEAM P.T, TYP

AutoCAD SHX Text
2X6 FLR JOISTS @16" OC. W/ HU HGR

AutoCAD SHX Text
2X6 FLR JOISTS @16" OC. W/ HU HGR

AutoCAD SHX Text
4

AutoCAD SHX Text
-

AutoCAD SHX Text
(N)RAISED FOOTING, TYP.

AutoCAD SHX Text
5

AutoCAD SHX Text
-

AutoCAD SHX Text
4

AutoCAD SHX Text
-

AutoCAD SHX Text
CMU DETAIL

AutoCAD SHX Text
SIMPSON LUS HGR

AutoCAD SHX Text
SIMPSON "ABU66Z" COLUMN BASE

AutoCAD SHX Text
6X12 BEAM PER PLAN

AutoCAD SHX Text
CONCRETE PAD FOOTING

AutoCAD SHX Text
GRADE

AutoCAD SHX Text
VERIFY

AutoCAD SHX Text
VERIFY

AutoCAD SHX Text
#4 REBARS TOP & BOTTOM W/ 3" CLEARANCE BOTHWAYS

AutoCAD SHX Text
2X PL. W/5/8"dX10" HEADED A.B.@48"O.C

AutoCAD SHX Text
3"X3"X .229"WASHER TYP. ZINC COATED

AutoCAD SHX Text
BLOCKING

AutoCAD SHX Text
2X P.T. SILL PLATE

AutoCAD SHX Text
CMU (8X8X16) TYP.

AutoCAD SHX Text
(E)GRADE

AutoCAD SHX Text
#4 HORIZONTAL REBAR @24" OC.

AutoCAD SHX Text
2-#4 HORIZONTAL REBAR W/ MIN. 3" CLEAR BOTH WAY

AutoCAD SHX Text
#4 VERTICAL REBAR @48" OC.

AutoCAD SHX Text
#4 WALL REINF @12" OC. TERMINATING IN HEADER BLOCK W/ 90 DEGREE HOOK

AutoCAD SHX Text
FL. JOISTS PER PLAN W/ R-40

AutoCAD SHX Text
FL. SHEATHING

AutoCAD SHX Text
VERIFY

AutoCAD SHX Text
VERIFY

AutoCAD SHX Text
2X SILL PT.

AutoCAD SHX Text
2X6 @16" OC. W/ R-19

AutoCAD SHX Text
VERIFY

AutoCAD SHX Text
8

AutoCAD SHX Text
8

AutoCAD SHX Text
8

AutoCAD SHX Text
8

AutoCAD SHX Text
8

AutoCAD SHX Text
8

AutoCAD SHX Text
8

AutoCAD SHX Text
8

AutoCAD SHX Text
8

AutoCAD SHX Text
8

AutoCAD SHX Text
6X6 HDR

AutoCAD SHX Text
6X4 HDR

AutoCAD SHX Text
6X4 HDR

AutoCAD SHX Text
4X4 HDR

AutoCAD SHX Text
4X4 HDR

AutoCAD SHX Text
4X4 HDR

AutoCAD SHX Text
6X4 HDR

AutoCAD SHX Text
6X4 HDR

AutoCAD SHX Text
6X4 HDR

AutoCAD SHX Text
6X4 HDR

AutoCAD SHX Text
6X6 POST W/ HDU2

AutoCAD SHX Text
4X4 POST W/ HDU2

AutoCAD SHX Text
4X4 POST W/ HDU2

AutoCAD SHX Text
4X8 HDR

AutoCAD SHX Text
CEILING JOISTS 2X6 @24" OC.

AutoCAD SHX Text
6:12 R. RAFTERS 2X8 @24" OC.

AutoCAD SHX Text
CEILING JOISTS 2X6 @24" OC.

AutoCAD SHX Text
6:12 R. RAFTERS 2X8 @24" OC.

AutoCAD SHX Text
2X10 RIDGE BD

AutoCAD SHX Text
BLDG. LINE BELOW

AutoCAD SHX Text
260

AutoCAD SHX Text
FIELD NAIL WITH SAME SIZE @12" OC.

AutoCAD SHX Text
1/2" APA SHT'G STR I

AutoCAD SHX Text
8D COMMON @6" OC.; 8D F.N.@12" OC.

AutoCAD SHX Text
1.

AutoCAD SHX Text
NAILING FOR APA SHEATHING SHEAR WALL APPLIES TO ALL EDGE NAILING.

AutoCAD SHX Text
3X MEMBERS.  FOUNDATION SILL SHALL BE 3 OR 2X MEMBERS PER

AutoCAD SHX Text
FRAMING RECEIVING EDGE NAILING FROM ABUTTING PANELS SHALL BE 

AutoCAD SHX Text
BE STAGGERED.

AutoCAD SHX Text
ANCHOR BOLT SPACING.  PLYWOOD JOINT & SILL PLATE NAILING SHALL

AutoCAD SHX Text
BE HORIZONTAL ACROSS FRAMING IF @24" OC. (UNO).  PANEL EDGES

AutoCAD SHX Text
ALL STUDS SHALL BE 2X4 MIN @16" OC. OR PANEL FACE GRAIN SHALL

AutoCAD SHX Text
NOTE NOTE NOTE NOTE NOTE NOTE NOTE NOTE NOTE NOTE NOTE NOTE

AutoCAD SHX Text
BETWEEN STUDS SHALL BE SOLID BLOCKED (UNO)

AutoCAD SHX Text
& NAILS ARE LESS THAN 6" OC. PANEL JOINTS SHALL BE OFFSET ON 

AutoCAD SHX Text
WHERE PLYWOOD SHEAR PANEL IS APPLIED TO BOTH SIDES OF A WALL

AutoCAD SHX Text
3X AND NAILS SHALL BE STAGGERED.

AutoCAD SHX Text
DIFFERENT FRAMING MEMBERS OR STUDS AND SILL PLATES SHALL BE

AutoCAD SHX Text
RESISTING SEISMIC FORCES.

AutoCAD SHX Text
SHEAR VALUES SHALL BE REDUCED 50% FOR GYPSUM BOARD WALLS

AutoCAD SHX Text
SILL PLATES SHALL BE ON 2X MEMBERS.

AutoCAD SHX Text
2.

AutoCAD SHX Text
3.

AutoCAD SHX Text
4.

AutoCAD SHX Text
5.

AutoCAD SHX Text
6.

AutoCAD SHX Text
16D COMMON NAIL

AutoCAD SHX Text
SILL PLATE TO WOOD FLOOR  BLOCKING TO TOP PLATE

AutoCAD SHX Text
SILL PLATE TO CONCRETE (2) 

AutoCAD SHX Text
6

AutoCAD SHX Text
48

AutoCAD SHX Text
60

AutoCAD SHX Text
16

AutoCAD SHX Text
16

AutoCAD SHX Text
6

AutoCAD SHX Text
IN. OC.

AutoCAD SHX Text
(RFB#5X10) WITH MIN 5" EMBEDMENT PER ESR-2508 SP. INSP. RQ.

AutoCAD SHX Text
WHEREVER EXISTINGANCHOR BOLTS ARE NOT ADEQUATE PER THIS SCHEDULE, USE 5/8" TREADED ROD 

AutoCAD SHX Text
WITH A 3"X3"X0.229" THICK WASHER

AutoCAD SHX Text
IN SEISMIC ZONE 4, (CALIF.) USE ONLY 5/8" AB'S WITH MIN. 7" EMBEDMENT INTO CONC. OR MASONRY

AutoCAD SHX Text
USE LTP5 WHEN INSTALLED OVER SHEATHING OR USE 8D COMMON ON LTP4.

AutoCAD SHX Text
IF SHEAR WALL OCCURS ON BOTH SIDES OF FOOTING THEN AB SPACING TO BE REDUCED BY 1/2.

AutoCAD SHX Text
1.

AutoCAD SHX Text
5/8" DIA. AB'S ON  

AutoCAD SHX Text
2X SILL PLATE

AutoCAD SHX Text
5/8" DIA. AB'S ON  

AutoCAD SHX Text
3X SILL PLATE

AutoCAD SHX Text
A35 CONNECTOR  

AutoCAD SHX Text
LTP4 CONNECTOR (4)  

AutoCAD SHX Text
16D COMMON NAILS 

AutoCAD SHX Text
2.

AutoCAD SHX Text
3.

AutoCAD SHX Text
4.

AutoCAD SHX Text
FASTENERS INCLUDING NUTS AND WASHERS FOR PRESERVATIVE-TREATED-WOOD (IN ALL APPLICATIONS) AND FIRE-RETARDANT-TREATED WOOD (IN EXTERIOR APPLICATIONS) SHALL BE OF HOT DIPPED ZINC-COATED GALVANIZED STEEL, STAINLESS STEEL, SILICONE BORNZE, OR COPPER (CRC R317.3)

AutoCAD SHX Text
Sheet Number

AutoCAD SHX Text
Sheet Title

AutoCAD SHX Text
Drawn

AutoCAD SHX Text
Contract Date

AutoCAD SHX Text
:

AutoCAD SHX Text
:

AutoCAD SHX Text
I     S     S     U     E     S

AutoCAD SHX Text
ISSUED

AutoCAD SHX Text
DESCRIPTION

AutoCAD SHX Text
DATE

AutoCAD SHX Text
-

AutoCAD SHX Text
-

AutoCAD SHX Text
-

AutoCAD SHX Text
-

AutoCAD SHX Text
-

AutoCAD SHX Text
PLAN PREPARED BY CHRIS PARK (858-201-8826)

AutoCAD SHX Text
THIS DOCUMENT, AND THE IDEAS AND DESIGNS INCORPORATED HEREIN, AS AN INSTRUMENT OF PROFESSIONAL SERVICE, ARE THE PROPERTY OF LZ CONSTRUCTION EXPRESSLY RESERVES THEIR COMM0N LAW COPYRIGHT AND ANY PROPERTY RIGHTS IN THE PLANS. THESE PLANS ARE NOT TO BE REPRODUCED, CHANGED OR COPIED IN ANY FORM WHATSOEVER. NOR ARE THEYTO BE ASSIGNED TO A THIRD PARTY WITHOUT FIRST OBTAINING THE WRITTEN PERMISSION AND CONSENT OF LZ CONSTRUCTION. IN THE EVENT OF UNAUTHORIZED USE OF THESE PLANS BY ANY THIRD PARTY, THE CLIENT AGREES TO HOLD HARMLESS, INDEMNIFY, AND DEFEND LZ CONSTRUCTION FROM ANY AND ALL CLAIMS ARISING FROM SUCH UNAUTHORIZED REUSE. VISUAL CONTACT WITH THESE PLANS AND SPECIFICATIONS SHALL CONSTITUTE PRIMA FACIE EVIDENCE OF THE ACCEPTANCE OF THESE RESTRICTIONS



ROOF FRAMING OPTIONS

PRESSURE-PRESERVATIVE TREATED WOOD

A40

SECTION
ELEVATIONS

EAST SD COUNTY
INDIAN RESERVATION

EWIIAAPAAYP
BAND OF KUMEYAAY

10
05

1 
Q

UA
IL

 C
AN

YO
N

 R
D

. E
L 

CA
JO

N
, C

A 
92

02
1

61
9-

44
3-

40
44

; l
zc

on
st

ru
ct

io
n.

co
m

LI
C.

 #
51

35
54

-B

1 SCALE   1/2" = 1'-0"

SECTION AA

3 SCALE   1/4" = 1'-0"

FRONT ELEVATION 2 SCALE   1/4" = 1'-0"

SIDE ELEVATION

5 SCALE   1/4" = 1'-0"

REAR ELEVATION 4 SCALE   1/4" = 1'-0"

SIDE ELEVATION
UNDER-FLOOR  VENTILATION
AREA CALCULATION

AutoCAD SHX Text
VERIFY

AutoCAD SHX Text
5

AutoCAD SHX Text
A35

AutoCAD SHX Text
CONNECTION DETAILS

AutoCAD SHX Text
2X6 @16" OC. W/ R-19

AutoCAD SHX Text
CEILING JOISTS PER PLAN W/ R-40

AutoCAD SHX Text
ROOF RAFTERS PER PLAN

AutoCAD SHX Text
RIDGE BD PER PLAN

AutoCAD SHX Text
4

AutoCAD SHX Text
A35

AutoCAD SHX Text
FLOOR JOIST 2X6 @16" OC. W/ R-40

AutoCAD SHX Text
FLOOR JOIST 2X6 @16" OC. W/ R-40

AutoCAD SHX Text
12

AutoCAD SHX Text
6

AutoCAD SHX Text
ROOF SHEATHING 5/8" OSB, OR EQ

AutoCAD SHX Text
COLLAR TIE, 2X4 EACH SIDE @48" OC.

AutoCAD SHX Text
OVERHANG

AutoCAD SHX Text
OVERHANG

AutoCAD SHX Text
2X6 @16" OC. W/ R-19

AutoCAD SHX Text
MIN. TYP.

AutoCAD SHX Text
2X4 PURLIN BRACE @48" OC. (OFFSET / STAGGER 24" OC. FROM ADJACENT SIDE)

AutoCAD SHX Text
8

AutoCAD SHX Text
8

AutoCAD SHX Text
DBL TOP PT. BOTH SIDES

AutoCAD SHX Text
INTERIOR 5/8" GYPSUM BD

AutoCAD SHX Text
1. CONVENTIONAL CEILING JOISTS &       ROOF RAFTERS 2. ENGINEERED ROOF TRUSSES    REFER TO SHEET A-70

AutoCAD SHX Text
WOOD JOISTS OR THE BOTTOM OF A WOOD STRUCTURAL FLOOR WHEN CLOSER THAN 18"  (OR WOOD GIRDERS WHEN CLOSER THAN 12") TO EXPOSED GROUND

AutoCAD SHX Text
VERIFY

AutoCAD SHX Text
(E)GRADE

AutoCAD SHX Text
(E)GRADE

AutoCAD SHX Text
TOP OF ROOF

AutoCAD SHX Text
EL 16'-0"

AutoCAD SHX Text
BOTTOM OF EAVES

AutoCAD SHX Text
EL 8'-10"

AutoCAD SHX Text
TOP OF SHEATHING

AutoCAD SHX Text
EL 2'-0"

AutoCAD SHX Text
GRADE

AutoCAD SHX Text
EL 0'-0"

AutoCAD SHX Text
1

AutoCAD SHX Text
05

AutoCAD SHX Text
04

AutoCAD SHX Text
01

AutoCAD SHX Text
CRAWLSPACE VENTILATION BRANGAURD, FIRE-RATED

AutoCAD SHX Text
SIDING PER PLAN, TYP.

AutoCAD SHX Text
SIDING PER PLAN, TYP.

AutoCAD SHX Text
5

AutoCAD SHX Text
03

AutoCAD SHX Text
02

AutoCAD SHX Text
SIDING PER PLAN, TYP.

AutoCAD SHX Text
SIDING PER PLAN, TYP.

AutoCAD SHX Text
CRAWLSPACE VENTILATION BRANGAURD, FIRE-RATED

AutoCAD SHX Text
CRAWLSPACE VENTILATION BRANGAURD, FIRE-RATED

AutoCAD SHX Text
Sheet Number

AutoCAD SHX Text
Sheet Title

AutoCAD SHX Text
Drawn

AutoCAD SHX Text
Contract Date

AutoCAD SHX Text
:

AutoCAD SHX Text
:

AutoCAD SHX Text
I     S     S     U     E     S

AutoCAD SHX Text
ISSUED

AutoCAD SHX Text
DESCRIPTION

AutoCAD SHX Text
DATE

AutoCAD SHX Text
-

AutoCAD SHX Text
-

AutoCAD SHX Text
-

AutoCAD SHX Text
-

AutoCAD SHX Text
-

AutoCAD SHX Text
PLAN PREPARED BY CHRIS PARK (858-201-8826)

AutoCAD SHX Text
THIS DOCUMENT, AND THE IDEAS AND DESIGNS INCORPORATED HEREIN, AS AN INSTRUMENT OF PROFESSIONAL SERVICE, ARE THE PROPERTY OF LZ CONSTRUCTION EXPRESSLY RESERVES THEIR COMM0N LAW COPYRIGHT AND ANY PROPERTY RIGHTS IN THE PLANS. THESE PLANS ARE NOT TO BE REPRODUCED, CHANGED OR COPIED IN ANY FORM WHATSOEVER. NOR ARE THEYTO BE ASSIGNED TO A THIRD PARTY WITHOUT FIRST OBTAINING THE WRITTEN PERMISSION AND CONSENT OF LZ CONSTRUCTION. IN THE EVENT OF UNAUTHORIZED USE OF THESE PLANS BY ANY THIRD PARTY, THE CLIENT AGREES TO HOLD HARMLESS, INDEMNIFY, AND DEFEND LZ CONSTRUCTION FROM ANY AND ALL CLAIMS ARISING FROM SUCH UNAUTHORIZED REUSE. VISUAL CONTACT WITH THESE PLANS AND SPECIFICATIONS SHALL CONSTITUTE PRIMA FACIE EVIDENCE OF THE ACCEPTANCE OF THESE RESTRICTIONS

AutoCAD SHX Text
TOTAL CRAWLSPACE: 720 SF VENT AREA REQ'D: 720/150 = 4.8 SF. VENT SIZE (12"X24" ) : 2.0 SF NO. OF VENT PROVIDED: 3 VENT AREA PROVIDED: 6.0 SF.



SILL PLATE

LEDGERJOIST AND RAFTER

DOUBLE TOP PLATE

WOOD STUD

SECTION

TYP OPNG IN PLYWD SHEAR WALL
NOT TO SCALE

OPENING

ELEVATION

TYP DETAIL - WOOD FRAME HOLES / NOTCHING / SPLICE
NOT TO SCALE

NAILING SCHEDULE

CONNECTION

HORIZL PLYWD DIAPHRAGM
NOT TO SCALE

PLAN VIEW

TYP STUD WALL FRAMING
NOT TO SCALE

ELEVATION

TYP PLYWOOD SHEAR WALL
NOT TO SCALE

OPENING

OPENING

SEE TYP STUD WALL FRAMING DETAIL
ABOVE FOR OTHER NOTES

TYP DETAIL
Scale   1" = 1'-0"

SHEAR WALL AT CORNER
AND  INTERSECTION

A

B

TYP DETAIL
Scale   1" = 1'-0"

ANCHOR BOLT AND
HOLDOWN

PLAN VIEW

ANCHOR BOLT SCHEDULE

JOIST AND RAFTER

TYP DETAIL WOOD JOIST BRIDGING

WOOD BLOCKING

METAL BRIDGING

TYP DETAIL DOUBLE TOP PLATE

AT RIDGE

TYP DETAIL
Scale   1" = 1'-0"

POST IN WALL

Scale   1" = 1'-0" Scale   1" = 1'-0"

LEDGER

MACHINE APPLIED NAILING

WOOD FRAMING

BRACED WALL LINES

RIDGES, HIPS AND VALLEYS

RAFTER TIES

TRUSS CLEARANCE

GLUE-LAM LUMBER

1

2

3

48

7

59

11

12

ANCHOR BOLT

WALL BRACING

A60

STANDARD DETAILS

EAST SD COUNTY
INDIAN RESERVATION

EWIIAAPAAYP
BAND OF KUMEYAAY

10
05

1 
Q

UA
IL

 C
AN

YO
N

 R
D

. E
L 

CA
JO

N
, C

A 
92

02
1

61
9-

44
3-

40
44

; l
zc

on
st

ru
ct

io
n.

co
m

LI
C.

 #
51

35
54

-B

AutoCAD SHX Text
SEC

AutoCAD SHX Text
PLYWD

AutoCAD SHX Text
2X BLKG

AutoCAD SHX Text
NOTE: WHERE DEPTH OF NOTCH D IS GREATER THAN B/5, PROVIDE ANCHOR BOLT  E.S. OF NOTCH AS SHOWN

AutoCAD SHX Text
9" MAX.

AutoCAD SHX Text
ANCHOR BOLT

AutoCAD SHX Text
END OF 

AutoCAD SHX Text
SILL PLATE

AutoCAD SHX Text
9" MAX.

AutoCAD SHX Text
9" MAX.

AutoCAD SHX Text
NOTCHING OF TOP PLATES IS NOT ALLOWED

AutoCAD SHX Text
1 1/2" %%C MAX.

AutoCAD SHX Text
NOTE:

AutoCAD SHX Text
BORED HOLE

AutoCAD SHX Text
ANCHOR BOLT

AutoCAD SHX Text
END OF LEDGER

AutoCAD SHX Text
BORED HOLE

AutoCAD SHX Text
NOTCHING OF

AutoCAD SHX Text
PERMITTED

AutoCAD SHX Text
STUDS IS NOT

AutoCAD SHX Text
NOTE:

AutoCAD SHX Text
HDR PER PLAN

AutoCAD SHX Text
WINDOW SILL PLATE AS OCCURS

AutoCAD SHX Text
WALL JAMB, DOUBLE 2X UNO W/E.N.

AutoCAD SHX Text
WALL JAMB, DOUBLE 2X UNO W/E.N.

AutoCAD SHX Text
2X BLKG

AutoCAD SHX Text
CONT CS16 OVER PLYWD

AutoCAD SHX Text
PLYWD

AutoCAD SHX Text
CONT CS16 OVER PLYWD

AutoCAD SHX Text
2X BLKG

AutoCAD SHX Text
2X BLKG

AutoCAD SHX Text
SAME SHEATING, NAILING, SILL FASTENER

AutoCAD SHX Text
( 5)

AutoCAD SHX Text
(11)

AutoCAD SHX Text
(10)

AutoCAD SHX Text
( 8)

AutoCAD SHX Text
( 9)

AutoCAD SHX Text
( 7)

AutoCAD SHX Text
( 6)

AutoCAD SHX Text
( 3)

AutoCAD SHX Text
( 4)

AutoCAD SHX Text
( 2)

AutoCAD SHX Text
( 1)

AutoCAD SHX Text
24.

AutoCAD SHX Text
21.

AutoCAD SHX Text
22.

AutoCAD SHX Text
19.

AutoCAD SHX Text
20.

AutoCAD SHX Text
2-8d

AutoCAD SHX Text
1-16d

AutoCAD SHX Text
3-16d

AutoCAD SHX Text
20d @24" o.c.

AutoCAD SHX Text
2-8d

AutoCAD SHX Text
3-8d

AutoCAD SHX Text
9.

AutoCAD SHX Text
13.

AutoCAD SHX Text
18.

AutoCAD SHX Text
17.

AutoCAD SHX Text
16.

AutoCAD SHX Text
15.

AutoCAD SHX Text
14.

AutoCAD SHX Text
12.

AutoCAD SHX Text
11.

AutoCAD SHX Text
10.

AutoCAD SHX Text
5.

AutoCAD SHX Text
8.

AutoCAD SHX Text
7.

AutoCAD SHX Text
6.

AutoCAD SHX Text
4.

AutoCAD SHX Text
3.

AutoCAD SHX Text
1.

AutoCAD SHX Text
2.

AutoCAD SHX Text
(1)

AutoCAD SHX Text
4-8d

AutoCAD SHX Text
4-8d

AutoCAD SHX Text
16d at 24" o.c.

AutoCAD SHX Text
3-8d

AutoCAD SHX Text
2-8d

AutoCAD SHX Text
3-16d

AutoCAD SHX Text
3-8d

AutoCAD SHX Text
3-16d

AutoCAD SHX Text
16d @16" o.c.

AutoCAD SHX Text
2-16d

AutoCAD SHX Text
16d at 16" o.c.

AutoCAD SHX Text
2-16d

AutoCAD SHX Text
2-16d

AutoCAD SHX Text
16d at 16" o.c.

AutoCAD SHX Text
2-8d

AutoCAD SHX Text
2-8d

AutoCAD SHX Text
3-8d

AutoCAD SHX Text
NAILING

AutoCAD SHX Text
3-8d

AutoCAD SHX Text
NAILS SPACED AT 6 INCHES ON CENTER AT EDGES, 12 INCHES AT INTERMEDIATE  SUPPORTS EXCEPT 6 INCHES AT ALL SUPPORTS. WHERE SPANS ARE 48 INCHES OR MORE,  FOR NAILING OF WOOD STRUCTURAL PANEL AND PARTICLEBOARD DIAPHRAGMS AND SHEAR WALLS, REFER TO SECTIONS 2315.3.3 AND 2315.4.  NAILS FOR WALL SHEATHING MAY BE COMMON, BOX OR CASING.

AutoCAD SHX Text
COMMON OR BOX NAILS MAY BE USED EXCEPT WHERE OTHERWISE STATED.

AutoCAD SHX Text
COMMON OR DEFORMED SHANK.

AutoCAD SHX Text
COMMON.

AutoCAD SHX Text
DEFORMED SHANK.

AutoCAD SHX Text
CORROSION-RESISTANT SIDING OR CASING NAILS CONFORMING TO THE REQUIREMENTS

AutoCAD SHX Text
OF SECTION 2304.10.5 2019 CALIFORNIA BUILDING CODE

AutoCAD SHX Text
FASTENERS SPACED 3 INCHES ON CENTER AT EXTERIOR EDGES AND 6 INCHES ON CENTER AT INTERMEDIATE SUPPORTS.

AutoCAD SHX Text
CORROSION-RESISTANT ROOFING NAILS WITH 7/16 INCH DIAMETER HEAD AND  1-1/2 INCH LENGHT FOR 1/2 INCH SHEATHING. AND 1-3/4 INCH LENGTH FOR 25/32 INCH SHEATHING CONFORMING TO THE REQUIREMENTS OF SECTION 2304.10.5 2019 CALIFORNIA BUILDING CODE

AutoCAD SHX Text
CORROSION-RESISTANT STAPLES WITH NOMINAL 7/16 INCH CROWN AND  1-1/8 INCH LENGHT FOR 1/2 INCH SHEATHING AND 1-1/2 INCH LENGTH FOR 25/32 INCH SHEATHING CONFORMING TO THE REQUIREMENTS OF SECTION 2304.10.5 2019 CALIFORNIA BUILDING CODE

AutoCAD SHX Text
PANEL SUPPORTS AT 16 INCHES [20 INCHES IF STRENGHT AXIS IN THE LONG  DIRECTION OF THE PANEL, UNLESS OTHERWISE MARKED]. CASING OR FINISH NAILS SPACED 6 INCHES ON PANEL EDGES,  12 INCHES AT INTERMEDIATE SUPPORTS. 

AutoCAD SHX Text
PANEL SUPPORTS AT 24 INCHES. CASING OR FINISH NAILS SPACED 6 INCHES ON PANEL EDGES,  12 INCHES AT INTERMEDIATE SUPPORTS. 

AutoCAD SHX Text
JOIST TO SILL OR GIRDER

AutoCAD SHX Text
BRIDGING TO JOIST, TOENAIL, EACH END

AutoCAD SHX Text
1" x 6" SUBFLOOR OR LESS TO EACH JOIST, FACE NAIL

AutoCAD SHX Text
WIDER THAN 1" X 6" SUBFLLOR TO EACH JOIST, FACE NAIL

AutoCAD SHX Text
2" SUBFLOOR TO JOIST OR GIRDER, BLIND AND FACE NAIL

AutoCAD SHX Text
SOLE PLATE TO JOIST OR BLOCKING, TYPICAL FACE NAIL

AutoCAD SHX Text
TOP PLATE TO STUD, END NAIL

AutoCAD SHX Text
STUD TO SOLE PLATE, TOE NAIL

AutoCAD SHX Text
DOUBLE STUDS, FACE NAIL

AutoCAD SHX Text
DOUBLED TOP PLATES, FACE NAIL

AutoCAD SHX Text
TOP PLATES LAPS & INTERSECTIONS, FACE NAIL

AutoCAD SHX Text
CONTINUOUS HEADER TWO PIECES, ALONG EACH EDGE

AutoCAD SHX Text
CONTINUOUS HEADER TO STUD, TOE NAIL

AutoCAD SHX Text
CEILING JOISTS, LAPS OVER PARTITIONS, FACE NAIL

AutoCAD SHX Text
RAFTER TO PLATE, TOE NAIL

AutoCAD SHX Text
AT TOP AND BOTTOM STAGGER

AutoCAD SHX Text
BLOCKING BETWEEN JOISTS OR RAFTERS

AutoCAD SHX Text
(B.N.) ALONG BOUNDARY OF DIAPHRAGM

AutoCAD SHX Text
(B.N.) ALONG CONT EDGE

AutoCAD SHX Text
(E.N.)

AutoCAD SHX Text
FRAMING MEMBER

AutoCAD SHX Text
(I.N.)

AutoCAD SHX Text
(I.N.)

AutoCAD SHX Text
(I.N.)

AutoCAD SHX Text
2X FLAT BLKG UNO 

AutoCAD SHX Text
TOP PLATE

AutoCAD SHX Text
TOP PLATE

AutoCAD SHX Text
2. SEE SPEC FOR PLYWD THK, GRADE AND NAILING

AutoCAD SHX Text
3. ALL FLOOR SHEATING SHALL BE GLUED TO FRAMING MEMBER W/ APA APPROVED ADHESIVE

AutoCAD SHX Text
1. PLYWD SHEATING SHALL BE LAID PERPENDICULAR TO FRAMING MEMBER W/ 48" STAGGERED JOINTS

AutoCAD SHX Text
4. BOUNDARY NAIL OVER ALL BEAMS AND AROUND OPNG

AutoCAD SHX Text
5. NAILS SHALL HAVE MIN 3/8" EDGE DISTANCE AND SHALL NOT OVERDRIVEN THROUGH OUTER PLYWD

AutoCAD SHX Text
DBL TOP PLATE, SEE TOP PLATE SPICE DETAIL

AutoCAD SHX Text
PT OF SPLICE

AutoCAD SHX Text
SEE HEADER SCHEDULE

AutoCAD SHX Text
16d @ 12" STAGG TYP

AutoCAD SHX Text
PROVIDE 2 KING STUDS WHEN OPENING EXCEED 6'-0" OR AT HOLDOWN ANCHOR WHERE OCCURS

AutoCAD SHX Text
PROVIDE 2 JACK STUDS WHEN OPENINGS EXCEED 6'-0" OR AT HOLDOWN ANCHOR WHERE OCCURS

AutoCAD SHX Text
2X BLKG

AutoCAD SHX Text
2X BLKG

AutoCAD SHX Text
FOUNDATION PLATES OR SILLS SHALL BE BOLTED TO THE FOUNDATION OR FOUNDATION WALL WITH NOT LESS THAN 5/8"  5/8" X 10" STEEL BOLTS EMBEDDED AT LEAST 7" INTO CONCRETE OR MASONRY & SPACED NOT MORE THAN 48" APART (OR PER  (OR PER PLAN, WHICHEVER IS LESS) ICBO # 1772 - SPECIAL INSPECTION THERE SHALL BE AT LEAST 2 BOLTS PER PIECE LOCATED NOT LESS THAN 5" OR MORE THAN 9" FROM EACH CUT END. PLATE WASHERS W/ MIN  3"X3"X0.229" THK SHALL BE USED 3"X3"X0.229" THK SHALL BE USED  THK SHALL BE USED ON EACH BOLT

AutoCAD SHX Text
5" MIN, 9" MAX

AutoCAD SHX Text
7" MIN

AutoCAD SHX Text
ANCHOR BOLT

AutoCAD SHX Text
PRESSURE TRATED D.F. SILL PLATE

AutoCAD SHX Text
WD STUD @ 16" 0C

AutoCAD SHX Text
"A35"

AutoCAD SHX Text
"A35"

AutoCAD SHX Text
"A35"

AutoCAD SHX Text
"A35"

AutoCAD SHX Text
"A35"

AutoCAD SHX Text
"A35"

AutoCAD SHX Text
2X BLKG AT MID-HT OR AT 8'-0" OC MIN WHEN NO OTHER BLKG IS USED

AutoCAD SHX Text
PROVIDE 1x6 DIAGONAL LET-IN BRACE AT 25'-0" O.C. AND AT EACH END IN ALL WALLS NOT PLYWOOD SHEATHED. MAX. SLOPE OF DIAGONAL SHALL BE ONE  VERTICAL TO ONE HORIZONTAL.

AutoCAD SHX Text
2-20d PRE- DRILLED

AutoCAD SHX Text
3X BLKG

AutoCAD SHX Text
"A35"

AutoCAD SHX Text
DBL SILL PLATE

AutoCAD SHX Text
REFER TO TYP SHEAR WALL OPENING DETAIL BELOW

AutoCAD SHX Text
2X BLKG FOR MTL STRAP 

AutoCAD SHX Text
3X BLKG

AutoCAD SHX Text
3X BLKG AT ADJACENT TO SILL PLATE

AutoCAD SHX Text
3X BLKG AT PLYWD JOINT

AutoCAD SHX Text
E.N.

AutoCAD SHX Text
I.N.

AutoCAD SHX Text
E.N.

AutoCAD SHX Text
I.N.

AutoCAD SHX Text
E.N.

AutoCAD SHX Text
I.N.

AutoCAD SHX Text
A.B. PER PLAN

AutoCAD SHX Text
HOLDOWN PER SHEAR WALL SCHEDULE

AutoCAD SHX Text
B.N.

AutoCAD SHX Text
B.N.

AutoCAD SHX Text
POST W/ HOLDOWN PER PLAN

AutoCAD SHX Text
OPTIONAL LOCATION FOR HOLDOWN

AutoCAD SHX Text
B.N.

AutoCAD SHX Text
B.N.

AutoCAD SHX Text
B.N.

AutoCAD SHX Text
OPTIONAL SPLICE OF PLYWD

AutoCAD SHX Text
4X POST BOLTED  TO ADJACENT POST W/ 3/4" DIA BOLT @ 24" OC 12" ABOVE TOP OF HOLDOWN

AutoCAD SHX Text
OPTIONAL HOLDOWN IN LIEU OF BOLTING TO ADJACENT POST

AutoCAD SHX Text
HOLDOWN PER SHEARWALL SCHEDULE

AutoCAD SHX Text
POST PER PLAN

AutoCAD SHX Text
SCREW PER SCHEDULE

AutoCAD SHX Text
ANCHOR BOLT

AutoCAD SHX Text
HOLDOWN

AutoCAD SHX Text
FRAMING

AutoCAD SHX Text
LE

AutoCAD SHX Text
ANCHOR BOLT

AutoCAD SHX Text
12 5/8"

AutoCAD SHX Text
SSTB16

AutoCAD SHX Text
4X

AutoCAD SHX Text
16 5/8"

AutoCAD SHX Text
SSTB20

AutoCAD SHX Text
4X

AutoCAD SHX Text
20 5/8"

AutoCAD SHX Text
SSTB24

AutoCAD SHX Text
4X

AutoCAD SHX Text
24 7/8"

AutoCAD SHX Text
SSTB28

AutoCAD SHX Text
SIMPSON "SSTB" ANCHOR BOLT INSTALL DIAGONALLY AT APPROXIMATELY 45°FROM THE WALL

AutoCAD SHX Text
HEAVY DUTY HEX RETIGHTEN AND  SPOIL THREADS  BEFORE APPLYING PLYWOOD

AutoCAD SHX Text
SILL PLATE

AutoCAD SHX Text
FRAMING PER PLAN

AutoCAD SHX Text
DIRECTLY BELOW STUD

AutoCAD SHX Text
2X STUDS

AutoCAD SHX Text
2X FLAT

AutoCAD SHX Text
2-16d

AutoCAD SHX Text
2X BLKG

AutoCAD SHX Text
45 deg

AutoCAD SHX Text
WHERE NOTCH IS LESS THAN 3/4" DEEP

AutoCAD SHX Text
DO NOT OVERCUT

AutoCAD SHX Text
BORE 1" DIA HOLE BEFORE MAKING SAWCUT

AutoCAD SHX Text
WHERE NOTCH IS GREATER THAN 3/4" DEEP

AutoCAD SHX Text
2x SOLID BLKG. FULL DEPTH OF JOIST @ 8'-0" 0.C. OR MID-SPAN,  WHICHEVER IS LESS

AutoCAD SHX Text
1/2 OF JOIST DEPTH MIN

AutoCAD SHX Text
SOLID BLKG WHERE PIPING OCCURS

AutoCAD SHX Text
JOIST

AutoCAD SHX Text
SHEATING

AutoCAD SHX Text
JOIST

AutoCAD SHX Text
SHEATING

AutoCAD SHX Text
NAILING AT BOTTOM OF JOISTS SHALL BE DONE AFTER ROOFING INSTALLATION

AutoCAD SHX Text
METAL PIECES SHALL NOT TOUCH

AutoCAD SHX Text
SIMPSON TB GALVANIZED METAL BRIDGING W/2-10d NAIL EA.  END @ 8'-0" O.C. OR MID-SPAN, WHICHEVER IS LESS

AutoCAD SHX Text
STUD AT LAP JOINT TYP

AutoCAD SHX Text
STUD AT LAP JOINT TYP

AutoCAD SHX Text
BENT PLATE 3/16" X 3" W/ 4-1/2" dia M.B.

AutoCAD SHX Text
"A34"

AutoCAD SHX Text
"A34"

AutoCAD SHX Text
"A34"

AutoCAD SHX Text
"A34"

AutoCAD SHX Text
"A34"

AutoCAD SHX Text
"A34"

AutoCAD SHX Text
POST PER PLAN

AutoCAD SHX Text
BEAM PER PLAN

AutoCAD SHX Text
2X BLKG E.S. W/ 4-10d 

AutoCAD SHX Text
JOIST PER PLAN

AutoCAD SHX Text
DBL TOP PLATE

AutoCAD SHX Text
SILL PLATE

AutoCAD SHX Text
2X @ 16" OC

AutoCAD SHX Text
SPLICE PT

AutoCAD SHX Text
2-"ST6236" STRAPS. FILL ALL HOLES W/ NAIL

AutoCAD SHX Text
12.

AutoCAD SHX Text
13.

AutoCAD SHX Text
14.

AutoCAD SHX Text
15.

AutoCAD SHX Text
16.

AutoCAD SHX Text
17.

AutoCAD SHX Text
18.

AutoCAD SHX Text
1.

AutoCAD SHX Text
2.

AutoCAD SHX Text
3.

AutoCAD SHX Text
TOP PLATES OF ALL WOOD STUD WALLS SHALL BE TWO PIECE SAME SIZE AS STUDS EXCEPT AS NOTED OTHERWISE, LAP 4'-0" MINIMUM WITH NO LESS THAN 12-16d AND NO MORE THAN SIX INCHES BETWEEN NAILS AT EACH LAP.

AutoCAD SHX Text
STRUCTURAL PLYWOOD FOR ROOF AND WALLS SHALL BE A.P.A. RATED AS INDICATED ON THE DRAWINGS IN ACCORDANCE WITH U.S. PRODUCT STANDARD PS 1-74.

AutoCAD SHX Text
DOUBLE JOIST SHALL BE PROVIDED UNDER ALL PARALLEL PARTITIONS.

AutoCAD SHX Text
ALL BOLTS, LAG SCREWS, AND WOOD SCREWS SHALL BE RETIGHTENED PRIOR TO THE APPLICATION OF DRYWALL, PLYWOOD, PLASTER, ETC.

AutoCAD SHX Text
JOISTS MORE THAN 8 INCH DEPTH SHALL BE CONTINUOUSLY BRIDGED BY SOLID BLOCKING, 2 INCH THICK AND THE FULL DEPTH OF THE JOIST, SPACED AT 8'-0" ON CENTER. 

AutoCAD SHX Text
ALL NAILING SHALL CONFORM TO 2019 CRC TABLE NO. R602.3(1) FASTENING SCHEDULE, USING COMMON WIRE NAILS. PREDRILL ALL NAILS 20d AND LARGER AND WHERE REQUIRED TO PREVENT SPLITTING.

AutoCAD SHX Text
THE MOISTURE CONTENT OF WOOD MEMBERS SHALL NOT EXCEED 19%, BEFORE INSTALLATION. IT WILL BE THE RESPONSIBILITY OF THE INSPECTOR OF RECORD TO VERIFY THAT THE CONTRACTOR HAS SUPPLIED LUMBER THE PROPER MOISTURE CONTENT BEFORE INSTALLATION. THE USE OF A HAND HELD MOISTURE CONTENT METER IS ACCEPTABLE. 

AutoCAD SHX Text
NAIL HEADS SHALL NOT PENETRATE THE OUTER PLY MORE THAN A NORMAL HAND HAMMER WOULD.

AutoCAD SHX Text
EDGE DISTANCES SHALL BE MAINTAINED. SHINERS SHALL BE REPLACED. IF NAILHEADS PENETRATE THE OUTER PLY MORE THAN WOULD BE NORMAL FOR A HAND HAMMER, OR IF MINIMUM ALLOWABLE EDGE DISTANCES ARE NOT MAINTAINED THE PERFORMANCE WILL BE DEEMED UNSATISFACTORY. 

AutoCAD SHX Text
MACHINE NAILING WILL NOT BE APPROVED FOR PLYWOOD 5/16" OR LESS IN THICKNESS. 

AutoCAD SHX Text
NO. 1 AND BETTER 

AutoCAD SHX Text
NO. 1 

AutoCAD SHX Text
NO. 1 

AutoCAD SHX Text
NO. 1 

AutoCAD SHX Text
NO. 1 

AutoCAD SHX Text
NO. 1 

AutoCAD SHX Text
A.S.T.M. A-307 

AutoCAD SHX Text
A.N.S.I. B-18 

AutoCAD SHX Text
A.S.T.M. A-563 

AutoCAD SHX Text
A.S.T.M. F-844 

AutoCAD SHX Text
NO. 1 

AutoCAD SHX Text
NO. 1 AND BETTER 

AutoCAD SHX Text
NO. 1 AND BETTER 

AutoCAD SHX Text
NO. 1 AND BETTER 

AutoCAD SHX Text
MATCH VERTICAL MEMBERS 

AutoCAD SHX Text
NO. 1 AND BETTER 

AutoCAD SHX Text
NO. 1 

AutoCAD SHX Text
1.

AutoCAD SHX Text
3.

AutoCAD SHX Text
2.

AutoCAD SHX Text
4.

AutoCAD SHX Text
5.

AutoCAD SHX Text
6.

AutoCAD SHX Text
8.

AutoCAD SHX Text
9.

AutoCAD SHX Text
A. 

AutoCAD SHX Text
7.

AutoCAD SHX Text
2x4 

AutoCAD SHX Text
B. 

AutoCAD SHX Text
POSTS 

AutoCAD SHX Text
BOLTS 

AutoCAD SHX Text
NUTS 

AutoCAD SHX Text
10.

AutoCAD SHX Text
11.

AutoCAD SHX Text
STRUCTURAL LUMBER SHALL TO STRESS-MARKED DOUGLAS FIR-LARCH S4S IN ACCORDANCE WITH GRADING AND DRESSING RULE NO. 16 OF THE WEST COAST LUMBER INSPECTION BUREAU (LATEST EDITION).

AutoCAD SHX Text
LUMBER SHALL NOT BE BORE OR NOTCHED, EXCEPT WHERE DETAILED.

AutoCAD SHX Text
SILLS AND PLATES IN CONTACT WITH CONCRETE OR MASONRY WITHIN 48 INCH OF GROUND SHALL BE PRESSURE TREATED DOUGLAS FIR-LARCH.

AutoCAD SHX Text
PROVIDE 2x FIRE BLOCKING AT MID-HEIGHT OF STUD PARTITIONS OVER 8'-6" IN HEIGHT.

AutoCAD SHX Text
PROVIDE 2x SOLID BLOCKING AT ALL SUPPORTS FOR RAFTERS, CEILING JOISTS AND FLOOR JOIST EXCEPT WHERE RAFTERS OR JOISTS ARE SUPPORTED BY JOIST HANGERS.

AutoCAD SHX Text
ROOF SHEATHING INSPECTIONS SHALL BE MADE PRIOR TO COVERING. ALL STRUT CONNECTIONS SHALL BE COMPLETED PRIOR TO INSPECTION.

AutoCAD SHX Text
SEE DRAWINGS FOR SHEAR WALL SCHEDULE, HOLDOWN DETAILS, PANEL LOCATIONS, ETC. SHEAR PANEL NAILING SHALL BE SPACED AT LEAST 3/8 INCH FROM ALL EDGES.

AutoCAD SHX Text
METAL CONNECTORS SHALL BE "SIMPSON STRONG-TIE" OR EQUAL, EXCEPT AS SHOWN. FILL ALL HOLES OF THE PREFAB. CONNECTORS AS SPECIFIED BY MANUFACTURER. 

AutoCAD SHX Text
LUMBER MINIMUM GRADE: 

AutoCAD SHX Text
HORIZONTAL MEMBERS: 

AutoCAD SHX Text
JOISTS AND RAFTERS 

AutoCAD SHX Text
PURLINS 

AutoCAD SHX Text
SUBPURLINS: 

AutoCAD SHX Text
2x6 OR LARGER 

AutoCAD SHX Text
6x BEAMS AND LARGER 

AutoCAD SHX Text
4x BEAMS AND SMALLER 

AutoCAD SHX Text
LEDGERS AND NAILERS 

AutoCAD SHX Text
HEADERS 

AutoCAD SHX Text
TOP PLATES 

AutoCAD SHX Text
VERTICAL MEMBERS: 

AutoCAD SHX Text
2x4 STUDS, 8'-0" MAX 

AutoCAD SHX Text
2x4 STUDS, 8'-1" TO 14'-0" 

AutoCAD SHX Text
2x6 STUDS AND LARGER 

AutoCAD SHX Text
ALL BOLTS AND LAG SCREWS SHALL HAVE STANDARD CUT WASHERS BETWEEN THE WOOD AND THE NUTS. SEE DRAWINGS FOR LOCATIONS OF PLATE WASHERS AS REQUIRED. 

AutoCAD SHX Text
LAG SCREWS 

AutoCAD SHX Text
WASHERS 

AutoCAD SHX Text
LEAD HOLES FOR LAG SCREWS SHALL HAVE THE SAME DIAMETER OF THE SHANK FOR THE UNTHREADED PORTION OF THE SHANK, AND 70% OF THE SHANK DIAMETER FOR THE THREADED PORTION. ALL LAG SCREWS SHALL BE INSERTED BY TURNING WITH A WRENCH AND NOT BY DRIVING WITH A HAMMER. 

AutoCAD SHX Text
BUILDINGS SHALL BE PROVIDED WITH EXTERIOR AND INTERIOR BRACED WALL LINES. SPACING SHALL NOT EXCEED 25 FEET ON CENTER IN BOTH THE LONGITUDINAL AND TRANSVERSE DIRECTIONS IN EACH STORY. (2019 CRC R602.10) BRACING SHALL COMPLY WITH THE REQUIREMENTS OF 2019 CRC R602.10.2 EXCEPTION: INTERIOR BRACED WALL LINE SPACING CAN BE INCREASED TO 35 FT OC IN ORDER TO ACCOMODATE ONE SINGLE ROOM PER DWELLING UNIT NOT EXCEEDING 900 SF.

AutoCAD SHX Text
RAFTERS SHALL BE FRAMED DIRECTLY OPPOSITE EACH OTHER AT THE RIDGE. HIPS, VALLEYS AND RIDGES SHOULD BE 2" NOMINAL THICKNESS AND NOT LESS IN DEPTH THAN THE CUT END OF THE RAFTERS. (2019 CRC R802.3, R802.4, AND R802.4.3)

AutoCAD SHX Text
RAFTER TIES SHALL BE PLACED NOT MORE THAN 4' ON CENTER WHERE RAFTERS AND CEILING  JOISTS ARE NOT PARALLEL. RAFTER TIES SHALL BE NOT MORE THAN 24" ON CENTER WITH TILE ROOFING. RAFTER TIES SHALL BE PROVIDED AS LOW AS POSSIBLE ON EACH RAFTER PAIR. (2019 CRC TABLE R602.3.1 ITEM 5 SEC. R802.4.6)

AutoCAD SHX Text
PROVIDE 1/2" MINIMUM CLEARANCE BETWEEN TOP PLATES OF INTERIOR NON-BEARING PARTITIONS AND BOTTOM CHORDS OF TRUSSES.

AutoCAD SHX Text
AN A. I. T. C. CERTIFICATE OF CONFORMANCE FOR GLUED LAMINATED WOOD MEMBERS SHALL BE GIVEN TO THE BUILDING INSPECTOR PRIOR TO FRAMING INSPECTION.

AutoCAD SHX Text
DBL STUD @ SPLICE

AutoCAD SHX Text
(I.N.) = INTERMEDIATE NAIL

AutoCAD SHX Text
(E.N.) = EDGE NAIL

AutoCAD SHX Text
(B.N.) = BOUNDARY NAILING

AutoCAD SHX Text
(B.N.) ALONG BOUNDARY OF DIAPHRAGM

AutoCAD SHX Text
4X

AutoCAD SHX Text
HDU2

AutoCAD SHX Text
HDU4

AutoCAD SHX Text
HDU5

AutoCAD SHX Text
HDU8

AutoCAD SHX Text
SEE SHEAR WALL SCHEDULE FOR PLYWD AND NAILING SPEC

AutoCAD SHX Text
CEILING JOISTS TO PLATE, TOENAIL

AutoCAD SHX Text
CEILING JOISTS TO PARALLEL RAFTERS, FACE NAIL

AutoCAD SHX Text
1" BRACE TO EACH STUD AND PLATE, FACE NAIL

AutoCAD SHX Text
1" X 8" SHEATHING OR LESS TO EACH BEARING, FACE NAIL

AutoCAD SHX Text
WIDER THAN 1" X 8" SHEATHING TO EACH BEARING, FACE NAIL

AutoCAD SHX Text
BUILT-UP CORNER STUDS

AutoCAD SHX Text
16d at 24" o.c.

AutoCAD SHX Text
BUILT-UP GIRDER AND BEAMS

AutoCAD SHX Text
AT ENDS & AT EACH SPLICE

AutoCAD SHX Text
2-20d

AutoCAD SHX Text
23.

AutoCAD SHX Text
2" PLANKS AT EACH BEARING

AutoCAD SHX Text
2-16d

AutoCAD SHX Text
TO JOIST OR RAFTERS TOE NAIL, EACH SIDE

AutoCAD SHX Text
2-10d

AutoCAD SHX Text
2-0d

AutoCAD SHX Text
TO JOIST OR RAFTER BEARING, TOE NAIL, EACH SIDE

AutoCAD SHX Text
25.

AutoCAD SHX Text
JOIST OR RAFTERS TO SIDES OF STUDS

AutoCAD SHX Text
8" OR LESS

AutoCAD SHX Text
FOR EACH ADDITIONAL 4" IN DEPTH OF JOIST

AutoCAD SHX Text
26.

AutoCAD SHX Text
BLOCKING BETWEEN STUDS

AutoCAD SHX Text
EACH END

AutoCAD SHX Text
2-16d, OR 2-10d TOE NAILS

AutoCAD SHX Text
27.

AutoCAD SHX Text
RIBBONS TO STUDS

AutoCAD SHX Text
1" RIBBONS

AutoCAD SHX Text
2" RIBBONS

AutoCAD SHX Text
2-16d

AutoCAD SHX Text
Sheet Number

AutoCAD SHX Text
Sheet Title

AutoCAD SHX Text
Drawn

AutoCAD SHX Text
Contract Date

AutoCAD SHX Text
:

AutoCAD SHX Text
:

AutoCAD SHX Text
I     S     S     U     E     S

AutoCAD SHX Text
ISSUED

AutoCAD SHX Text
DESCRIPTION

AutoCAD SHX Text
DATE

AutoCAD SHX Text
-

AutoCAD SHX Text
-

AutoCAD SHX Text
-

AutoCAD SHX Text
-

AutoCAD SHX Text
-

AutoCAD SHX Text
PLAN PREPARED BY CHRIS PARK (858-201-8826)

AutoCAD SHX Text
THIS DOCUMENT, AND THE IDEAS AND DESIGNS INCORPORATED HEREIN, AS AN INSTRUMENT OF PROFESSIONAL SERVICE, ARE THE PROPERTY OF LZ CONSTRUCTION EXPRESSLY RESERVES THEIR COMM0N LAW COPYRIGHT AND ANY PROPERTY RIGHTS IN THE PLANS. THESE PLANS ARE NOT TO BE REPRODUCED, CHANGED OR COPIED IN ANY FORM WHATSOEVER. NOR ARE THEYTO BE ASSIGNED TO A THIRD PARTY WITHOUT FIRST OBTAINING THE WRITTEN PERMISSION AND CONSENT OF LZ CONSTRUCTION. IN THE EVENT OF UNAUTHORIZED USE OF THESE PLANS BY ANY THIRD PARTY, THE CLIENT AGREES TO HOLD HARMLESS, INDEMNIFY, AND DEFEND LZ CONSTRUCTION FROM ANY AND ALL CLAIMS ARISING FROM SUCH UNAUTHORIZED REUSE. VISUAL CONTACT WITH THESE PLANS AND SPECIFICATIONS SHALL CONSTITUTE PRIMA FACIE EVIDENCE OF THE ACCEPTANCE OF THESE RESTRICTIONS



TRUSS DESIGN

A70

EAST SD COUNTY
INDIAN RESERVATION

EWIIAAPAAYP
BAND OF KUMEYAAY

10
05

1 
Q

UA
IL

 C
AN

YO
N

 R
D

. E
L 

CA
JO

N
, C

A 
92

02
1

61
9-

44
3-

40
44

; l
zc

on
st

ru
ct

io
n.

co
m

LI
C.

 #
51

35
54

-B

AutoCAD SHX Text
Sheet Number

AutoCAD SHX Text
Sheet Title

AutoCAD SHX Text
Drawn

AutoCAD SHX Text
Contract Date

AutoCAD SHX Text
:

AutoCAD SHX Text
:

AutoCAD SHX Text
I     S     S     U     E     S

AutoCAD SHX Text
ISSUED

AutoCAD SHX Text
DESCRIPTION

AutoCAD SHX Text
DATE

AutoCAD SHX Text
-

AutoCAD SHX Text
-

AutoCAD SHX Text
-

AutoCAD SHX Text
-

AutoCAD SHX Text
-

AutoCAD SHX Text
PLAN PREPARED BY CHRIS PARK (858-201-8826)

AutoCAD SHX Text
THIS DOCUMENT, AND THE IDEAS AND DESIGNS INCORPORATED HEREIN, AS AN INSTRUMENT OF PROFESSIONAL SERVICE, ARE THE PROPERTY OF LZ CONSTRUCTION EXPRESSLY RESERVES THEIR COMM0N LAW COPYRIGHT AND ANY PROPERTY RIGHTS IN THE PLANS. THESE PLANS ARE NOT TO BE REPRODUCED, CHANGED OR COPIED IN ANY FORM WHATSOEVER. NOR ARE THEYTO BE ASSIGNED TO A THIRD PARTY WITHOUT FIRST OBTAINING THE WRITTEN PERMISSION AND CONSENT OF LZ CONSTRUCTION. IN THE EVENT OF UNAUTHORIZED USE OF THESE PLANS BY ANY THIRD PARTY, THE CLIENT AGREES TO HOLD HARMLESS, INDEMNIFY, AND DEFEND LZ CONSTRUCTION FROM ANY AND ALL CLAIMS ARISING FROM SUCH UNAUTHORIZED REUSE. VISUAL CONTACT WITH THESE PLANS AND SPECIFICATIONS SHALL CONSTITUTE PRIMA FACIE EVIDENCE OF THE ACCEPTANCE OF THESE RESTRICTIONS


	220728-0-A20
	Sheets and Views
	LAYOUT


	220728-0-A30
	Sheets and Views
	LAYOUT


	220728-0-A35
	Sheets and Views
	LAYOUT


	220728-0-A40
	Sheets and Views
	LAYOUT


	220728-0-A70
	Sheets and Views
	LAYOUT


	220728-0-A10.pdf
	Sheets and Views
	layout1
	OLE1



	220728-0-A60.pdf
	Sheets and Views
	MV


	220728-0-A20.pdf
	Sheets and Views
	LAYOUT


	220728-0-A30.pdf
	Sheets and Views
	LAYOUT


	220728-0-A30.pdf
	Sheets and Views
	LAYOUT





