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82.18 PROPOSED FINISHED FLOOR LEVEL

OPEN UP
EXISTING ARCH

82.48

STAGE / ALTAR TO ENGINEERS DETAILS 120602/01/08

86.76

MIN 150MM

RAFTERS

TIMBER BOARDING TO U/S OF RAFTERS

BATTENS AND EXISTING PEG  TILES

UNDERLAY?
LEAD?

STRIP OFF LOW LEVEL TILES
MEMBRANE AND VCL TO BE  TAKEN
UP THE EXISTING RAFTERS
SEE FLAT ROOF MANUFACTURERS 
DETAILS 10-1-1TI

 
 

G.L. 80.35

440mm U/S OF EAVES 
TO HEAD OF WINDOW
CHECK ONSITE PAINTED  ARCH

VENTS
1500MM2
/ M RUN

VENTILATION VOID 

82.18 PROPOSED
FINISHED FLOOR LEVEL

BEAM OVER
NEW OPENING
TO STRUCTURAL 
ENGINEERS DETAILS
120602/10

2.5 CLEAR SPAN 
STRUCTURAL ENGINEER  
CONFIRMED JOISTS SIZES  
C24 75MM DEEP X 100MM @400CNS
FOIL BACKED PLASTER BOARD AND 
SKIM COAT FINISH TO UNDERSIDE

FURRING 100MM  DOWN 25MM 
= 75MM FALL

SARNAFILL FLAT ROOF DECK OR SIMILAR
ADHERED SYSTEM 
MINIMUM FALL TO ROOF DECK 1/40
SPAN 2.5 @ 1/40 = 63MM FALL

JOISTS ON HANGER
FIXED TO PLATE OR BUILT INTO
BRICKWORK

MEMBRANE ON INSULATION ON VCL

INTERNAL BOX GUTTER BY SARNAFILL
11.25 CLEAR SPAN BETWEEN
CAVITY WALLS 1/ 80 FALL  
= 140MM FALL
GUTTER TO FALL 70MM IN 
TWO DIRECTIONS CONTRACTOR TO 
CHECK ON SITE TO BUILDING 
INSPECTORS APPROVAL

TRUSS

PLASTER MOULDINGS OVER ARCH
OVER NEW OPENING 
TO S.E.DETAILS

18MM PLY DECK
 

FURRING  
JOISTS 

VCL ON PLY  

 

SARNAFILL UP-STAND TO ABUTMENT
 

SPRING POINT OF ARCH SEE SECTION C-C

LOW POINT OF GUTTER

82.18 PROPOSED
FINISHED FLOOR LEVEL

RE-USE EXISTING BULL NOSE
COPING BRICKS TO PARAPET WALL
ON DPC BEHIND FRONT FACADE

EXISTING EXTERNAL GROUND LEVEL
81.61 ADJACENT TO WINDOW

HEAD OF ARCH SEE SECTION C-C

OVER HANG FOR STONE
COPING IN LINE WITH 
EXISTING WALL

TILTING FILLET 
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230 BRICK  SUPPORT 
TO COPING MIN 150MM
LEAD FLASHING STONE PARAPET 

 
 

ASSUMED ROOF CONSTRUCTION
 

250 CAVITY WALL
RE-USE EXISTING RED BRICK
50MM CAVITY FULL FILL DRITHERM 
INSULATION 3.5N/mm2 BLOCKWORK 
INNER LEAF ABOVE SUB STRUCTURE

DRIP DETAIL BLUE ENGINEERING 
CANT BRICK

LIGHT 
PIPE  

MAIN HALL FLOOR CONSTRUCTION
20MM ENGINEERED BOARD
ON DIMPLED MEMBRANE ON
SCREED MIN 65MM  (MESH REINFORCED) INCORPORATE UNDER FLOOR HEATING PIPES
ADJUST FOR LEVEL THRESHOLD BETWEEN FLOOR FINISHES
ON POLYTHENE ON 50 MM CELOTEX INSULATION
ON 1200 GAUGE DAMP PROOF MEMBRANE
0N 150 BEAM AND BLOCK FLOOR
225MM MIN VOID BELOW SUSPENDED FLOOR
EXPANSION JOINTS TO S.E. DETAILS

AISLE / HALL CIRCULATION ROUTE
20MM WOODBLOCK FLOOR
ON DIMPLE MEMBRANE ON
SCREED MIN 65MM  (MESH REINFORCED) 
ADJUST FOR LEVEL THRESHOLD BETWEEN FLOOR FINISHES
ON POLYTHENE ON 50MM CELOTEX INSULATION
ON 1200 GAUGE DAMP PROOF MEMBRANE
0N 150 BEAM AND BLOCK FLOOR
225MM MIN VOID BELOW SUSPENDED FLOOR
EXPANSION JOINTS TO S.E. DETAILS

BEAM AND BLOCK FLOOR AND DETAILS OF CONNECTION
TO EXISTING WALLS AND COLUMNS
TO STRUCTURAL ENGINEERS DETAILS
120602/02

HONEY COMB SLEEPER WALLS AND FOUNDATIONS
TO STRUCTURAL ENGINEERS DETAILS
120602/16

WOOD BLOCK FLOORWOOD BLOCK FLOOR TIMBER BOARDS
TIMBER BOARDS

NEW EXTERNAL VENTS TO EXTERNAL WALLS
IN CAST IRON GRILLS WINDSOR OR SIMILAR  
FREE AIR FLOW 4500MM2 VERMIN MESH
BEHIND GRILL
INCORPORATE PER3 DUCTING BELOW 
NEW FLOOR USE PERHEXT HORIZONTAL 
EXTENSIONS FOR THICKER WALLS.

 

CONC FLOOR CONC FLOOR CONC FLOOR

OLD WALL
APPROX

ONLY

EX
IS
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L NEW FOUNDATION BEAM TO 
STRUCTURAL ENGINEERS DETAILS
120602/01

TRIMMER JOISTS

SCREED
VENTILATED AIR BRICKS TO 
EXTENSION WALL MIN 150 ABOVE 
EXTERNAL GROUND AIR BRICKS TO 
BE NOT LESS THAN 1500MM2/M RUN
OF EXTERNAL WALL OR 
500MMM2 / M2 OF FLOOR AREA 
WHICH EVER IS THE GREATER 
RED BANK CLAY AIR 
BRICKS OR SIMILARLY APPROVED
BLUE BLACK COLOUR  
LOUVRE STYLE 
215 X 65 X 50 
FREE AIR SPACE 
= 1400MM2

INCLINED DUCT 
VENTILATED VOID

ASSUMED 
AS C2 CHECK
ON SITE 

AISLE / HALL CIRCULATION ROUTE
20MM WOODBLOCK FLOOR
ON DIMPLE MEMBRANE ON
SCREED MIN 65MM  (MESH REINFORCED) 
ADJUST FOR LEVEL THRESHOLD BETWEEN FLOOR FINISHES
ON POLYTHENE ON 50MM CELOTEX INSULATION
ON 1200 GAUGE DAMP PROOF MEMBRANE
0N 150 BEAM AND BLOCK FLOOR
225MM MIN VOID BELOW SUSPENDED FLOOR
EXPANSION JOINTS TO S.E. DETAILS

WELFARE BLOCK
20MM HEAVY DUTY NON SLIP VINYL FLOORING CHECK 
MANUFACTURERS DETAILS FOR COMPATIBILITY WITH 
UNDER FLOOR HEATING
ON DIMPLED MEMBRANE ON
SCREED MIN 65MM  (MESH REINFORCED) INCORPORATE UNDER FLOOR HEATING PIPES
ADJUST FOR LEVEL THRESHOLD BETWEEN FLOOR FINISHES
ON POLYTHENE ON 50MM CELOTEX INSULATION
ON 1200 GAUGE DAMP PROOF MEMBRANE
0N 150 BEAM AND BLOCK FLOOR
225MM MIN VOID BELOW SUSPENDED FLOOR
EXPANSION JOINTS TO S.E. DETAILS

VENTILATED VOID VENTILATED VOID VENTILATED VOID VENTILATED VOID VENTILATED VOID

FOUNDATIONS
TO STRUCTURAL ENGINEERS DETAILS
 

EXISTING H/L RADIANT GAS HEATER TO BE REPLACED WITH NEW FITTINGS

REPLACE EXISTING ELECTRICS WHERE POSSIBLE FOLLOW EXISTING SERVICE RUNS. 
NEW SKIRTING DETAIL TO INCORPORATE 30X15MM, D LINE TRUNKING SEMI CIRCULAR PROFILE
INCORPORATED IN TRADITION O GEE SKIRTING DETAIL. 

PROPOSED FIRE DETECTION SEE SPECIALISTS REPOT 5/4/2013 BY H.A.S.A LTD 
FIRE ALARM SYSTEM TO BS5839: PTI: CATEGORY  L1 

HEATING AND VENTILATION DETAILS PROVIDED BY MECHANICAL SERVICES LEC LTD 

AISLE ROOF
REPLACE EXISTING ASBESTOS FLUE
WITH NEW METAL FLUE LINER CONNECT 
TO NEW GAS BOILER WORKS TO BE
IN ACCORDANCE 
WITH PART J OF THE BUILDING REGS
WORKS TO BE EXECUTED BY APPROVED
INSTALLER 

7N/mm2 BELOW FLOOR
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