
Touch Up Stain Information for Planking and Shiplap 

AmericanPac.com

Minwax® Touch Up Stain

Jacobean MW2750 Penetrating Stain

BEHR® Semi Transparent Waterproofing Stain & Sealer

Use Tint Color - Cordovan Brown ST-104

Charred Wood

Minwax® Touch Up Stain

Tinsmith Gray MW1091 Penetrating Stain

BEHR® Solid Color Waterproofing Stain & Sealer

Use Tint Color - Drizzle PPU26-14

Coastal White/Coastal Ivory

Minwax® Touch Up Stain

Weathered Oak MW270 Penetrating Stain 
Cherry MW235 Penetrating Stain

Antique Brown

Minwax® Touch Up Stain

Weathered Oak MW270 Penetrating Stain

Lodgewood Harvest

Minwax® Touch Up Stain

Weathered Oak MW270 Penetrating Stain 
Pickled Oak MW260 Penetrating Stain

BEHR® Semi Transparent Waterproofing Stain & Sealer

Use Tint Color - Boot Hill Grey ST-159

Barnwood Gray/Barnboard Gray

Directions: 
Apply a small amount of stain to a cotton 
swab or small art brush. Lightly brush the 
stain over the area needing to be repaired 
and wipe away the excess. Let the spot dry. 
Reapply lightly if needed. **NOTE: In some 
instances, you may need to dilute the stain 
with 50% water and follow the above steps 
until you have reached the desired color.

What You Will Need:  
     • Stain
     • Cotton swabs or a small art brush


