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General equipment Safety Instructions

Read and understand these instructions before using this equipment.

Safety Instructions for this Equipment
· Ensure all guards are in place before operating machine.

· Never attempt to lock the switch in the ON position with tape or by any other means.

· Always disconnect from the power supply when changing any fittings or cutting tools or leaving the machine unattended.

· Clear work area of all obstructions, and ensure you have a firm foothold.

· Take care to keep the power cord away from any moving head or cutting tool.

· Keep hands, feet and loose clothing away form all moving parts of the machine.

· Warning: Prolonged use of hand operated equipment exposes the user to vibrations. Users should stop using this machine if they feel numbness or inability to feel temperatures.

Safety Equipment



The following protective equipment MUST be worn when using this equipment:

· Leather boots.

· Close fitting clothing.
Electrical Safety

· Never use the tool in damp or wet places, and never expose them to rain unless specifically designed for that purpose.

· Do not handle the plug or unit with wet hands.

· Do not use the tool in the presence of flammable liquids or gases unless specifically designed for that purpose.

· Never carry tool from the cord or yank it to disconnect from receptacle. Keep cord from heat, oil and sharp edges. Never use the machine if the cord is cut, cracked, worn or damaged.

· Never risk unintentional starting when plugging in the tool. Confirm the switch is in the OFF position before inserting the power plug in the receptacle.

· Do not touch movable parts or accessories unless the power source has been turned off.

· Always disconnect the tool before changing accessories.

· When not in use, tools should be stored, place out of reach of children.

· Never lock switches in 'ON' position with tape, wire or by any other means.

General Safety

· Do not use machinery if you feel tired or under the influence of alcohol or drugs.

· Check controls for proper response. Shut down the machine if a fault is detected.

· Do not wipe plastic parts with solvents, such as petrol, thinner, alcohol and ammonia, as they will damage and crack plastic parts.

· Wipe parts with a soft cloth lightly dampened with soapy water.

· Always use the right tools. Never force a tool or attachment to do a job for which it was not designed. When using attachments, ensure they are fitted correctly and practice the operation before beginning work. Always use recommended accessories only.

· Always keep guards in place and in working order.

· Do not wear loose clothing, gloves, neckties, rings, bracelets or other jewellery which may get caught in the moving parts.

· Do not overreach. Ensure proper footing and balance when working with the tool.

· Always keep the work area well lighted.

· Never permit children, other people or animals to loiter near the work area.

· Do not fool around while operating, always keep the machine under control. 

· Never leave a machine running while unattended.

· Do not use or continue to use faulty or damaged equipment.

· Check the condition of the machine at the end of each day and report any damage or defects.

· REMEMBER: In the event of death, serious injury or a dangerous occurrence you must notify WorkCover on 1800 136 089

For further Information or if in doubt over the use of this equipment, contact the supplier and ask for instructions.
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Ph: 351749777 Mob 0427757500
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