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WACO HAND DRIVEN EARTH TESTER

WACO HAND DRIVEN INSULATION TESTER

WACO MOTERISED / HAND CUM MOTORISED INSULATION TESTER
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LARGE SCREEN DIGITAL MULTIMETER WITH TERMINAL BLOCKING SYSTEM

SPECIFICATION RANGE ACCURACY

Display 3½ Digit (1999 Counts) LCD 

DC Voltage 200mV-2V-20V-200V-1000V  ±  0.5%

AC Voltage 200mV-2V-20V-200V-750V  ± 1.2%

DC Current 2mA-20mA-200mA-10A  ± 1.8%

AC Current 2mA-20mA-200mA-10A  ± 2.0%

Resistance 200Ω-2KΩ-20KΩ-200KΩ-2MΩ-20MΩ-200MΩ  ± 1.0%

Capacitance 2nF-20nF-200nF-2µF-20µF-200µF  ± 4.0%

Frequency 2KHz-20KHz  ± 2.5%

Temperature -20°C to 1000°C  ± 1.5%

 

Transistor Detecting, Diode Test, Audible Continuity, Over Load Protection, 
Low Battery Indication, Battery Type: 9V NEDA 1604 or 6F22, 

Accessories: - Gift Box, Manual, Test Leads, Battery, Temperature Probe.

WACO DIGITAL MULTI METER 

Accessories: - Gift Box, Manual, Test Leads, Battery.

Transistor Gain Measurement, Diode Test, Continuity Test, 
Over Load Protection, Over Range Displayed, Zero Automatic, 

9V Battery Power Supply, 

SPECIFICATION RANGE ACCURACY

Display 3½ Digit (1999 Counts) LCD 

DC Voltage 200mV-2V-20V-200V-600V  ±  0.5%

AC Voltage 200mV-2V-20V-200V-600V  ± 1.0%

DC Current 200µA-2mA-20mA-200mA-10A  ± 1.5%

AC Current 200µA-2mA-20mA-200mA -10A  ± 1.5%

Resistance 200Ω-2KΩ-20KΩ-200KΩ-2MΩ-20MΩ-200MΩ  ± 0.8%

Capacitance 2nF-20nF-200nF-2µF-20µF  ± 2.0%

Frequency 2KHz-20KHz-200KHz-2000KHz-15MHz  ± 0.1%

 

Accessories: - Gift Box, Manual, Test Leads, Battery.

LARGE SCREEN DIGITAL MULTIMETER WITH IR TEST FUNCTION

SPECIFICATION RANGE ACCURACY

Display 3½ Digit (1999 Counts) LCD 

DC Voltage 200mV-2V-20V-200V-1000V  ±  1.2%

AC Voltage 200mV-2V-20V-200V-750V  ± 1.2%

DC Current 2mA-200mA-20A  ± 2.0%

AC Current 2mA-200mA-20A  ± 2.5%

Resistance 200Ω-2KΩ-20KΩ-200KΩ-2MΩ-20MΩ-200MΩ  ± 1.5%

Capacitance 20nF-200nF-2µF-200µF  ± 3.0%

Frequency 4KHz-4MHz  

Temperature -40°C to 1000°C  

Transistor Detecting, Diode Test, Audible Continuity, 
Over Load Protection, Low Battery Indication, IR, Live Wire, 

Battery Type: 9V or 6F22 X 1PC, 

WACO DIGITAL  MULTIMETER

SPECIFICATION RANGE ACCURACY

Display 3½ Digit (1999 Counts) LCD 

DC Voltage 200mV-2V-20V-200V-1000V  ±  0.5%

AC Voltage 200mV-2V-20V-200V-750V  ± 1.2%

DC Current 20µA-2mA-20mA-200mA-20A  ± 1.2%

AC Current 20mA-200mA-20A  ± 1.2%

Resistance 200Ω-2KΩ-20KΩ-200KΩ-2MΩ-20MΩ-200MΩ  ± 0.8%

Capacitance 20nF-200nF-2µF-200µF  ± 3.0%

Frequency 2KHz-20KHz  ± 1.5%

Temperature -30°C to 1000°C  ± 1.2%

Transistor Detecting, Diode Test, Audible Continuity, 
Over Load Protection, Low Battery Indication, 

Battery Type: 9V or 6F22 X 1PC, 

Accessories: - Gift Box, Manual, Test Leads, Battery, Temperature Probe.
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WACO-19TB

WACO-801AWACO-DIT 99 SERIES

WACO-DET

 WACO-38

WACO-92AWACO DIGITAL EARTH RESISTANCE TESTER

WACO DIGITAL INSULATION TESTER ECONOMICAL SERIES



WACO DIGITAL MULTI METER 

SPECIFICATION RANGE ACCURACY

Display 3½ Digit (1999 Counts) LCD 

DC Voltage 200mV-2V-20V-200V-600V  ±  0.8%

AC Voltage 200mV-2V-20V-200V-600V  ± 1.5%

DC Current 20mA-200mA-10A  ± 1.0%

AC Current 20mA-200mA-10A  ± 2.0%

Resistance 200Ω-2KΩ-20KΩ-200KΩ-2000KΩ-20MΩ-2000MΩ ± 1.0%

Capacitance 2nF-20nF-200nF-2µF-20µF  ± 4.0%

Frequency 2KHz-20KHz-200KHz-2MHz-20MHz  ± 0.5%

Transistor Detecting, Diode Test, Audible Continuity, Logic Test, Over Load Protection, 
Low Battery Indication, Battery Type: 9V NEDA 1604 or 6F22, 

Accessories: - Gift Box, Manual, Test Leads, Battery.

 WACO DIGITAL CLAMP METER

Accessories: - Gift Box, Manual, Test Leads, Battery.

SPECIFICATION RANGE ACCURACY

Display 3 ½ Digits (1999 Counts) LCD 

DC Voltage 200v-600v  ± 2.5%

AC Voltage 200v-600v  ± 1.5%

AC Current 20A-200A-600A  ± 3.5%

Resistance 2KΩ-200KΩ  ± 1.5%

Frequency 2KHz-20KHz  ± 0.5%

 

 
Diode Test, Audible Continuity, Zero Automatic, 

Over Range Displayed, Max, Data Hold, 
9V Battery Power Supply, Jaw Size: 33mm Diameter.

WACO DIGITAL CLAMP METER

SPECIFICATION RANGE ACCURACY

Display 3 ½ Digits (1999 Counts) LCD 

DC Voltage 1000V  ± 1.5%

AC Voltage 200V-750V  ± 2.9%

AC Current 20A-200A-600A  ± 3.5%

Resistance 2KΩ-200KΩ  ± 1.5%

Frequency 2KHz-20KHz  ± 0.5%

Temperature  -20°C to 750°C  ±3.0%

Diode Test, Audible Continuity, Zero Automatic, Over Range Displayed,
Max, Data Hold, 9V Battery Power Supply, Jaw Size: 33mm Diameter.

Accessories: - Gift Box, Manual, Test Leads, Battery, Temperature Probe.

600A AC/DC DIGITAL CLAMP METER 

SPECIFICATION RANGE ACCURACY

Display 3 5/6Digits (6000 Counts) LCD 

DC Voltage 600mV-6V-60V-600V-1000V  ± 1.2%

AC Voltage 600mV-6V-60V-600V-750V  ± 0.8%

DC Current 60A-600A  ± 2.0%

AC Current 60A-600A  ± 2.0%

Resistance 600Ω-6KΩ-60KΩ-600KΩ-6MΩ-60MΩ  ± 1.2%

Capacitance 60nF-600nF-6µF-60µF-400µF-20mF  ± 8.0%

Frequency 0-60MHz  ± 1.0%

Diode Test, Audible Continuity, Data Hold, Zero Button, Back Light, 
Battery, Low Battery Indication, Over Load Protection, Jaw Size: 40mm

Accessories: - Gift Box, Manual, Test Leads, Battery.
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WACO DIGITAL MULTI METER 

SPECIFICATION RANGE ACCURACY

Display  : 3½ digit (1999 Counts) LCD                      

DC Voltage  : 200mV - 600V       ± 0.8%

AC Voltage  : 200mV – 600V    ± 1.5%

DC Current  : 20mA - 10A       ± 1.0%

AC Current  : 20ma - 10A          ± 2.0%

Resistance  : 200Ω - 2000mΩ           ± 1.0%

Capacitance  : 2nF - 20 µF                                              ± 4.0%

Frequency  : 2KHz - 20MHz             ± 0.1%

 
Diode, Continuity,Data hold, Transistor,Logic Test, hFT

Over Load Protection,Battery,Low Battery Indication,MAX/MIN option

Accessories: - Gift Box, Manual, Test Leads, Battery.

WACO DIGITAL MULTI METER

SPECIFICATION RANGE ACCURACY

Display  : 4½digits (19999 Counts) LCD                     

DC Volts  : 200mV - 1000V.   ± 0.5%

AC Volts  : 200mV - 750V  ± 1.0%

DC Current  : 20 µV - 20A.      ± 0.5%

AC Current  : 20 µV - 20A         ± 1.2%

Resistance  : 200Ω - 20MΩ.        ± 0.15%

Frequency  : 2kHz - 200kHz     ± 0.5%

Duty Cycle, Diode Test, Over Load Protection, Low Battery Indication, 
Auto power off, Continuity Test, Data Hold Option.

Accessories: - Gift Box, Manual, Test Leads, Battery.

CIE-122 WACO-DCM 30

WACO-225

WACO-36 AUTO TRMS

WACO-122

WACO-45 TRMS
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1000A AC/DC AUTO RANGING DIGITAL CLAMP METER 

SPECIFICATION RANGE ACCURACY

Display 3 ¾Digits (3999 Counts) LCD 

DC Voltage 400mV-4V-40V-400V-1000V  ± 1.0%

AC Voltage 4V-40V-400V-750V  ± 1.5%

DC Current 200A-1000A  ± 3.0%

AC Current 400A-1000A  ± 3.0%

Resistance 400Ω-4KΩ-40KΩ-400KΩ-4MΩ-40MΩ  ± 1.2%

Capacitance 51.2nF-512nF-5.12µF-51.2µF-100µF  ± 6.0%

Frequency 5.12Hz-51.2Hz-512Hz-5.12KHz-51.2KHz-512KHz-5.12MHz ± 1.2%

Temperature -20°C to 1000°C  ± 3.0%

Diode Test, Audible Continuity, Data Hold, Zero Button, 
Back Light, 9V NEDA 1604 or 6F22 Battery, 

Low Battery Indication, Over Load Protection, Jaw Size: 45mm

Accessories: - Gift Box, Manual, Test Leads, Battery.
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WACO DIGITAL FORK TYPE AC/DC CLAMP METER 

Accessories: - Gift Box, Manual, Test Leads, Battery (9V), 
K Type Thermocouple.

Diode Test, Audible Continuity, Data Hold, Zero Adjustment, 
Back Light, Low Battery Indication, Over Load Protection, 

NCV Indicator, Jaw Size: 15mm

SPECIFICATION RANGE ACCURACY

Display 3 ½Digits (4999 Counts) LCD, Dual Display 

DC Voltage 500mV-5V-50V-500V-600V  ± 0.5%

AC Voltage 5V-50V-500V-600V  ± 1.2%

DC Current 200A  ± 2.0%

AC Current 200A  ± 2.0%

Resistance 500Ω-5KΩ-50KΩ-500KΩ-5MΩ-50MΩ  ± 1.0%

Capacitance 5µF-50µF-500µF-5mF  ± 3.0%

Frequency 500Hz-5KHz-50KHz-500KHz-1MHz  ± 0.1%

Temperature -35°C to 500°C/ -30°F to 932°F  ± 1.0%

Accessories: - Gift Box, Manual, Test Leads, Battery.

Diode Test, Over load Protection, Jaw Size : 45mm,Continuity,Back light, 
Low Battery Indication, Data Hold Option, Jaw Diameter: 45mm. 

1000A PROFESSIONAL DIGITAL CLAMP METER

SPECIFICATION RANGE ACCURACY

Display : 3 ½Digits (1999 Counts) LCD

DC Voltage  : 600mV - 1000V.   ± 1.0%

AC Voltage  : 600mV - 750V         ± 1.2%

AC Current  : 20A - 1000A.        ± 2.5%

Resistance  : 200Ω - 60MΩ       ± 1.0%

Frequency  : 0 - 60KHz.   ± 3.0%

WACO DIGITAL CLAMP METER 

SPECIFICATION RANGE ACCURACY

Display 3 ¾ Digits (3999 Counts) LCD 

DC Voltage 400V-1000V  ± 0.5%

AC Voltage 400V-750V  ± 1.5%

DC Current 400A-1000A  ± 1.5%

AC Current 400A-1000A  ± 1.5%

Resistance 0-400Ω  ± 1.0%

Frequency 4KHz-40KHz-400KHz-4000KHz  ± 0.1%

 

Accessories: - Gift Box, Manual, Test Leads, Battery.

Diode Test, Audible Continuity, Data Hold, Max, 
9V Battery Power Supply, Low Battery Indication,  

Over Range Displayed, Jaw Size: - 57mm

WACO DIGITAL CLAMP METER

SPECIFICATION RANGE ACCURACY

Display 3 ½ Digits (1999 Counts) LCD 

DC Voltage 200mV-20V-1000V  ± 0.5%

AC Voltage 200V-750V  ± 1.2%

AC Current 20A-200A-1000A  ± 2.5%

Resistance 200Ω-2KΩ-20KΩ-200KΩ-2MΩ-20MΩ  ± 1.2%

Capacitance 200µF  ± 3.5%

Frequency 2KHz - 40KHz  ± 1.5%

WACO-FM200

 WACO-2205Hz TRMS

WACO-2782A WACO-2605A

 WACO-DT 2250

WACO-3600A

Duty Cycle, Diode Test, Audible Continuity, Data Hold, Over Load Protection 
9V Battery Power Supply, Jaw Size: - 57mm

Accessories: - Gift Box, Manual, Test Leads, Battery.

1000A AC/DC AUTO RANGING DIGITAL CLAMP METER 

SPECIFICATION RANGE ACCURACY
Display  : 3¾ digits(3999counts) LCD
DC Volts  : 400mV-1000V   ± 0.8%
AC Volts  : 400mV-700V   ± 1.2%
DC Current : 400A-1000A   ± 2.0%
AC Current : 400A-1000A  ± 2.0%
Resistance  : 400Ω-40MΩ   ± 1.0%
Capacitance  : 10nF-10mF   ± 3.0%
Frequency  : 100Hz-40MHz   ± 0.5%
Temperature : -50°C - 1000°C

Duty Cycle, Diode Test, Continuity Test, 
Jaw Diameter : 52mm, Data Hold Option, 

Battery : 9V, Auto Power Off, Low Batter Indication

Accessories: - Gift Box, Manual, Test Leads, Battery.
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WACO DIGITAL K-TYPE THERMOMETER 

Low Battery Indication, Auto Power Off, Battery

SPECIFICATION RANGE 

Display  : 3½ Digits (1999 Counts) LCD.

Measurement Range  : -50 to 1300°C, -50 to 1999°F.

Resolution  : 0.1°C, 1°C,0.1°F,1°F. 

Maximum Voltage Input  : 60V DC, 24V AC. 

Ambient Operating Range  : 0 to 50°C (32 to 122°F)

Storage Temperature  : -40 to 60°C (-40 to 140°F) 

Humidity  : 0% to 90%(0 to 35°C), 0% to 70% (35 to 50°C).
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4 IN 1 INSULATION CLAMP METER

SPECIFICATION RANGE ACCURACY

Display 3 5/6 Digits (6000 Counts) LCD 

DC Voltage 600mV-6.0V-60V-600V-1000V  ± 0.5%

AC Voltage(TRUE RMS) 600mV-6.0V-60V-600V-750V  ± 1.5%

AC Current(TRUE RMS) 60A-600A-1000A  ± 2.0%

Resistance 600Ω-6KΩ-6KΩ-60KΩ-600KΩ-6MΩ-600MΩ ± 1.0%

Temperature -50°C to 1300°C/ -58°F to 2372°F  ± 1.0%

Frequency 60Hz-600Hz-6KHz-60KHz-600KHz-6MHz-10MHz  ± 0.1%

Capacitance 6µF-60µF-600µF-6mF  ± 3.0%
Insulation Resistance  50V-100V-250V-500V-1000V  ± 3.0%

 

Diode Test, Audible Continuity, Data Hold, Max/Min, 
1.5V X 5 AA Battery Power Supply, Low Battery Indication,  

Over Range Displayed, Over Range Protection Jaw Size: - 57mm

Accessories: - Gift Box, Manual, Test Leads, Battery, Carrying Case.

WACO CONTACT DIGITAL TACHOMETER 

SPECIFICATION RANGE 

Measuring Range  : CONTACT TACO-0.5 to 19,999RPM

Surface Speed : 0.05 to 1,999,9(m/min)

Resolution  : CONTACT TACH-0.1RPM(0.5 to 999.9RPM)

Accuracy  : ±(0.05% +1 digit)

Sampling Time  : 0.8 Sec.

Time Base  : Quartz Crystal

Operation Temp  : 0 to 50°C.

WACO-DT 2236CWACO-3604C

WACO-2234C 

WACO-2235B

COMBINED CONTRACTION CONTACT DIGITAL TACHOMETER 

WACO NON-CONTACT DIGITAL TACHOMETER WACO-DY 1200

WACO-305

EARTH GROUND RESISTANCE LEAKAGE CLAMP 

Low Battery Indication, Auto Power Off, Battery : 4X1.5V AAA

Manual, Soft Carrying Case & Gift Box

Low Battery Indication, Auto Power Off, Battery : 4X1.5V AAA

Manual, Soft Carrying Case & Gift Box
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WACO THERMO HYGROMETER

Accessories - Gift Box, Manual, Battery 

Max/Min/ Average/ Hold Function, APO, Back Light, Protective Cap 

For Safe Storage, Carrying Strap, 9V Battery Power Supply.

SPECIFICATION RANGE ACCURACY
Display 3 1/2 Digits (1999) Counts 
Temperature -20°C to 60°C / -4°F to 140°F +- 1.0%
Humidity 0% to 100% RH +- 2.5%

Purpose: To measure relative humidity, dew point and wet 
bulb calculations.

WACO INFRARED IR THERMOMETER

SPECIFICATION  RANGE 
Temperature range : : -40 to 550°C(-40 to 1022°F) 
Accuracy   : ±2°C or ±2%
Repeatability   : 1% of Reading or 1°C
Response Time   : 500mSec, 95% Response 
Spectral Response  : 8-14um 
Emissivity   : pre-set 0.95 
Operating Range   : 0 to 40°C(32 to 104°F) 
Relative humidity   :10-95%b RH non condensing,@upto 30°C(86°F)
Storage Temperature  : -20 to 60°C 
Distance to spot Size : 8:1

2 IN 1 COATING THICKNESS GAUGE 

SPECIFICATION RANGE ACCURACY
0 0LCD Display Operating Environment : 32  F to 122 F at <75% R.H. 

Display Resolution : 0.1mils/1µm

Ferrous Thickness Range : 0 to 80.0mils (0 to2000µm)  ± 0.5%

Non-Ferrous Thickness Range : 0 to 40.0mils (0 to1000µm)  ± 1.2%

µm/mils user Selective, Back Light, Auto Power Off, Response Time : 1 Second,
Battery, Low Battery Indication, Data Logging Function, Solf carrying case, 

MAX./MIN Reading.  

SPECIFICATION RANGE 
Display  : 3½ Digits (1999 Counts) LCD
Range : 20-20,000 Lux (Lx1010BS)
                200-200,000 Lux (Lx1020BS) 
Spectra accuracy  : f’₁ ≤ 6% 

Cos Reaction : f’₂ ≤ 2% 

Accuracy  : ±3% Reading + 0.5% f.s
                      ±4%Reading + 10Digits for the Range of 20,000Lux
Repeatability : ±2% 
Temperature Coefficient  : ±0.1%/°C
Sampling Rate  : 2Samples/Sec
Working Temp  : 32°F-104°F  
Working Humility  : 0-80% RH
Storage Temperature  : 14°F - 122°F
Storage Humility  : 0-70% RH
Photo Sensor Test Lead  : 4.92 inch

WACO - 231

 CHY-322

WACO-AVM 04A

WACO-5801 WACO-PG10A

WACO-JT 550C

CHY TG - 05

WACO DIGITAL LIGHT METER

WACO DIGITAL THERMO ANEOMOMETER 

WACO PHASE SEQUENCE INDICATOR WACO DIGITAL POWER MONITOR / GUARD SAVE A WATT 

°C/°F Selection , Display : LCD, Data Hold Option,
Laser Point, Back light Selection, Battery : 9V, Auto Power Off
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WACO AC VOLTAGE DETECTOR  

Accessories - Gift Box, Manual, Battery 

SPECIFICATION RANGE
Never Test Voltage More Than 1000V AC 
Test Voltage Range  : 90V-1000V AC 
 IP54, IEC 1010. 
Battery Life  : 6 Hours on Continuous Use.
Sound  
LED Light 

WACO-JT 902B

WACO-5106

WACO - 3125A

WACO - 914A

DIGITAL INSULATION RESISTANCE TESTER 

5000V H.V. INSULATION TESTER WITH TIMER & MEASUREMENT
UPTO 1 TOHMS 

5000V COMPACT H.V. INSULATION TESTER 

Back light, Data hold, Low battery indication
& 1.5V battery 8 Nos power supply & AC adapter
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