
RadarRight™
 Series 480

The RadarRight
™ radar level instrument emits a microwave pulse from its antenna, which travels 

at the speed of light to the surface of the medium below. The time-of-flight of the pulse and its 
reflection back to the instrument location is directly related to the empty distance in the vessel 
and the material level. The output from the electronics is continuously updated as the level of the 
material surface changes. 

t	Excellent when application requires that nothing 
contacts or interferes with the process.

t	Strong performance with powders and bulk solids 
in vessels up to 200ft (60m) tall.

t	Reliable measurements in dusty conditions.

t Suitable for various metal or nonmetal vessels.

t Output Options: 
t	“Smart” RS-485 (Modbus RTU compatible) 
t	Analog 4-20mA (two-wire, loop powered) 

t	 Variety of mounting flanges.

t HMI2 Local Operator Interface Control Console 
and SiloTrack™ Cloud (For use with “Smart” RS-485 
sensor only.)

t	 Non-contact level measurement solution...nothing to “touch” your process.
t	 Real-time continuous output provides immediate level measurements.
t INCLUDES LCD Display Module for easy set-up / configuration. 
t 4o Beam angle to concentrate energy for HIGH ACCURACY and reliability with materials having 

a wide range of characteristics.
t	 Minimal “dead band” (“blanking zone”) for optimum measurement in vessel.
t	 Gimbal (swivel) style process connection enables aiming antenna for added measurement 

accuracy and avoiding internal obstacles, flow streams, etc. 
t Air purge to optimize sensor performance in dusty conditions. 
t Extremely low emission power with “pulse” technology; is harmless towards the 

environment and human beings.
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Monitor Technologies, LLC
44W320 Keslinger Road 
Elburn, IL 60119 USA

monitortech.com
monitor@monitortech.com

Tel: (630) 365-9403
FAX: (630) 365-5646

s SPECIFICATIONS

Application  Bulk Solids / Powders
Measurement Range  200 ft (60m)
Measurement Accuracy  +/- 0.20in (5.0mm)  
Ambient Operating   -40F to 266F (-40C to 130C)
Temperature
Process Temperature -40F to 392F (-40C to 200C) 
Process Pressure               -14.5 to 43PSI (-0.1 to 0.3MPA) 
Frequency 80 GHz 
Beam Angle (3dB) 4 degrees 
Signal Output RS-485 Modbus  OR  4-20mA 
Power 4-wire: 9-27 VDC; max 1.5W 
 2-wire: 12-30 VDC; max 22.5mA 
4-20mA Loop Impedence 533ohms at 24VDC 
Display/Prog LCD Included   
Housing Powder Coated Aluminum Alloy 
Antenna Material 316L and PTFE 
Process Connection Various Flanges 
Protection Level IP67/Type4X 
Approvals/Conformity CSA Ordinary Locations, CE 
Dead Band 2.62ft (0.8m)       

NOTE:

1   Consult Monitor Technologies factory for all applications prior to pricing and issuing quotation.

2    Optional HMI2 Operator Interface and SiloTrack™ Cloud - for use with “Smart” RS-485 version only.

3    Cable is not for plenum installations. Consult local electrical codes and verify compliance before installing.

4    Cable or power supply are not included. Must be ordered separately.

 Mounting Flanges and Accessories:
 Part #      Description                      
  25-3111         K-Flange (Aluminum)                                                               
  25-3113         4” ANSI Flange (316L SS) 
  25-0071                    Fitting Adapter, G 1/8” to 1/8” NPT
  R0514-220013           Belden 9322, Cable Instrumentation, 2-Lead, Shielded4

  R0514-180013           Cable, Instrumentation, 4-Lead, Shielded, 18 AWG4

  17-8021                    Power Supply, Universal AC to 24VDC4                                                                                                                                        

Silo Installation Example Display Module

HMI2

2-Year
Limited

Warranty

SiloTrack™ CLOUD
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