
 
 
 
SECTION E3902 
GROUND-FAULT AND ARC-FAULT 
CIRCUIT-INTERRUPTER PROTECTION 
 

E3902.1 Bathroom receptacles. All 125-volt, single-phase, 

15- and 20-ampere receptacles installed in bathrooms shall 

have ground-fault circuit-interrupter protection for personnel. 

E3902.2 Garage and accessory building receptacles. All 

125-volt, single-phase, 15- or 20-ampere receptacles installed 

in garages and grade-level portions of unfinished accessory 

buildings used for storage or work areas shall have ground fault 

circuit-interrupter protection for personnel. 

E3902.3 Outdoor receptacles. All 125-volt, single-phase, 15- 

and 20-ampere receptacles installed outdoors shall have 

ground-fault circuit-interrupter protection for personnel. 

Exception: Receptacles as covered in Section E4101.7. 

E3902.4 Crawl space receptacles. Where a crawl space is at 

or below grade level, all 125-volt, single-phase, 15- and 

20-ampere receptacles installed in such spaces shall have 

ground-fault circuit-interrupter protection for personnel. 

E3902.5 Unfinished basement receptacles. All 125-volt, single- 

phase, 15- and 20-ampere receptacles installed in unfinished 

basements shall have ground-fault circuit-interrupter 

protection for personnel. For purposes of this section, unfinished 

basements are defined as portions or areas of the basement 

not intended as habitable rooms and limited to storage 

areas, work areas, and the like. 

Exception: A receptacle supplying only a permanently 

installed fire alarm or burglar alarm system. 

E3902.6 Kitchen receptacles. All 125-volt, single-phase, 15- 

and 20-ampere receptacles that serve countertop surfaces shall 

have ground-fault circuit-interrupter protection for personnel. 

E3902.7 Laundry, utility, and bar sink receptacles. All 

125-volt, single-phase, 15- and 20-ampere receptacles that 

are located within 6 feet (1829 mm) of the outside edge of a 

laundry, utility or wet bar sink shall have ground-fault circuit- 

interrupter protection for personnel. Receptacle outlets 

shall not be installed in a face-up position in the work surfaces 

or countertops. 


