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N·m (kgf·cm, ft·lbf) : Specified torque
� Non−reusable part
� Precoated part

RH Engine Mounting Bracket and Insulator Assembly

No.2 Water Bypass Pipe with Hose

� Gasket
Water Pump

� Engine Coolant Drain Plug

� O−Ring

21 (210, 15)

� O−Ring � O−Ring

Knock Sensor 1

Knock Sensor 2

Generator Fuel Inlet Pipe

Oil Pump

� Crankshaft Front Oil Seal Oil Filter and
Bracket Assembly

No.1 Oil Pipe

Union Bolt
55 (550, 41)� Gasket

90 (900, 66) Union Bolt

� Oil Pressure Switch� Gasket21 (210, 15)

x 9

� O−Ring

x 6

x 6

x 16

� Gasket

No.1 Oil Pan

Oil Pan Baffle Plate

Oil Strainer

LH Engine Mounting Bracket
and Insulator Assembly

� Gasket

x 16

No.2 Oil Pan

x 6

Drain Plug

EM−74
−ENGINE MECHANICAL (2JZ−GE) CYLINDER BLOCK

1660Author�: Date�:

2002 LEXUS GS300/GS430   (RM878U)

CYLINDER BLOCK
COMPONENTS



A02806

Piston Ring (No.1 Compression)

Piston Ring
(Side Rail and Expander)

Piston Ring (No.2 Compression)

Piston Pin

� Connecting Rod Bushing

Connecting Rod

Connecting Rod Bearing

Rear Oil Seal Retainer

Piston

� Snap Ring

� Snap Ring

Connecting Rod Cap

� Crankshaft Rear Oil Seal

x 6

Cylinder Block

Crankshaft

Crankshaft Thrust Washer

Main Bearing Cap

Main Bearing

N·m (kgf·cm, ft·lbf) : Specified torque
� Non−reusable part

See page EM−91
1st   30 (300, 22)

2nd  Turn 90°

See page EM−91

1st   45 (450, 33)

2nd  Turn 90°
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