EM-74
ENGINE MECHANICAL (2JZ-GE) - CYLINDER BLOCK

CYLINDER BLOCK
COMPONENTS

EMODJ-03

(%% -‘-* & RH Engine Mounting Bracket and Insulator Assembly

No.2 Water Bypass Pipe with Hose

@ Gasket % Engine Coolant Drain Plug

Water Pump

0]
4 O-Ring

Fuel Inlet Pipe

=
No.1 Oil Pipe

Union Bolt

& Gasket

¢ Bracket Assembly
x9 y Union Bolt
) ® Gasket " * Oil Pressure Switch

No.1 Oil Pan———

o

Oil Strainer & o
1 x6 a@— ¢ Gasket
& o LH Engine Mounting Bracket
and Insulator Assembly

L 2 GaSket\\@/\

Drain Plug—— @ %

Oil Pan Baffle Plate Waa——

| N-m (kgf-cm, ft-Ibf) | : Specified torque ~ X 16
€ Non-reusable part
% Precoated part

A02768

2002 LEXUS GS300/GS430 (RM878U)

Author : Date : 1660



ENGINE MECHANICAL (2JZ-GE) - CYLINDER BLOCK

EM-75

Piston Ring (No.1 Compression)—@

S/ Piston Ring (No.2 Compression)

Piston Ring —© !“"’“’ 1
(Side Rail and Expander) —EE

. ' O——— ¢ Snap Ring
Piston % € ———— Piston Pin

® SnapRing——9

4 Connecting Rod Bushing

Connecting Rod

Connecting Rod Bearing

Connecting Rod Cap

See page EM-91
1st 30 (300, 22)
2nd Turn 90°

& Crankshaft Rear Oil Seal

Crankshaft
%
Crankshaft Thrust Washer Main Bearin
I\= ¢
Main Bearing Cap g
g See page EM-91

1st 45 (450, 33)
2nd Turn 90°

| N-m (kgf-cm, ft-Ibf) | : Specified torque
@ Non-reusable part

A02806

2002 LEXUS GS300/GS430 (RM878U)

Author : Date :

1661




