
Newton Performing Arts Center

Tech Packet


Technical Inventory  
Video 
- NEC PX1004UL 10,000 Lumen Laser Projector - On Stage for upstage cyc digital 

video or backdrops 
- Panasonic PT-DZ6710 6,000 Lumen Projector - Under Balcony for downstage screen videos 

or projecCons  
- Da-Lite HD Progressive Screen 135” x 240” 

Sound 
- Behringer x32 Sound Board 
-  4 wireless hand held microphones 
- 12 wireless headset microphones and packs 
-  4 receivers 
-  2 audix OM wired mics 

Playback/video 
- 2021 iMac Computer for video and music 
- Tascam CD 2000i for playback 

Misc. 
-  2 desktop mic stands 
-  4 boom stands 
- 12 black stools 
- CO2 Single Barrel Electric ConfeS Launcher  
- Mineral Oil Hazer  
- Bubble Machine 
- 2 Cold Spark Machines  
- Podium  
- 2 PTZ OpCcs Cameras Live Streaming 

Ligh=ng 
- ETC Element controller 
- 6 Vari-lite 4000 Moving Lights  
- 15 LED Par Color Changing Lights 
- 40 ETC Par/Ellipsodial Lights  
- Approximately 61 theatrical lighCng units 



- 3 secCons of cyclorama lights (red, white, blue) 
- 2,  1 KW Altman Spot Lights  
- LED RGB Star Curtain  
 



STAGE LAYOUT
 

NEWTON-CONOVER AUDITORIUM

Proscenium width is 26 feet. Depth (from front of apron upstage to cyclorama) is 
42 feet. !ere is no access from building to stage left, unless you cross behind the 
cyclorama (limited space) or use the mid-stage traveler. 

CYCLORAMA -- RED, BLUE, GREEN OR COMBINATION

MID-STAGE TRAVELER -- BLACK

LEG -- BLACK LEG -- BLACK

LEG -- BLACK LEG -- BLACK
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Wing Width 12 feetWing Width 12 feet

AUDIENCE AREA

front of stage is 
raised 44½” off house floor


