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2023 Marks a comeback for the BC-1! After 2021 we retired it as we felt most people preferred 
the advance setup of the BC-2 for a small shop and sample roaster. But clients across the 
country continued to request the BC-1 for various reasons. Its small size and weight allowed 
it to be taken on the road for events as well as demos. Also its simplicity best fit the needs of 
many of our clients as well as its budget friendly price for a commercial roaster. So it makes a 
comeback in 2023 with the added MAG AIRFLOW GAUGE for better tracking of airflow results 
during a roast. Thus comes the new name: “The BC-1 AIR”. It can roast samples as small as 3-4 
oz and up to one pound per roast or 4-5lb. Per hour. Because we wanted to keep all the 
commercial components on the BC-1 that are on the bigger roasters we were only able fit one 
OMRON digital Temperature control for BT. But you get great airflow options with the choice 
of using either the electronic AIR VOLUME CONTROL Knob or the MDDS system (Manual Dial 
Damper System). When coupled with the NEW MAG AIRFLOW GAUGE you can dial in precise 
airflow control on all your roasts. The BC-1 comes standard as a single wall 304S Drum but 
an optional Double wall drum can be custom ordered if you prefer.

BC-1 AIR GAS TYPE

Batch Size 4oz-1lb.

Roasting Time 9-14 minutes

Production 4-5lb.hr

Heat Source NG/LPG

Voltage 220V

Wattage 110W

Drum Motor 25W

Chaff Fan Motor 45W

Cooling Fan Motor 30W      

MIXING ARM N/A

BTU 10,000

NG PRESSURE 5-7WC

LPG PRESSURE MAX. 16WC

Gas Consumption 0.1kg/hr .22lb 
HR

Roaster Dim. 26x17x24” 
(LxWxH)

Roaster Weight 62lb.

Package Dimensions 31x25x26”

Package weight 140lb

FEATURES

DRUM TYPE 
DATA LOGGING 
THERMOCOUPLES 
CONTROL PANEL 
MAG AIRFLOW 
WARRANTY 
PARTS AVAILABLE 
110V CONVERTER 

Single or Double wall 304SS Drum 
Computer profiling via USB or BT 
1 K Type for BT  
All information displayed on panel 
Comes with MAG AIRFLOW GAUGE  
1 YEAR PARTS & INSTRUCTION 
10 Year Parts Available 
Guarantee 
110V Voltage Converter included.






THE BC-1 AIR is a heavy Duty SAMPLE 
ROASTER BUILT WITH A CARBON STEEL 
BODY powered coasted in Black. There 
are several housing color options 
available to choose from. (See the 
2022/2023 Color Chart) 

PRECISE AIRFLOW CONTROL: 
Precise airflow can be achieved 

using the MDDS System along with 
the new MAG AIRFLOW GAUGE 
included with every roaster.

ONLY ONE 3” EXHAUST PIPE RUNS 
OFF THE CHAFF UNIT TO VENT OUT 

OF YOUR BUILDING





HOUSING COLOR CHOICES

EXHAUST SETUP

EXHAUST PIPE REQUIREMENTS Positive Pressure exhaust venting with 
minimum clearance 12-24” from 
Combustable materials

MAXIMUM VENTING LENGTHS 20’  from Chaff unit. Deduct 3-5’ for 
45-90 degree pipe elbows. If you must 
vent at longer lengths consult a local 
technician on use of possible booster 
fans

MAXIMUM EXHAUST TEMPERATURES 425-475F

CHAFF UNIT HIGH TEMP. 300-350F

COOLING TRAY HIGH TEMP. 200F

DATA LOGGING VIA ARTISAN OR 
CROPSTER

BUILT IN DATA LOGGER 
ATTACHES TO COMPUTER (PC OR 
MAC) VIA USB OR BLUETOOTH

K TYPE THERMOCOUPLE BT PROBE ONLY.3mm thick probes

MANUFACTURED IN CHINA for BC 
ROASTERS

CUSTOM BUILT FOR BC SPECS IN 
USA AND OVER 200 Lands



BC-1 AIR COMMERCIAL 
COFFEE ROASTER

*TABLE TOP MODEL 
*Direct Connect Chaff unit for smaller 
footprint 
*Choice Gas Models

SIZE   (LxWxH) 26x17x24” (LxWxH) (Includes Direct 
Connect Chaff unit in measurement)

WEIGHT 62lb.

Minimum Clearance from combustable 
materials

12-24”

ROASTING CAPACITY 3 oz up to 1lb.

ROAST TIME & Roasts per hour 9-14 minutes (4-5 Roasts per hour)

DRUM INFORMATION SW DRUM: 3mm Superior 304SS contains 
18% chromium and 8% nickel 
DW DRUM: has two layers of 304SS that are 
each 2mm with a 2mm air cushion between 
both layers. Total thickness 6mm

ELECTRIC STATS: GAS MODEL: Single Phase 220V 50/60Hz 
110W requires standard 15A breaker. A free 
110 voltage converter is provided with each 
roaster to run on a typical 15A 110-120 
Breaker In USA & Canada

ELECTRICAL PLUG TYPE GAS MODELS: 20A 250V 3 wire NEMA 6-20P

FUEL CHOICES ON GAS MODELS LPG Gas standard with models. Natural Gas 
Conversion kits offered for customer 
installation only.

BURNER INFORMATION ON GAS MODELS 2 high efficiency burners provide 

BTU REQUIRMENTS 7500-10,000 BTU minimum Required for NG 
Line

GAS PRESSURE LPG: 12-16WC (3-4KPA) Marshall 1912/197 
Regulator Recommended 
NG: 7-14WC

FOR MORE INFORMATION SEE: 

BCROASTERS.COM 

http://www.buckeyecoffee.com/bc-coffee-
roasters.html 

BC ROASTERS 
BUCKEYE, ARIZONA 85326 
TONOPAH, ARIZONA 85354 

TOLL FREE: 844.522.6333 
INFO@BUCKEYECOFFEE.COM 

INFO@BCROASTERS.COM 

http://BCROASTERS.COM
http://www.buckeyecoffee.com/bc-coffee-roasters.html
http://www.buckeyecoffee.com/bc-coffee-roasters.html
mailto:INFO@BUCKEYECOFFEE.COM

