
2023 BC-25 HD SW & DW     BY BCROASTERS.COM

The 2023 BC-25 Continues to grow in new features each 
year. And 2023 adds SIX new features to help the 

RoastMaster produce the finest in coffee roasting: 

1. New Front Bearing System that allows on the fly drum 
alignments 

2. Easy access to back drum system for maintenance 
3. A new back drum shaft wheel for quick removal of beans 

in the event of a power outage while roasting 
4. Two ways to control airflow via the manual dial damper 

plus precise air flow control via a fan speed controller 
powered by a 3 phase motor and converter 

5. New front entry door to burner room allowing quick 
maintenance when needed 

6. New Data logger computer chip to allow direct 
bluetooth connectivity while using Artisan software. 

Add all the above to the many previous features we have 
added over the last several years and you have the most 

advanced BC-8 Roaster available. 

The BC-25 HD is The workhorse in the BC LINE. It will Roast 
up to 125lb. per hour. It features easy to use control panel 
with built in safety features such as pilot light, emergency 

shut off control and many other features to ensure safe 
operation. Complete airflow control via the MDDS airflow 
system. LED Lamp to light the way and locking casters to 

make for easy moving and setup. Direct Connect chaff unit 
for reduced footprint and greater efficiency.  

In 2022 we added more Heavy Duty Features such as a new 
HD Chaff Fan and HD Gas Gauge plus new custom made 3mm 
thick Thermocouples for quick response. A MAG AIRFLOW 
GAUGE is included & You can also add an optional Cooling 

Tray cover.   

“GET YOUR ROAST ON!” 

BC-25 HD GAS TYPE

Batch Size 6-25lb.

Roasting Time 10-15 minutes

Production 96-125lb.hr

Heat Source NG/LPG

Voltage 220V

Wattage 1200W

Drum Motor 200W

Chaff Fan Motor 370W

Cooling Fan Motor 370W      

MIXING ARM 90W

BTU 120,000

NG PRESSURE 7-14WC

LPG PRESSURE MAX. 16-20WC

Gas Consumption 1.2kg/hr

Roaster Dim. 66x42x74 
(LxWxH)

Roaster Weight 1254lb.

Package Dimensions 71x46x65
1365lb.

FEATURES

DRUM TYPE 
DATA LOGGING 
THERMOCOUPLES 
CONTROL PANEL 
WARRANTY 
PARTS AVAILABLE 
110V CONVERTER 
 TYPE 
DATA LOGGING 

Single or Double Wall 
2 OMRON CONTROLS w/BT & ET 
K-TYPE for BT & ET 
BT & ET VEIW ON PANEL 

1 YEAR PARTS & INSTRUCTION 
10 Year Parts Available Guarantee 
Optional 110V Voltage Converter 
3000W may be purchased separate.






NEW FEATURES FOR 2023!

NEW FRONT BEARING SYSTEM EASY ACCESS BELT 
COVER

NEW DRUM SHAFT 
WHEEL

NEW PRECISE ELECTRONIC 
AIRFLOW CONTROL

FRONT BURNER ROOM DOOR

PLUS NEW BLUETOOTH DIRECT CHIP 
FOR ARTISAN!






THE BC-25 HD IS A HEAVY DUTY ROASTER BUILT WITH A CARBON STEEL BODY WITH APPROVED 
POWDER COAT HIGH TEMPERATURE BODY IN BLACK, RED OR WHITE. THE HOUSINGS COME IN A 

VARIETY OF CHOICES. 

TWO  EXHAUST PIPE COMES OFF THE BC-25. The CHAFF EXHAUST AT 5” AS SHOWN BELOW AND CAN 
BE EXHAUSTED SEPARATELY OUT OF BUILDING OR JOINED WITH A BLAST DAMPER OR BACKDRAFT 
DAMPER ABOVE CHAFF UNIT. (6” HIGH TEMPERATURE VENTING IS RECOMMENDED WHEN VENTING 

EACH SEPARATELY) 

BC-24 HAS TWO EXHAUSTS: TOP 
OFF CHAFF IS 125MM or 5” 
Bottom Off Cooling Tray is 
150MM or 6”

BC-25 HAS TWO EXHAUST VENTS: 
5” VENT OFF CHAFF UNIT 

5” VENT OFF COOLING TRAY 
(You may use 6” to 5” Reducers)

COMPUTER DATA LOGGING VIA ARTISAN SOFTWARE 
Record roasts via USB or BLUETOOTH to duplicate profiles using ARTISAN SOFTWARE. 

ARTISAN SOFTWARE 
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https://artisan-scope.org/donate/

















FOR MORE INFORMATION SEE: 

BCROASTERS.COM 

http://www.buckeyecoffee.com/bc-coffee-roasters.html 

BC ROASTERS 
BUCKEYE, ARIZONA 85326 
TONOPAH, ARIZONA 85354 

http://BCROASTERS.COM
http://www.buckeyecoffee.com/bc-coffee-roasters.html


BC-25 COMMERCIAL 
COFFEE ROASTER

*FLOOR MODEL with HD CASTER WHEELS 
*Direct Connect Chaff unit for smaller 
footprint 
*Choice of ALL ELECTRIC or Gas Models

SIZE   (LxWxH) 66x42x74” 

WEIGHT 1254lb

Minimum Clearance from combustable 
materials

18-24”

ROASTING CAPACITY 5-25lb Single Wall 
2 to 25lb Double Wall

ROAST TIME & Roasts per hour 9-14 minutes (5 Roasts per hour gas. 3.5 
per hour electric)

DRUM INFORMATION SW DRUM: 5mm Superior 304SS contains 
18% chromium and 8% nickel 
DW DRUM: has two layers: One of 3mm & 
one 2mm 304SS with 6mm of air cushion. SS 
WELDING (11mm total thickness on DW)

ELECTRIC STATS: GAS MODEL: Single Phase 220V 50/60Hz 
1200W requires standard 15A breaker 

ELECTRICAL PLUG TYPE GAS MODELS: 20A 250V 3 wire NEMA 6-20P 

FUEL CHOICES ON GAS MODELS LPG Gas standard with models. Natural 
Gas Conversion kits offered for customer 
installation only.

BURNER INFORMATION ON GAS MODELS SW & DW Burners: 32

BTU REQUIRMENTS 125,000 BTU minimum Required for NG 
Line

GAS PRESSURE LPG: 12-16WC (3-4KPA) Marshall 1912/197 
Regulator Recommended 
NG: 7-14WC



EXHAUST SETUP

EXHAUST PIPE REQUIREMENTS Positive Pressure exhaust venting with 
minimum clearance 18-24” from Combustable 
materials

MAXIMUM VENTING LENGTHS 20-25’ from Chaff unit. Deduct 3-5’ for 45-90 
degree pipe elbows. If you must vent at longer 
lengths consult a local technician on use of 
possible booster fans

MAXIMUM EXHAUST TEMPERATURES 425-475F

CHAFF UNIT HIGH TEMP. 300-350F

COOLING TRAY HIGH TEMP. 200F

DATA LOGGING VIA ARTISAN OR CROPSTER BUILT IN DATA LOGGER ATTACHES TO 
COMPUTER (PC OR MAC) VIA USB OR 
BLUETOOTH

K TYPE THERMOCOUPLES BT & ET with two additional predrilled capped 
threaded holes to add or adjust location of 
probes

MANUFACTURED IN CHINA for BC ROASTERS CUSTOM BUILT FOR BC SPECS IN USA AND 
OVER 200 Lands

FOR MORE INFORMATION SEE: 

BCROASTERS.COM 

http://www.buckeyecoffee.com/bc-coffee-roasters.html 
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