2020 BC-2 MD
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The BC-2 MD is a great roaster for a small coffee shop or as a sample roaster and for advanced
home roasting. It can roast from 4o0z. to 2Ib. per roast and up to 4-5 roasts per hour. It has all the
features of the big commercial roasters except mixing arms for the cooling tray as that is not
needed with its powerful cooling tray fan motor it can cool beans in 2-3 minutes. It has 2 Omron
digital temperature controls on the panel for quick viewing of both BT & ET. It has variable drum
speed control and precise airflow control via the MDDS (manual damper) system. Solid heavy-duty
Single Wall stainless steel drum and built in profiling system. Direct-Connect chaff unit for
efficiency & reduced footprint. A LED Lamp provides il luminated viewing. You can add an optional
Double Wall Drum but we do not feel it is needed on this size roaster. An Optional MAG AIRFLOW
GAUGE is beneficial for controlling Airflow. Now in 3 Body Color Choices: BLACK, WHITE OR RED!

BC-2MD GAS TYPE

?P‘o"é* Batch Size 402-21b,
<<€ Roasting Time 9-14 minutes
40365 Production 8-10b.hr
Heat Source i
Voltage 220V
Wattage 150w
R HS Drum Motor 25W
cogpliant Chaff Fan Motor 45W
Cooling Fan Motor ~ 50W
MIXING ARM N/A
BTU 15,000
FEATURES NG PRESSURE TWC
LPG PRESSURE MAX. 16WC

DRUM TYPE Single wall 304SS Drum 3mm Gas Consumption 0.1kg/hr .22Ib
DATA LOGGING 1 OMRON CONTROLS w/BT HR
THERMOCOUPLES K-TYPE for BT Roaster Dim. 810x486x710MM
CONTROL PANEL BT VEIW ON PANEL saasesin
MAG AIRFLOW OPTIONAL KIT FOR AIRELOW Roaster Weight 60kg./132lb.
WARRANTY 1 YEAR PARTS & INSTRUCTION Package Dimensions 39x27x30
ARSI 10 Year Parts Available Guarantee (LxWxH)
110V CONVERTER

110V Voltage Converter included. Package weight 85Kg/188lb.



THE BC-2 MD IS AHEAVY DUTY ROASTER
BUILT WITH A CARBON STEEL BODY WITH
APPROVED POWDER COAT HIGH
TEMPERATURE BODY IN BLACK, WHITE OR
RED . THE HOUSINGS COME IN A CHOICE OF
4 COLORS(Gold, Rose Gold, Black Titanium &
Stainless) PLUS THE NEW TEXTURED
CHECKERED GOLD, BLACK OR SILVER

TWO EXHAUST PIPES COMES OFF THE
BC-2 AT 3” AS SHOWN BELOW AND CAN BE
EXHAUSTED OUT OF BUILDING.

SHOWN BELOW WITH OPTIONAL MAG AIRFLOW GAUGE KIT
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